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PURVEYORS OF FINE MACHINERY® SINCE 1983! 


ADJUSTABLE 

T-SLOT 

MITER 

GAUGE MR 


10" Cabinet Saws w/Riving Knife 

Motor: 3 HP 220V, single-phase 
Precision ground cast iron table * 

Table size w/extension: 27 x 40“ 

Arbor: %" • Arbor speed: 4300 RPM 
Max .depth of cut (both): 3 s /s" @ 90 L ; @ 45 

Max. rip capacity: G0890 - 30", G0691 -50 
Approx, shipping weight: 

G0690 -603 lbs, 

G0691 - 644 lbs. 


17" Heavy-Duty Extreme Series® Bandsaw 
w/ Cast Iron Wheels & Motor Brake 



G0M1 SHOWN WITH 
EKILNS)ON RAILS & TABLE 


G0690 

INTRODUCTORY PRICE 

*1250 00 



*138" 


G0691 w/Extension Roils 

nm* SALE s 1295 00 



FEATURES HEAVY-DUTY 
CAST IRON TRUNNIONS 
& HANDWHEELS 


INCLINES SfANPAW 
^PATOTAPlEiNSmS 



Motor: 2 HP. 110W220V, single-phase, TEFC 
Larger precision ground cost iron toble size: 
24* x 17" H~ 

Table ttlt: 5" left, 45° right J 

Max. cutting height: 12' 

2 blade speeds: 1700 & 3500 FPM 
Double ball bearing blade guides 
Quick change btode reiease/iensioner 
Approx, shipping weight: 414 lbs. 



DELUXE RESAW 
PENCE & 
MITER GAUGE 
INCLUDED 


iS 


MOTOR BRAKE STOPS 
BLADE IN 3 SECONDS] 


EXTREME 

I nil's 


G0513X2B *1495“ 

SALE s 1150 00 HI 


MADE IN 

rsc 9001 

FACTORY! 


10" Left-Tilting Contractor Style 
Table Saw w/Rivirtg Knife 

* Motor: 2 HP. 11GW22GV, single-phase 

* Precision ground cast iron table size 
w/wings attached: 27" x 44" 

* Rip capacity: 36" * Lift-off fence 

* Capacity: 3V«" @ 90°, 2W @ 45* 

* Approx, shipping weight: 342 lbs. f g *boq1 

FACTORY! 





2 HP, 10 rf Hybrid Cabinet Saw 

* Motor: 2 HP, 110V/220V, single-phase 

• Precision ground cast iron fable size 
w/wings attached: 27" x 39’// 

• Arbor: %" * Rip capacity: 30" 

• Capacity: 3" @ 90*, 2W @ 45° 

* Cast iron miter gauge 

* Approx, shipping weight: 439 ibs. 

INCLUDES SHOP POX' 
AL DMA-CLASSIC" FENCE 

m 


10" Left-Tilting Super 
Heavy-Duty Table Saw 

* Motor: 3 HP f 22GV, single-phase 

* Precision ground cast iron table 

* Table size w/wings attached: 27" x 48%" 

* Max. depth of cut: 3” @ 90" 2W @ 45" 

* Cutting capacity: 8" L 26" R 

* Approx, shipping weight: 465 Ibs, 



INCLUDES 
CAST IRON 
MITER 
&AU&E 


00661 

3705°* 

SALE 

s 695 00 







G0478 

•895''' TOOLS 

SALE 
$850°° 




includes 

SHOP FOX' 
CLASSIC™ FENCE 


G1023SL 

3 HP. SINGLE-PHASE 

ONLY S T075 00 


14" Heavy-Duty Bandsaw 



Motor: 1 'h HP, 110V/220V, 
single-phase, TEFC. 1725 RPM 
Precision ground cast iron table 
Table size: 20^x14* 

Table tilt: 45* R, 10* L 
Cutting capacity/ihraat: 13V? n 
Max. culling height: 6" 

Biode size- 92 W to 93W 
(W - W W) 

Cast iron wheels 
Approx, shipping weight: 

262 Ibs. 


14" Industrial Resaw Bandsaw 

'iSSb 


INCLUDES 
DELUXE ALUMINUM 
RE-SAW FENCE 
WORK LIGHT 


G0555X s 625 eo 

SALE 8 575 00 


MADE IN 
ISO 9001 
FACTORY! 


9 ■' 



Motor: 2 HP, 110V/220V, 
single-phase, TEFC, 1725 RPM 
Precision ground cast iron table 
Table size: ]m x UW 
Table tilt: 45* R, 8’ 1 L 
Cutting capac i ty/lh root: 13 V 2 " 
Max. cutting height: 10* 

Blade size: 106' L ('/a" - ¥/ W) 

* Blade speed: 3000 FPM 

* re-saw fence 

* Approx, shipping weight: 

284 ibs 


19" Heavy-Duty 
Extreme Series® Bandsaw 


MACE IN 
ISO 9001 
FACTORY! 


INCLUDES BLADE. 
BALLBEARING 
BLADE GUIDES & 
MITER GAUGE 


G0457 

ONLY 

$39500 




* Motor: 3 HP. 220V, single-phase, TEFC 

* Precision ground cost iron table 
Table size: 2« B x 19* x W 
Cutting capacity/throat; 18 1 // 

Max. cutting height: 12“ 

Slade size: 143* IQ# - IV/ wide) 
2 Slade speeds: 1700, 3500 FPM 
Approx, shipping weight: 458 Ibs. 

INCLUDES ALUMINUM RE-SAW 
FENCE ATTACHMENT, DUAL 
BALL BEARING BLADE GUIDES, 
CAST IRON WHEELS & FENCE 



G0514X 

ONLY 

*1250“ 


MADE IN 
ISO 9001 
FACTORY! 
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TECHNJCAL SERVICE: 

570-546-9663 
FAX: B 00 - 43 S- 590 I 




MENTION THIS CODE 
WHEN PLACING YOUR ORDER 


3 GREAT SHOWROOMS! BELLINGHAM, WA * MUNCY* PA ■ SPRINGFIELD, MO 


















































































JULY 15 ’ 18 , 2009 



W FIS 

VEGAS 


BOOTH #5845 


■ OVER A MILLION SQUARE FEET PACKED TO THE RAFTERS WITH MACHINERY & TOOLS 

* 2 OVERSEAS QUALITY CONTROL OFFICES STAFFED WITH QUALIFIED GRIZZLY ENGINEERS 
- HUGE PARTS FACILITY WITH OVER 1 MILLION PARTS IN STOCK AT ALL TIMES 

* TRAINED SERVICE TECHNICIANS AT ALL 3 LOCATIONS 

* MOST ORDERS SHIPPED THE SAME DAY * 24 HOUR ORDERING BY PHONE OR ONLINE 


SUMMER SALE 

GRIZZLY IS GIVING YOU NOT JUST ONE, BUT TWO WAYS TO GET GREAT DEALS! 

REDUCED PRICES! FREE SHIPPING! 

GO TO GRHZLY.COM TO SEE THE FULL SELECTION OF SALE ITEMS! 

THfSt SffCU'L GfRPS ABf IN IRfCT FOR A ltM<TW TIM* OMIA 
















4" DUST PORT & 
BOARD RETURN 
ROLLERS 


Motor: 3 HP, 220V, single-phase 
Precision ground cast iron tables 
& extension wings 
Table size: 15" x 20" 

Max. cutting height: 8 s 
Feed rate: 16 & 30 FPM 
Culterhead speed: 5000 RPM 
Built-in mobile base 
Magnetic safety switch 
Heavy-duly cast iron construction 
Approx, shipping weight: 675 lbs. 

G0453 

3 Blade Culterhead ONLY s 950 00 
G0453Z 

Spiral Culterhead ONLY S 1495 00 U5 " 


Spiral Cutterhead 


15" Planers 


G0689 

INTRODUCTORY PRICE S 375 00 


G0604ZX 

SPIRAL CUTTERHEAD 

ONLY $ 895°° 


8" Jointer w/Exclusive Digital Height Readout 


13" Planer w/Dust Collection 

Motor: 2 HP, 110V, single-phase 
Max. cutting width: 13 ‘ * Cutterhead speed: 

Max. cutting height: 6" 8000 RPM 

Mox, cutting depth: W * Feed rate: 19 FPM 

» Knives: 2 double- 
edged HSS 
Approx, shipping 
weight: 95 tbs. 


INCLUDES m 
DUST PORT & 
COLLECTION BAG, 
SIDE HANDLES 
&FUPUPWENGS 
FOR PORTABILITY! 


ONLY s 650 00 


G0656X 

ONLY $ 1095 00 


6" Parallelogram Jointers 

Motor: 1'/»HP, U0V/220V, single-phase 
Precision ground cost iron tables size; 6 n x 5 bW 
Rabbeting capacity: V?* * Max. depth of cut: l A" 
Cutterheod speed: 4850 RPM 
ParaHetogram table adjustment w 

Center mounted fence Jltf jl j 

Built-in mobile base 
Approx, shipping 
weight: 362 lbs. 

INCLUDES FREE 
SAFETY PUSH HOCKS 


ft. 


8" Jointers w/BuilNn Mobile Bose 

* Motor: 3 HP. 220V. singfe-phasa TEFC, 3450 RPM 

* Precision ground cast iron tables size: 9" x 72V?" 

* Rabbeting capacity: W • Max. depth of cuf: 14" 

* Cutterhead speed: 5000 RPM INCLUDES 

* Deluxe cast iron fence size; r&cc ufetv 

35" 1x5" H PUSH SLOCKS 

Buiif-tn mobile base 
Approx. 


G0604X 

4 KNIFE CUTTERHEAD 


M Apt IN 

mm\ 

mtom 


IMCLDBES 
FREE SAFETY 
RUSH SLOCKS 




GO656 

SALE 

$75Qoo 4 


PATENT FINDING 
DIGITAL READOUT 


Motor: 3 HP, 220V, 
single-phase, TEFC 
Precision ground 
cast iron tobies 
Total table size: 8" x 76%' 

Infeed fable size: 8" x 43%" 

4 row spiral cutterheod 
Cutterhead speed: 5350 RPM 
Max, rabbeting deplh: Vi u 
Deluxe cast iFon fence size; 

35T x 1 %'W X 5*H 
Approx, shipping weight: 

597 lbs - G0495X ONLY S 1795” 


EXTRA LONG INFEED TABLE 
& EXTRA TALL FENCE WITH 
RACK & PINION ADJUSTMENT 


12" Baby Drum Sander 


3 HP Shaper 


1 x k HP Cyclone Dust Collector 



Sanding motor: 1 ] h HP, 11OV, single-phase 
Conveyor motor: Viu HP, 110V, single-phase, 
variable speed 0-15 FPM 
Drum surface speed: 2300 FPM 
Max. stock dimensions: 12 h wide x 3 1 /:" thick 
Min. stock length: 8" 

Sanding drum size: 4" 

Sanding belt: 3* hook & loop 
Approx, shipping 
weight: 160 lbs, 

2 ADJUSTABLE PRESSURE ROLLERS 

&mv$nm-DUTYmi 


SIDE HANDLES 
FOR PORTABILITY! 


G0459 

ONLY s 575°° 


♦— 


1 Motor: 3 HP., 220V, single-phase w/reversing switch 

* Precision ground cast iron table 

* Table w/standard wing attached: 30 W x 20 1 // 

* 3 interchangeable spindles; W t 3 /r & 1" 

* Spindle travel; 3" 

* Spindle speeds: 7000 & 10,000 RPM 

* Spindle openings on table: 

W, 2¥/, 4 U & bW 

* Approx, shipping 
weight: 357 lbs. 

INCLUDES MAGNETIC 
POWER SWITCH, MtTER 
GAUGE & FENCE WITH 
HOLD-DOWN SPRINGS 

G1026 $375:0(7 

ONLY s 925 00 


Motor: 1 v& HP, 110V/220V, single-phase, 
TEFC Class "F". 60 Hertz/3450 RPM 
Intake hole size: 6" 
impeller: MW steel 
Suction capacity: 

1025 CFM @ 2,6 SP 
Max. static pressure 
(in. af water): 10,3“ 

Filter: .02-2 microns 
(99% efficiency) 

Filter surface area: 

96 sq, ft. 

Collection drum: 

35 gal. steel 
Approx, shipping 
weight: 313 lbs. 


G0443 ONLY S 895 00 


— 


FULL COLOR 
2009 CATALOG! 
A HUGE SELECTION 
OF HIGH QUAUTY 
MACHINES 4 TOOLS 


RECEIVE A 


IF REE GIFT 


OVER 12, 


PRODUCTS ONLINE! 







































































PROJECTS 

BO Limbert-style Arts & Crafts Table 
34 Super-simple Shelf/Towel Rack 
47 Great Gift! Tapered Music Box 
56 Router Table and Organizer 
66 Desktop Printer Stand 
70 Quick Jig: Fence-ridin' Saddle Jig 


SKILL BUILDERS 

18 5uccess Secrets for Applying Shellac 
22 Challenge Skill: Cutting Beveled Tapers 
36 Safely Rout Rabbets on Narrow Parts 
38 On the cover: Tips from Norm 
50 Rout Perfectly Matching Hinge Mortises 
59 How to Install a Router-table Insert Plate 


TOOLS & MATERIALS 

24 4 Ways to Rev-up Your Router Table 
26 Pick the Perfect Table-mounted Router 
52 Great Substitute Wood Products 

There's more to life than oak, pine, and plywood. Like 
these newcomers, for example. 

54 5 Problem-solving Hand Tools 

62 Tool Test: Rail-guided Circular Saws 

76 Shop-Proven Products 

The new Unisaw and more. 


DEPARTMENTS 

6 Sounding Board 
8 Shop Tips 
72 Ask WOOD 
88 What's Ahead 





























This seal is your assurance that 
we build every project, verify 
every fact, and test every 
reviewed tool in our workshop 
to guarantee your success and 
complete satisfaction. 




on the web 

woodmagazine.com 


POST A PROJECT, PICK UP A PRIZE! 



Built a project you're proud of? 
Upload pictures of it to one of 
six project categories at 
woodmagazine.com/showdown. 
If your fellow woodworkers vote 
it best in that category, you'll 
receives tool prize worth 
at least $1,000. 


FREE VIDEO: 
TEST YOUR 
OWN jOINTS 

You don't need high-tech testing 
equipment to learn if your joinery 
methods are sound, WOOD Tube 
user Todd Clippinger (right) shows a 
super-simple method at 
vvoodmagaztne.com/testyoLirjoints. 


2 BUCKS TO A 
BETTER SHOP 

Find downloadable plans for nearly 100 
jigs, organizers, and other shop helpers, 
such as the folding work table at right, for 
only $1.99 each. Visit the WOOD Store at 

woodmagazine.com/store, and click on 
"Woodworking Plans," then "$2 Tuneups." 







FOLLOW US ON FACEBOOK AND TWITTER 

Keep up with the WOOD gang by tuning into our live updates. Find "WOOD magazine" on Facebook and 
become a fan, or be a "follower" on Twitter at twitter.com/WOOD_magazine. Both services are free. 


facebook 


haiikker 
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VISIT OUR WEBSITE OR CALL TOLL FREE TO FIND AN AUTHORIZED DEALER NEAR YOU. ' 1265R 


SHOPFOX.BIZ 

sales « shopfox.biz 


1\ :: U.\ VMOX ■.! INC 


SPIRAL CUTTERHEAD PLANERS 

with Bui!t*in Mobile Base 

> 3 HP or 5 HP, 220V, single-phase motor 

> Precision ground cast iron table & 
extension wings 

> 2 speed gear box 

> 2 adjustable bed rollers 

> German-made carbide insert spiral 
cutter head 

> Pedestal mounted thermal overload 
magnetic safety switch 

> Built-in locking mobile base 

W1742S 15" Planer 
W1754S 20" Planer 




18“ OPEN END 
WIDE-BELT SANDER 

> 3 HP,220V,single-phase,!,725 RPM. 
TEFC sanding drum motor 

> Variable speed conveyor feed rate 

> Sanding drum speed: 1,850 FPM 

> Rubber sanding drum dia: 4" 

> Pneumatic belt tracking 

> Spring belt tensioning system 

> 2 steel pressure rollers 

> Amp load meter 

W1813 18" Wide-Belt Sander 


VARIABLE SPEED 
PLANER/MOULDER with Stand 

> 2 HP, 220V, single-phase TEFC motor 

> Precision ground cast iron table and 
infeed & outfeed extension wings 

> Cutter head speed: 7,000 RPM 

> 2 HS5 cutterhead knives 

> Number of cuts per minute: 14,000 

> Pedestal mounted control switch 
with variable speed control 

> Dovetailed way with precision 
gib adjustments 

W1812 Planer/Moulder 


SPIRAL CUTTERHEAD JOINTERS 

with Parallelogram Adjustable Beds 

> 110V or 220V, single-phase,TEFC motor 

> Precision ground cast iron table 

> German-made carbide insert spiral cutterhead 

> Quick adjust levers 

> Large center mounted 
cast iron fence 

> Pedestal mounted 
safety switch 

> Built-in locking mobile base 
(W17555&W17415) 


V\ 1755S 67 HP Jointer 
W1741S 87 3 HP jointer 

127 3 HP Jointer (does not include the mobile base) 


1 - 800 - 840-8420 


SHOP FOX is a registered trademark of Woodstock IntvrndtiortAl, Inc, 


INNOVATIVE PRODUCTS 


SHOP FOX' ? 

machines are backed 
by a 2 Year Warranty! 


WQ O D 8'CO Clt 


INTERNATIONAL, INC. 
1989 * 2009 


Jf hot new 

MACHINES 
— FOR 2009! 


21", 5 HP BANDSAW 
with Foot Brake 

> 5 HP, 220V, single-phase TEFC motor 
Precision ground cast iron table 

> Table size: 20V f W x 29 Vi" L 

> Max, cutting height: 14" 

> Cutting capacity/throat: 20" 

> Blade size: 165“ L (V/ - 1W W} 

> Blade speed: 4,600 FPM 

> Deluxe cast iron fence with extruded 
aluminum resaw fence attachment 


; 21" Bandsaw 


MADE IN 
ISO 9001 
FACTORY! 


IO“ SLIDING TABLE SAW 

with Scoring Blade & Riving Knife 

> 5 HP, 220V, single-phase, TEFC motor 

> Table size with extension wings: 40" W x 47" L 

> Sliding table size: 12!A W W x 63" L 

> Scoring blade dia,: 3V 
>* Scoring blade arbor 

speed: 8,000 RPM 

> Main blade arbor 
speed: 4,000 RPM 

> Single lever locking 

fence W : 

W18U 10" Sliding Table Saw 
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ZAR'ULTRA MAX OIL MODIFIED WOOD 

STAIN interior formula applies easily and 
penetrates evenly to achieve a rich, uniform 
color. It is Ideal for furniture, hardwood 
floors, woodwork and wood, metal or 
fiberglass doors. 


Core/Shell Technology provides the deep 
tones of an oil-based stain with the low 
odor, fast drying and easy dean-up of a 
water-based stain. 


In addition, the Advanced Green Phase 
Resin Dispersion Technology utilizes 

environmentally friendly resins that 
result in a VQC compliant product. 

With its delicious new colors, Ultra Max 
Wood Stain gives you a great look that is 
also good for the environment. 



BRAZUAN CHERRY 


UGL GREEN 
PRODUCT 


WHEAT 


For more information 
ora dealer near you 
visit www.ugl.com or 
call 1-800-272-3235, 


woodmagazme.com 
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Sounding Board 


Our bulletin board for letters, comments, and timely updates 


Shaker valet inspires new home for jewelry 




Thanks for the index 

Thank you for reinstating the annual 
article index in issue 188 (December/ 
i January 2008/2009). That listing of 
| articles has proven so helpful to me 
over the years. Because 1 don't have a 
i computer, Vm not able to use your 
online index to search for articles. 



My adult daughter recently asked me to 
build her a jewelry box to replace her 
faliing-apaFt store-bought one. After 
thumbing through my old magazines, 
she decided upon the Shaker-style valet 
on page 41 from issue 188 (December/ 
January 2008/2009), I gladly made it 


from red oak to match her bedroom set. 
I modified the design slightly adding 
wooden drawer glides and a beveled 
frame around the top for a catch-all. 
Naturally, she loved it. Thanks for the 
inspiration! 

—Ron Dudetston, Hartford City, ind. 


—Elwyn Felt, Rockford, Hi 


Toy crane proves a big hit with the kids 

When 1 saw the toy crane 
project in issue 185 (page 
68, September 2008), I 
immediately noticed that 
its scale matched my 
G-gauge electric train set 
and several toy trucks I'd 
made some time ago. I 
built the crane, and it 
was a resounding hit 
with kids visiting at 
Christmas time. They 
dove right in and started 
playing. 

—Mike Effinger, Grafton, Wh. 


Article updates 

Issue 189 (March 2009) 

■ For the Shop Tip on page 14 f the 
spacer must equal the length of the 
hinge minus the diameter of the hit, in this 
case a Vi u spiral bit. 

Issue 188 (December/January 
2008/2009) 

■ Underwriters Laboratories (UL) has 
moved up the date for manufacturers 
to comply with its tablesaw riving-knife 
requirement. As a result, all tabtesaws 
manufactured after jan, 31, 2010 must 
include a riving knife in order to get UL 
approval. 


Please work safely 

In order to show you precise details in 
photos, we frequently remove safety 
guards. In your work, be sure to use ail 
safety devices, as well as wearing vision 
and hearing protection, 

—WOOD magazine editors 


HOW TO REACH US 


■ For woodworking advice: 

Post your woodworking questions (joinery, finish 
ing, tools, turning, dust collection, etc) on one of 16 
online forums at woodmagazine.com/foru ms. 

■ To contact our editors: 

Send your comments via e-mail to 

woodmaiI{S>woodmagazine.com; or write to 

WOOD magazine, 1716 Locust St., LS-221, 

Des Moines, 1A 50309, 


■ Subscription assistance: 

To notify us of an address change or to get help with 
your subscription, visit woodmagaiine.tom/servite . 
Or write to WOOD magazine, P.0, Box 37439, Boone, IA 
50037-0439, Please enclose your address label from a 
recent magazine issue, 

■ To find past articles: 

See our index at woodmagaziije.com/liidex. 


■ To order past issues and articles: 

For past issues of WOOD magazine, our special issues, 
or downloadable articles, visit our online store at 
woodmagazlne.com/store. Some issues are sold out. 

Updates to previously published projects: 

■ For an up-to-date listing of changes in dimensions 
and buying-guide sources from issue 1 through today, 
go to woodmagaiine-com/editorial. 
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When your woodworking calls for speed...Think Instant Bond! 


Although our core Titebond Wood Glue product line is 
ideal for a vast majority of woodworking applications, 
we realize there is a growing need for faster, and in 
some cases, “instant" adhesion capabilities. For this 
reason, we now offer the Titebond Instant Bond line 
of ethyl-cyanoacrylate-based wood adhesives 
(a.k.a. super glues), complete with an ^ 

adhesive activator that accelerates o 

the bonding process. ; 


Titebond Instant Bond is a two-part bonding system 
that takes between 5-15 seconds to set and 30-60 
seconds for initial cure. The adhesives provide a strong, 
permanent bond and are ideal for hard to reach joints 
or surface areas that are difficult to damp. Designed 
primarily for wood and wood products. 
Instant Bond adhesives are also very 
^ effective on a wide variety of 

materials and substrates. 


A*" 

Q/ jb 

f n x \ 

J 


Titebond 


PREMIUM 


1.800.347.4583 


For more information and details on lire adhesives, visit wwtttebond.com/ltistantBoiid 


Made in t)ie USA 










Helping you work faster, smarter, and safer 


Flawless flutes from a rail riding router 


The Federal Bookcase project from 
WOOD ® magazine issue 131 (March 
2001 or woodstore.net/fedbQok.html) 
inspired me to flute the columns on the 
fireplace surround I was building for 
my new house. Because 1 didn't have a 
router edge-guide to make the fluting 
jig in the article, I came up with my 
own solution shown here. 

I made the entire jig out of material 
from my scrap bin. I placed the guide 
cleats on the bottom so they slide easily 
along my workpiece. (They can be 
removed and reattached with screws for 
different-width workpieces.) Steel rods 
slide easily through the edge-guide 
sockets on my plunge router. ! threaded 


Top Shop Tip 


one end of each with a die, and secured 
them to the fluting jig with lock nuts. 
The router rides along the rods and 
secures in place with locking screws. I 
marked the centers of the flutes on the 
rod with a felt-tip pen and aligned each 
mark with the centerline marked on my 
router base before routing the flute. The 
stop blocks damped to the ends of the 
workpiece ensure the flutes are all the 
same length. The two columns came 
out perfectly matched and dressed up 
the fireplace surround beautifully. 

—jon Norman , Henderson, Texas 



Woodworker jon Norman has a dream 
shop. For an auto mechanic, that Is. 
The full complement of mechanic's 
tools he inherited includes everything 
from wheel balancers to transmission 
jacks and take up most of his 30x40' 
shop. He's carved out a space for his 
woodworking tools, though. And he 
put them to good use finishing the 
house his unde helped him build. 



Guide 


Locking screws 


_ 


Stopblock 



For sending this issue's Top Shop Tip, Jon 
will receive a Delta 46-460 variable-speed 
midi-lathe. That should help skew Jon's 
shop toward woodworking again! 


Top tips earn tools! 


Tell us how you've solved a workshop 
stumper. If we print It, you'll get $100 
and a copy of 450+ Best-Ever Shop Tips 
(woodmagazmexomMSOtips). And, if 
your idea garners Top Shop Tip honors, 
well also reward you with a 
tool prize worth at least $300. 

Send your best ideas, along 
with photos or drawings and 
your daytime phone number, 
to: Shop Tips, WOOD 
Magazine, 1716 Locust 
St*, LS-221, Des Moines, 

IA 50309-3023. Or, by 
e-mail: shoptips^woodmagazine.com* 
Include your contact info in the e-mail* 

Because we try to publish original 
tips, please send your tips only to 
WOOD® magazine. Sorry, submitted 
materials can't be returned. 

continued on page 10 
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What’s The 
Secret To 
Flawless 


Profiles 

With 


Quadra-Cut 


T M 


38 


106 


REWORK? 


> r 

t ^ 7 hi; i •, vc. 

\>A % 

■- 

■ 

-;^Jk 


*2 *-■ 


-jra-c. 


How It 
Works! 


upward to remove most of the 
stock for fast, extremely smooth 


*/-- 










“Mirror-smooth finish with sharp, clean details!” 

- CMs iWars/ia//, Woodworker's Jouma/ 

“Super-smooth cuts!” 



Two small cutter wings shear 
downward for an ultra-fine finish, 
even when routing crossgrain in 
delicate materials! 


U.S, Patent No, 8.899.252 


- Glen Huey ; Popular Woodworking 


Look For These Popular Profiles in 1/2” Shank Quadra-Cut™ Design: 

* Classical Cove & Round Bit * Beading Bit, 5/16" Radius * Rounding Over Bit. 5/8" Radius 

* Rounding Over Bit, 3/8" Radius * Beading Bit, 1-1/8" Radius * Rounding Over Bit, 1 -1/2” Radius 

* Rounding Over Bit, 1/2" Radius * Table Top Classical Bold Bit * Raised Panel Bits 

* Rounding Over Bit, 1" Radius * Table Edge Bit 



To sign up for Freud's e-mail newsletter or to find a dealer near you visit: wwvu.freudtooIs.com 

Red router bits bre a registered trademark of Freud America. Inc. (US) 7-800-472-7307 












































The Helping Hand 
You've Been 

Waiting For. 


You Name li 

n See it in acilon at 
mm liregtool.com/areclsion 

<Kreg 

www.kregtool.com 1800.447.863S 


You don't need an army of clamps to get 
the job done; you just need the right ones. 
The Kreg Klamp Table™ is the ultimate 
helping hand around the work shop and 
the easiest way to get perfectly flush 
Pocket-Screw Joints, one after 


VERSATILE WORKSTATION 


Sawing 


Sanding 


Pouting 


large Assemblies 


Shop Tips 


A hole new way to 
store loose screws 

I'm sure I'm not alone in having a large 
assortment of screws in my shop. Here's 
how 1 organized them: 1 laminated four 
pieces of 34x16x16" plywood. Then, 1 
drilled a grid of 3" holes at the drill 


press using a hole saw. Finally, I glued a 
piece of hardboard to the bottom, and 
once the glue dried, 1 filled the orga¬ 
nizer with screws. Mine fits nicely into 
my workbench drawer, keeping the 
screws close at hand, 

—foe Bamlett, Calgary ; Alta. 



Carriage-bolt dencher 

If you've ever had a carriage bolt slip 
when the square collar tears out the 
wood grain, here's a solution for you. 
Clamp a steel bar or a flat tool wrench 


{or a rasp if it's really stubborn) over the 
bolt head, as shown. The friction on the 
head gives you enough grip to finish 
tightening or loosening the nut. 

—Rkhard Wood, Appleton , Wi s. 




continued on page 12 
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Magazine’s 


WOODWORKING 



ONLINE PROJECT CONTEST 


Announcing the Woodworking Showdown Online 
Project Contest. Here’s your chance to show the 
world what you do in your shop! 

Upload your project photos May 4 thru 
November 30, in one of six categories. 

There will be one winner for each category 
with more than $6,700 in prizes! 

Two months of voting begins December 1. Everyone can 
vote daily on project photos to determine the winners. 

To learn more about the Woodworking Showdown 
and to upload your project photos, visit: 
www.woodmagazine.com/showdown 



6 Categories, 6 Great Prizes! 


BEST FURNITURE PIECE 


PowermaHc 
14" Bandsaw 

$1,200 retail value 




BEST SHOP 


Granite 
Top 10" 
Tablesaw 

$1,300 retail value 






Workshop 

Accessory 


$1,030 retail value 


Woodworking Supply Inc: 

'Your One Stop Supply Shop" 


BEST SMALL PROJECT 


BEST OUTDOOR PROJECT 


NEW 

Automatic 
Chainsaw 
Sharpening Tool 

$1 h 200 retail value 

□LOGOSOL 

Swedish wood processing products 



BEST SHOP PROJECT 



Jet 10" 

Proshop 

Tablesaw 


$1,000 retaD value 


BEST HOME IMPROVEMENT PROJECT 


$500 Worth of 
Assorted 
Titebond 
Products, PLUS 
a $500 Lowe’s 
Gift Card 

$1,000 retail value 



Enter today at: www.woodmagazine.com/showdown 

Subject to Official Rules at www, wood magazine, com/showdown, No purchase necessary to enter or win. To enter, visit www.woodnrtaga7lne.com/sliowdown, complete the registration form, then follow 
the links and Instructions to upload up to six (6) original photos into one (1) album of your original woodworking project. The entry period for the WOOD Magazine Woodworking Showdown begins May 4, 
2009, and ends November 30,2009. Entries must be received by 11:59 pm. C.T., on November 30, 2009. Open to legal residents of the 50 United States, and the District of Columbia, 10 years or older. 
Multiple entries accepted: each entry must be for a different project. Void where prohibited. Sponsor: Meredith Corporation 













































Transform obstructions into shelf space 

Compounding the problem of my basement shop being too 
small, its floor is dotted with jack posts supporting the floor 
joists above. But I turned the problem into a solution with 
this post-mounted tool platform. 

The collar (A) holds the platform at the preferred height. 
Once secured, 1 rarely, if ever, move it. Clamps (B) and (C) 
allow the platform to swivel around the post. Tightening 
the knob on (C) locks it into position on the post. The tool 
platform itself can swivel once you loosen the center 
hold-down screw. 

—jim Murphy, Perth, Oni 



W machine screw 
3 11 long 




Tool platform 


All parts 
ffi plywood; 
parts A, B, C, and D 
are two pieces 
laminated together 


'/A 20 round 


V 4 " carriage bolts 
5" long 


All carriage bolts are Va x Vh' 
except the three 5" bolts. 


knob 


Diameter 



1—3“—I 


continued on page 14 
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WIFE APPROVED 

THE NEW SAWSTOP PROFESSIONAL CABINET SAW: AFFORDABLE SAFETY AND PERFORMANCE 

Listen up guys, your wife is going to love this saw — maybe even more than you do. First, it stops on contact with skin and 
prevents serious injuries. Second, it’s an awesome saw — powerful, welt-built, durable, Finally, it’s priced about the same 
as other cabinet saws, so why not choose the one that also comes with peace of mind? 





INTRODUCING OUR NEWEST SAW 

















r 


US components. 


Economically Priced 

Built to Oneida’s 
High Quality Standards 

V-2000 2 HP Starts at $990.00 
V-3000 3 hp at $1,195.00 

Powerful 

Enough CFM for your whole shop, 

I See complete CFM curves at www oneida-air,com) 


HUM* 




f fi_ "La 
_„ 


x 


S< 


ut*unen 


Free Ductwork Shipping 

-Orders wer $100.0040 states I Restrictions Apply 


Call Today for F R Catalog'. 


Order Onine! 


Shop Ti ps 


Easy-change 

chuck-in-a-chuck 

My drill press has become much 
easier to use thanks to a keyless 
chuck I salvaged from a dead cordless 
drill. After removing the chuck from 
the cordless drill, I simply threaded a 
VnxI'A" steel bolt into the H 11 keyless 
chuck and cut off the head. The bolt 
chucks into my drill press, making 
bit changes a breeze, especially for 
small bits. As an added benefit, when 
I change between small and large 
bits, I don't have to raise and lower 
the table height to account for the 
difference in bit length; I simply 
remove the keyless chuck and insert 
the longer bit, 

—Mark Albrecht , Cody ,; Wyo. 



For a 


- ” r 


i. i 


Daily Shop Tip 

visit 

woodmaqazine.com/tips 

3 t &M- 

, ; , \ ! • . 111 1 m; Jr* 
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Shop Tips 


Va-20 star knob with 4 n stud 



Multi-tasking tablesaw sled 

[ saw Don Mullikin's Shop Tip "Sacrifi¬ 
cial insert saves sled's integrity" in the 
November 2007 issue (no, 180), which 
prompted me to send in my version, 
shown here. 

As w ith Don's design, my sacrificial 
insert prolongs the sled's life by allowing 
me to replace the insert when it gets 
chewed up beyond repair after making 
bevel or dado cuts, 

I took the idea a step further, however 
by giving each insert a different job. The 
one shown here does 45° miters, but I've 
also got an insert for crosscuts, one for 
dadoes, even one for cutting box joints. 

—William Kennedy, St Petersburg t Fla. 


#8 


x 


1 Va F.H. wood screw 


wood mag a zinc .com 


*/i x 24 x 24 N 


"T-nut 


Va" hard board 
laminated to Vi” MDF 


Va" hard board insert 


%X lYaxlT 


#6 x VA" F.H. 


Va" hard board 
laminated to Vi" MDF 


continued on page 16 
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3 /e x W miter-gauge runner 
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JlUGE LATHE SALE* - 


Get started with our compact, 


shown: TCLPROS^S 


Turnerafter Pro 
1/2HP Multi Speed 
Midi Lathe 

Item: #TCLPR0 

Reg. S48M6 
Save $30 $150.95 


Tumcratter Pro 
1/2HP Variable Speed 
Midi Lathe 

Item: STCLPftOVS 

Reg. $ 279.9 - 6 
Save $50 $229.95 


Plus, save up to $150 on 6 Tumcratter Pro 
Pen Making Starter Sets. 

Call or visit our website to learn more. 

‘Limited time only, so act fast! 


ir W * * 2 

w. w * * * *w* w 




For Your Money 
te Industries 


High-performance, expertly designed woodtuming products 
shouldn't cost you a fortune. With our precision engineered PS I Woodworking Products, 
you'll get best-in-class price/performance results. Plus, you'll find the selection and si 
you deserve: with over 2000 products and 25 years of woodworm 

Penn State Industries. Turn here to pursue 


Call or go online for a FREE catalog and FREE Pen Making OVD 


enn 


Industries 


t-800-377-7297 • www.pennstateind.com 


































IGHPOI 


Visit your local Woodcraft store today where 
you'll find dozens of uses for our professional 
grade Square Drive HIGHPOINT”' Extra Torque 
Flat Head Screws. 


Available Exclusively At Woodcraft! 

Far A Free Catalog Or To Find Your Local Woodcraft Store, Visit woodcraft.com 
Or Call 800-225-1153, www.woodcraft.com/highpomt WDaspx 


16 Sizes 
800 Total Screws 

619169 


HIGHPOINT XT® Flat Head 
Screw Assortment Kit 

We've gathered a complete 800-piece 
set of our most popular unplated screws. 
We added the driver bits and hard drivers 
you'll need and packaged them alt in a 
durable customizable USA-made case. 
Here's a great opportunity to stock up on 
sizes you are sure to need. 


Each assortment contains (2) #1 x T and 
(2) #2 x 2" Driver Bits and #1 and #2 Hand 
Drivers, and (50) each of the following 
sizes: #6 in 34" and VA“ lengths: #8 
in Vi", T, W, W\W\T\m\2Yi\ 
3" lengths and #10 in W, 2", 214"; 

3" lengths. 



Berea Branc 
Pen Kits! 

• High Quality 
Original Designs 

• Reasonably Priced 

Visit us at wYVv.bereahaidwoods.com or 
cal 1 us at 1-877-736-5437 ore-mail us at 
bereah ard @a o I ,to rn 


O. Inc. 

18745 ShddtHi Rtl * MiddkbiiiE His , OH 441 M) 


NEW SOUE SURFACE ROUTER BITS! C|9|T tools E 

CM.T introduces a new line of solid surface router bits for the fabrication of Dupont™ Cohan , Wllsonart®, Surell®, 
Fountainhead. Gilbaltar, Avonite \ FormicaGruber . Royal Stone and many others. 

The chromium eradi combined with non-marring Delrin* bearings, provide glass smooth edges with ao added 

degree of elegance. 

Choose among drainbeard router bits, ideal for creating custom drainboard patterns in solid surface countertops, face-in lay 
bits for adding decorative wood, piastic or metal inlays to solid surface countertops, corner rounding and decorative bits for 
creating elegant countertops and under mount bevel bits for Joining countertops and bowls, 

n m CHROMIUM GRADE CARBIDE 

The specialty-formulated carbide grade is the hey to 
withstanding the harsh demands of solid surface material: 

’ 25% thicker carbide! 

■ Extreme corrosion resistance! 

■ Excellent abrasion; resistance! 

■ Optimum toughness! 

- Increased tool life! 





Superior dowel 
center finder 

To find the center on the ends of a 
dowel, 1 made my own center- 
finding tool, shown below. With the 
dowel resting in the Vs, I rotate it 
against the point of a pencil inserted 
into the pencil rest. As the dowel 
turns, the pencil traces a circle 
centered on the dowel's center. 

By raising or lowering the pencil 
rest, I can dial in dead center on any 
dowel, but I find a small circle 
adequate for drilling or chucking the 
dowel into my lathe. 

—Mark Osfnom, Lindstrom, Minn . 





Pencil 

rest 


nut 


Call or email us at - 888-26S-2 4 87 - info@cmtusa corn wvw.crtitusa.cbm 
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May your clamp exceed your grasp 

My hand strength is not what it used to be, making it hard to 
tighten clamps. So 1 applied the force of my mind to the 
problem, I simply drilled 1 A " holes in the handles of my 
clamps and glued in short dowels. Now I've got leverage and 
all the clamping pressure I need. 

—Kenneth Gibbs, Schellsburg, Pa, 



Eliminate crank-handle crankiness 

My auxiliary dr ill-press table adds a lot of surface area for 
better stock support than the small factory-supplied table. 



to slide it away from the table-elevation crank in order to 
turn the handle—frustrating to say the least. 


I fixed the problem by replacing the crank with an old 
socket, which 1 had drilled and tapped to accept a setscrew. 
The setscrew location corresponds with the flat part of the 
crank shaft and locks it into place. Now 1 simply use a 
ratcheting socket wrench to raise or lower the table, ♦ 

—Concepcion Ortiz, Sioux City ; towo 



woodmagazlne.com 
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Breathe Easier with a 

Stop Dust Collection Solution 


With 20 years experience and a superior product line, the experts at Penn State Industries 

will provide you effective solutions for a cleaner shop. 


2 GREAT WAYS 
TO SAVE 


FREE DUCTWORK PLAN 




BEST IN CLASS 
Cyclone Filtration 


45Z 


700 


:-i 


172 


mJcrofi capturing 


99 


9% 


UJilliUtiS 






TEMPEST ™ S-series Cyclones 
a 2.5HP - 1450CFM - $995 
a 3.5HP - 1700CFM - $1125 
A 5.GHP- 1800CFM - 51395 
Premium Ductwork 

a Pipe for maximum airflow 
a Fittings and hoods 
for most applications 
Ductwork Planning Service 

a An accurate layout of your shop 
to save you hours of planning 
More Collection Solutions 

a High performance bag-style 
collectors, air cleaners and 
portable collectors ideal 
for any size home shop 


& $100 OFF 

S-series TEMPEST™ cyclones. 

Call for details and mention code: WOODS 
Offer expires 9/15/09 


Call Bill for your free consultation at 1 -800-377-7297 x16 to help you plan the best solution 
for your shop or CNC application. 
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There's nothing flaky about using this film finish. 
You'll be surprised what its many variations can do. 






F or a centuries-old finish, shellac 
offers plenty of modern benefits: It 
dries quickly, doesn't darken with 
age, produces few odors, and you can 
repair damage in a jiffy. But its one¬ 
time popularity faded for a reason: Fast 
drying reduces leveling. Also, it suffers 
a shorter shelf life and takes a back seat 
to poly's resistance to abrasion, heat, 
and spills (especially alcohol). 

Despite that, shellac beats polyure¬ 
thane as a rubbed-out finish that can 
pop the grain on such woods as walnut 
and mahogany as it leaves a warm 
color. And that's only the start: 

■ A thin wash coat keeps stain from 
blotching such woods as cherry. 

■ It seals resins in pine. 

■ By adding universal colorants, such 
as Mixol or those used by paint stores, 
you create a colorful, semi-transparent 
finish [Photo A], Or mix in alcohol- 
based dye for a tinted shellac finish. 

Choose flakes or premixed 

Shellac makes such a versatile finish 
partly because you can alter it to fit 
your needs. Want to deepen wood's 
natural color? Shellac flakes vary from 
garnet to orange, amber, blonde, and 
the mostly clear super-blonde. 

Do you value control or convenience? 
Mixing shellac from flakes opens up 
more color options, lets you control the 
thickness of the shellac, and guarantees 
freshness. Premixed shellac saves time, 
but it's more limited. For example, 
premixed Bulls Eye Shellac contains 
w r ax that makes it unusable as a sealer 
under polyurethane. SealCoat comes 
de-waxed, but produces thinner coats 
than Bulls Eye Shellac. (See Sources.) 


Mix your own finish 

To mix shellac from flakes, first decide 
on a concentration (called a cut) 

| matched to the job you're doing, as 
I shown in the charts at right. For 
1 example, 3 lbs of shellac flakes in one 
| gallon of denatured alcohol produces a 
j 3-lb cut of shellac (the cut used for 
; p re mixed shellac). You can thin 
j premixed shellac for different jobs, too. 

Flake shellac deteriorates about six 
j months after mixing, so make only 
| what you need immediately. Flakes 
dissolve best when ground into powder 
] Photo 8 , page 20} t and mixed with a 
fresh, unopened can of denatured 
alcohol. Allow the shellac to dissolve 
overnight; then pour the mix through 
fine cheesecloth or a paint filter to 
strain debris and lumps [Photo C, page 
20 ]. Label and date the cut. 

( Make application easy 


Prepare the wood for finishing by 
sanding up to 220 grit. The darker your 



Adding Mixol #4 oxide red and #10 red to a 
quart of SealCoat makes a translucent finish. 


j shellac color, the more care you need to 
take because dark shellac, like stain, 
collects in and highlights scratches. 

A cloth pad makes applying a 1- or 
IVa-lb cut of shellac nearly foolproof. 
Each wiped-on coat goes on thinner 
than a brushed-on 2- or 3-lb cut, so you 
may need more coats. Also, wiping 
works best on flat project part surfaces 
: finished separately before assembly 
because you don't have to worry about 
| finish becoming trapped in corners. 

To make an applicator pad, wrap a 
[ tightly-woven, lint-free fabric, such as 
an old linen handkerchief or washed 


A cut for every job 


CUT 

USES 

SHELLAC 4 

Vz-lb 

Light wash coat for 
controlling blotches 

1 oz 

3 /«-lb 

Medium wash coat, 
airbrush sprayer 

1 Vi oz 

1-lb 

French polishing, 
touch-up sprayer 

2 oz 

IV,-lb 

Wiping, padding 

3 oz 

2-lb 

General finishing, 
brushing on 

4 oz 

3-lb 

Sealing knots, sap; 

brushing for 
experienced users 

6 oz 


j *Mix this amount of shellac (by weight) to one 


pint (16 oz) of alcohol. 


Customize canned shellac 


CHANCE 
IN CUT 

ADD THIS 
ALCOHOL 

TO THIS 
SHELLAC 

3-lb to 2-lb 

2 parts 

5 parts 

3-Jb to 1-lb 

3 parts 

2 parts 

2-lb to 1-lb 

1 part 

1 part 


Zinsser premixed shellac equals a 3-pound cut 
while the sealer equals a 2-pound cut 

continued on page 20 
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Incredibly strong, tough and thick 


FOR THE TOUGHEST Jt 

1-800-966-3458 Made in U.S. 


O 21(0? lillrtCfflipMjr 


SOMMERFELD’S TOOLS 


Tcvv UU&od/ 


TWi 


Creative Solutions To Every Woodworking Challenge 


The One and Only place for high quality, 
innovative woodworking tools! 

Plus, we offer FREE Shipping! 


It's a Guard! It's a 
Featherboard! 
It's both - 
Featherboard 
and Guard! 




Used as a guard 


Sommerfeld's New 

Feaiherguard 

UemtfFG $24. M 

Buy Two For 
Only 




Br 




Item tfSHB 


We have 
thousands of 
bits in stock ... 


The New 
Easy Bore 

Only 

$179. 90 


0600 1 6-Pe Cabinetmaking Set 

Sale $249.90 


For a FREE 80 page catalog call today. 


Source Code WMQEKJS 


A 


1 ***■*; l 


Toll Free 888-228-9268 • Visit us on the web... www.SOMIVIERFELDTOOLS.com 
































































Finishing School 

T-shirt, around cotton batting or a ball 
of wool the size of a golf ball. Then 
pour enough shellac into the inside of 
the pad that it starts to moisten the 
outside cover without dripping. 

Beneath a light angled to reflect 
finish flaws, make long strokes across 
the wood. Wipe outward from a moist 
edge without going over the same area 
repeatedly. As the pad dries, replenish it 
with more shellac. If the pad begins to 
harden, add alcohol to soften it. 

After 45 minutes, sand the first coat 
lightly using 220 grit. Apply additional 
coats, but now wait at least an hour 
between them before sanding. 

If the pad begins to drag while 
applying more coats, that's the wet 
shellac partially dissolving the coat 
beneath. To minimize that, wipe a strip 
on once and move on. Unless you apply 
too much shellac at once, you won't 
leave ridges on the work surface from 
the edges of the pad. Four wiped-on 
coats should do for most projects. 

Brush in a rush 

After you get the hang of brushing on 
shellac that dries in minutes, not hours, 
applying polyurethane will feel like 
moving in slow motion. 

Start with a natural-bristle brush. 
Traditionalists prefer badger bristle, but 
any brush with fine, natural hairs will 
do. Pine bristles, like those on the brush 
shown [Photo D], leave a surface that 
levels within shellac's rapid drying 
time. If you're a shellac newbie, use a 
1-lb cut for the sealer coat and a lVi-lb 
or 2-lb cut for topcoats. 

Instead of brushing back and forth as 
with poly, lay down shellac 5n one pass. 
Make long strokes out from a wet edge. 

If you see brush strokes on a dried coat, 
thin the shellac until it levels off before 
drying. If you miss a spot, keep going 
and catch it with the next coat. 

Allow the sealer coat two hours to 
dry in a well-ventilated area before 
sanding with 220-grit. Then wait two 
hours for each topcoat to dry, a net sand 
away mistakes or brush marks. 

Take a shine to shellac 

Before rubbing out several coats of 
shellac, give the finish at least two days 
to dry in a well-ventilated area. To 
begin, level the surface by sanding from 
320 grit up through 600 grit using wet/ 
dry sandpaper lubricated with mineral 
oil to prevent clogging. Clean the 



in denatured alcohol, leaving fewer 


Grinding flakes to a powder (left) helps shellac dissolve 
globs on the bottom of the jar. 




Allow shellac to dissolve overnight in alcohol; 
then strain it through cloth or a medium- 
mesh filter to remove lumps and impurities. 



FINE HAIRS LEAVE FEWER RIDGES 


Super-fine 
ok hair 


Chisel tip 


Thick 

body 


Short (W) 
bristles 


Epoxy- 

anchored 

bristles 


The finer the hairs, the fewer shellac ridges 
a brush leaves behind. The thick, gap-free 
body of this brush leaves less to sand than 
synthetic-bristle paint brushes. 


Written by Bob Wilson with Alan Noel 


surface between grits with mineral 
spirits and check your progress. 

For a high-gloss finish, sand up to 
1,500 grit. Then polish the surface with 
an abrasive, such as rot ten stone, in 
mineral oil or an automotive buffing 
compound (available at auto parts 
stores) and a stiff-backed felt pad. # 


Sources 

' Premi xed shel lac, Bulls Eye Shellac (clear or amber) 
or Sea I Coat, Zinsser Co v zinsser.com. Available at home 
centers and hardware stores. 

Shellac flakes. Super-blonde ($22.70/lb}, amber 

I ($10,70/ib) r and garnet (Si3,65/1 hi Hardwood Lumber and 
More, 866-553-5883 or hardwoodiumberandnnore.com, 
Sh e Nac brush e i. Gra me rcy ox- h a i r b rus hes (2") no. 

I GT-5HEBRLL20, $40, Tools for Working Wood, 
800-426-4613 or toolsforworki ngwood.com. 
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with included accessories 


Introducing the most 
useful tool since the Swiss- 
Anny knife. Make quick work of the 
toughest jobs in remodeling, carpentry, installation, 
repair and crafting with the amazing new Rockwell 
SoniCrafter" It could be the most versatile and effective 
power tool you'll ever add to your toolbox. 

The SoniCrafter’ 1 is a lightweight multipurpose tool that 
utilizes Microsonic Oscillation to create a high frequency 
oscillation motion. This allows for a smooth-running tool 
perfect for sawing, sanding, scraping, cutting, rasping 
and dozens of other projects. 

Select from up to 48 accessories to tackle jobs in 
wood, fiberglass, thin metal, plastic, masonry, carpet and 
flooring and more. 

Whether on the job site or around the house, the 
SoniCrafter 1 tackles more jobs than anything else in 
your toolbox. 


Crafter 


Call now to order or to receive 
our information kit including DVD! 

1 - 800 - 995-0221 

www.SoniCrafterWood.com 


Rasp wood, masonry 
and more. 


Cut sheet metal. 


Sand in tight places. 


Plunge cut any material. 


Remove grout 


Mr M 

Scrape tip old flooring 


Cut carpet arid vinyl. 


Tackles 


Your Jobs! 
















































Make Short Work of 
Long, Beveled Tapers 


Compound cuts may feel more like geometry than joinery. 
But our easy-to-make jig eliminates any complex math. 


B evels and tapers go together like 
oil and water if you spend too 
much time worrying about the 
mat h Even a fte r you fig u re a 11 t he 
angles using sophisticated calculations, 
you'll stih need to translate the math 
into exact saw settings followed by test 
cuts. Good luck with that. 

For a no-math approach, use the 
simple jig like the one we created to 
make the beveled and tapered sides of 
the 1 imbert-style tabic on page32* 

Build a custom tapering jig 

Unlike some jigs, you'll tailor this one 
to suit your project part sizes. First cut a 
tapering-jig base from flat sheet stock, 
such as rned ium-density fiberboa id 
(MDF), 8" longer and 2" wider than the 


blanks you'll taper. (For the 13x28" 
panels on the Limbert-style table, we 
cut the base 15x36".) Then, from scrap 
about Vi6 pr thinner than your test pieces 
or project parts, cut four 2x5" hold¬ 
downs and stopblocks for the ends of 
the workpiece and a 1 l /?x24" stopblock 
for the long edge. (For other projects, 
cut this stopblock 4" shorter than the 
edge being tapered and beveled,) 

Next cut four workpiece blanks and 
four MDF test blanks l A" oversize in 
width. Mark the outside width of the 
narrow and wide ends of the project 
part centered on one test blank. Now 
follow the six simple steps shown in the 
photos to cut the beveled tapers. For 
more information on the jig, go to 
woodmagazine.com/beveledtapen 



I Bevei-eut one edge of the base to 45 & . 

[You can adjust the bevel angle later, if 
necessary,) Then set the jig base aside. 
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woodworking and hardware 




MEASURE FROM THE CENTER LINE 


2 Center the top and bottom widths on the 
outside face of a test blank, and mark 
the ends. Then use a combination square or 
sliding bevel to transfer 45* bevel lines on the 
blank ends. 


3 Center the test blank along the length of 
the jig base, and align the bevel marks 
with the beveled edge of the base. Before 
installing the stopblocks, mark the stopblock 
edges that will butt against the test blank. 


fi 

rv 


Align bottom f 
bevel mark 
with jig edge. 


G-n-cv;} 


Align top bevel 
mark with jig edge. 


Center mark 



4 Hold the long stopblock against the test 
blank edge, and screw it to the jig base. 
Then add the end stops and hold-downs. 
With the jig in position against the rip fence, 
make the first bevel cut on each test blank. 



REMOUNT THE STOPBLOCKS 


5 Remove all three stops, and turn the blank 
end for end. Align the bevel marks on the 
ends of the test bla n k with the beveled jig 
edge. Reattach the long stopblock against 
the beveled edge. 



the test blank as before. Then rip the second 


bevel on each test blank. 


Now see how you did 

To test the results of your jig set-up, 
tape together the four completed test 
parts and check for gaps along the 
miters. For the Limbert-style table, a 45° 
angle leaves only a tiny gap on the 
inside corner of the joint that can be 
filled with giue. More important, this 
angle creates a tight fit on the outside 
corners where it matters most. 

if you see inside corner gaps greater 
than VU", decrease the blade tilt by a 
half degree, tape a W -thick spacer to 
the long stop, and recut the beveled jig 
edge. Then rip new bevels on each test 
blank, and repeat until you achieve 
tight joints with no outside gaps. Now 
repeat the jig set-ups, and cut your 
project parts. # 


Create with Confidence 


Stock up for your 
next project ard 

SAVE $10 



f 

I 

I 

| 

I 

I 


To get $ 10 off a 530 order, simply 
place your order at Rockier.com 
by entering promotion code V9328 
at checkout or call 1-800-279-4441 


I 

I 

1 

I 

I 

\ 


and use code 943, 

Or bring coupon to a Rockier store near you One.time 
use only. Minimum purchase of 130 in qualifying mer, 
chandise required. Cannot be applied to sales tax or 
shipping, No cash vatue. Cannot be combined with other 
offers or coupons. Valid at Rockier remii stores only. Not 
valid ar Rockier Partner store locations. Excludes sale 
items, power tools, Leigh jigs, Porter-Cable dovetail jigs, 
Shark CNC. Festool and Rockier Gift Girds, 


Offer expires 9/30/2009, 



For a store near you or 
free catalog visit 


rss 


a Rockler.com I-877-ROCKLER 


wood mag azi ne, com 
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Wise Buys 


Rev up your router table 



Our editors choose 
four accessories 
that will dramatically 
improve your table's 
performance. 


"Let's start with a must-have: a good fence. It's essential for accuracy, dust collection, and 
safety, I really like this Woodpeckers fence because, for $135, you get everything you need: 
tall fence panels, T-slots, a dust port that actually fits my shop vacuum, leveling screws to 
keep the fence square to the table, shims for offset jointing, and a see-th rough bit g ua rd." 


32" IE Router Table Fence, #L£FNC616, $130; 
Woodpeckers, 800-752“ 0725, woodpeck.com 


Kevin Boyle, 
Senior Design Editor 




i always have extruded al u minum 
T-track on hand because I build a 
ton of jigs. It's so versatile. And I 
wouldn't own a router table without 
it or combo track, because they're 
ideal for guiding and securing these 
accessories: feather boards, stops, 
safety guards, and a miter gauge. The 
combo track (miter U-channel and 
T-slot side-by-side) is perfect because 
all those accessories work in it. Trust 
me, buy extra lengths of both—you'll 
find yourself using it for a lot more 
than routing." 

Jeff Wertz, 

Design Editor £ 

V 

36“T-TracM9471 r $16; 

32" Combo TTrack7MEter Track, #9859, $25; j 

MLCS, 800-533-9298, mkswoodworking.com 

is 


Tve looked at, and tested, a lot of feather boards 
over the years, and these from Milescraft are my 
favorites. A single, shorter first finger, and the open 
body make setting the tension a cinch. Sold as a pair, 

1 stack them for tall workpieces, or separate them 
to provide both in- and down-pressure, as shown 
here. And they appeal to my frugal side: All of the 
hardware (miter bars, T-bolts, etc.} comes with this 
model to use in all those setups—and it still costs less 
than buying two single models!" 

Dave Campbell, 

Deputy Editor 

Dual/Tandem Feather Board, £1407, $30; 

Milescraft, 847-683-9200, milescraft.com 


-—^ 


"For years 1 used a fixed-base router in my table, and every time 
I rotated it to adjust the bit height the power switch rotated to a 
new spot. I was always fumbling under the table frying to locate 
that switch. Then I tried this auxiliary power switch, and it was like 
when someone invented the automatic bread sheer: Hallelu iah! 
Now I control the power without reaching below the table. I'll 
never own another router table without an auxiliary switch." *r 


Bob Hunter, 
Tools & Tech niques Editor 


Safety Power Tool Switch, #20915, $30; 

Rockier, 800-279-4441, rockler.com 
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BesMvef Plans lor 

llHwkshop Idols & Accessories 

from the editors of WOOD' magazine 




porting pZ, 



Tablesaw Workbench 
Plan DP-00553a $7.95 


Bench-tool System 
Ran DP-00560 S6.95 


Mobile Tool Cabinet 
Plan DP-00260 $7.95 


Traditional Workbench 
Plan DP-00482 $7.95 


Mobile Storage 
Plan DP-00321 S2.75 



Basic Workbench and 
6 Ways to Beef it Up 
Plan DP-00456 $7.95 



Simple 'N 1 Sturdy Flip-top Work Center Mobile Mitersaw Center 

Tool Stand Plan DP-00239 $5.95 Plan DP-00098 $7.95 


Plan DP-00577 $4.95 



Mobile Sawing 
& Routing Center 
Plan DP-00271 $8.95 


Download any of these woodworking plans for the prices listed, or view a larger image, at WOOdmagazilte.COm/plans 
To have paper plans mailed directly to you (add $3 per plan plus S+H), call toll-free 888-636-4478. 

Please have your credit card available. mom 



Your Best Source for 
Product Information 


WOOD Migiziue 


nil Product Inla Toul E Living Tur»tn ToeUtevU-w* M ua«ry ■ E> aving T t P r Ab ou III s- 


llnmi 


CateOGTtes 


FREE Product Info 
Request woodworking catalogs 
and product info directly from 
manufacturers and leading retailers 




Tool Buying Forum 
Ask a tool-related question and get an 
answer within hours. 


uesr prices 

on woodworkii 
tools and 

, accessories! 


Tool Reviews 
Read summaries of recent 
WOOD magazine tool reviews 


Money-Saving Tips 
Get the most out of your tool-and 
accessory-buying dollars. 




























































Router Clinic 

The Perfect 
Router for 


Table Mounting 



Is there such a thing? 

We found three that fit the bill. 


A lthough you can mount nearly any handheld router 
upside down in a router table, some are better suited 
to this line of duty than others. For example, many 
routers now sport built-in lift mechanisms that you crank to 
adjust bit heights from above the table, as shown at right, 
without removing the router or reaching below the table. 

I hese routers typically require an extra hole in the insert 
plate to operate the Lift mechanism. But beware: With some 
of these routers you still have to reach below the tabletop to 
lock the collet, negating half the benefit of a lift. 

If you already have a router you like and don't want to 
upgrade, you might be able to get the same convenience by 
installing its motor in a router lift. These units come 
attached to insert plates with adjustment mechanisms built 
in, as shown below . Keep in mind, though, that with prices 
ranging from SI 75 to 5450, a lift might cost more than a 
new router. Router lifts specify which router models will fit, 
and some require adapters. 


A good table-mounted router makes bit 
changes hassle-free. An angled wrench 
to hold the spindle sure helps. 



Ill :!■]:! >1tMIHdifill I 




You should also look for a router with variable speeds so 
you can slow it down for large-diameter bits. Another 
essential feature: electronic speed control, which maintains 
rpms when the routing gets tough. A 3-hp motor really hogs 
away material, but a midsize model {IVz to 214 hp) will get 
you by if you taker lighter cuts. 

When mounting any router in a table, position it so the 
variable-speed control will be easy to reach, because this 
cannot be controlled from above. Add an auxiliary power 
switch to avoid reaching under the table each time to power 
the router. Also, be careful to mount the router so any 
above-the-tabie adjustments won't be covered by the fence 
during operation, because you might need to tweak a bit's 
height with the fence in place. ♦ 



A router lift shown out of the table, raises the router fully so you can 
change bits above the table without angled wrenches. 


Recommended routers 

We've used a lot of routers over the years at WOOD ® 
magazine. These three rank among the best for 
table routing: 

Porter-Cable #892, 2'A hp, 10,000-23,000 rpm, $190, 
888-848-5175, deltaportercable.com, 

■ The 892 features two power switches plus a speed dial marked in 
rpmSj and its lift mechanism works smoothly and accurately. 

Triton #MOF001, 214 hp, 8,000-21,000 rpm, $220,888-874-8661, 
t ri to n wo od wo rking .co m. 

■ This easy-to-use router with built-in safety switch won't 
accidentally power up while you re changing bits, 

Freud #FT3000VCE, 3 hp, 8,000-21,000 rpm, $350, 
800-334-4107, freudtools.com. 

■ You won t bog down this robust router, and the spindle locks 
from above the table for one-handed bit changes. 
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The Complete WOOD Magazine Collection on DVD. 



For the first time ever, you can own every issue of WOOD magazine from 
the past 25 years in an easy-to-use, easy-to-search DVD format. 

■ Thousands of Shop Tips 
■ 1,100-f- projects with detailed instructions 
■ Hundreds of woodworking techniques 


Each high-quality DVD contains five years' worth of WOOD magazine. 
Volume 1 - 1984-1989 Volume 3 - 1995-1999 

Volume 2 - 1990-1994 Volume 4 — 2000-2004 

Volume 5 — 2005-2009 


Buy only the discs you need to complete your collection, or get all 195 issues 

for one low price. The more you buy; the more you save. 



Any DVD for $49.95 
Two DVDs for $89.95 {save $10) 
Three DVDs for $119.95 (save 530) 
Four DVDs for $139.95 (save $60) 

All five DVDs for $149.95 {save $100) 

plus shipping St handling 


best value 

Like getting 
2 DVDs 




Preorder online at woodmagaz!nexe<m/[DVD8i^rary or by phone at 888-636-4478 

Volumes 1 to 4 will ship in August 2009. 

Volume 5 will ship in November upon completion of the final 2009 issue. 
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ADVERTISEMENT 




D ADAMS WOOD PRODUCTS - The 

widest variety of solid wood components 
available in the industry: bun feet, island and 
table legs, bedposts, table bases, corbels, 
onlays, pool table legs, and more. 



mmfimmwjzm 


H AffiOCAH FURJfTURE DESGK-The 

leader in woodworidng plans for ftunHune! Over 
85,000 copies of our Mission Bed have been sold! 
CAD generated desayrs, 36"X48” with insfructiona 
Haitfwars, hand toofe, router bits, finishes Sbooks. 



Q BEREA - High Quality pen kits, wine 
bottle stopper kits and more. Huge selection. 



D COOK’S SAW MANUFACTURING - 

Cook's Saw is a leading manufacturer of 
Portable Sawmills, Board Edgers, Blade 
Sharpeners, Tooth Setters, Bandsaw Blades, 
and Sawmill Parts, FREE Catalog. 




HU DAKOTA ALERT - Driveway alarms 
notify you when someone enters your 
drive or yard. Many styles to choose from. 
Wireless ranges up to several miles, 


El EPILOG - Add value to woodworking 
projects with laser engraving systems from 
Epilog. Customize anything with a touch of 
a button. 


D FORREST MANUFACTURING - The 

finest, quietest saw blades and dados! Full 
line of sizes available. 


D HUT PRODUCTS - “Turn to Quality", A 
comprehensive catalog for Wood Turners 
from HUT Products. 



El KLOCKJT - whether your ne>ct project is 
to build a beautiful clock or repair a treasured 
heirloom. Klockit can supply all you need; 
Plans, Wood Kits and Dock Components. 


KQ KREG TOOL COMPANY - Specializing 
in tools and supplies for Pocket-Screw 
Joinery including many other products to 
simplify woodworking challenges. 


EH LIGNOMAT - Catalog describes full 
line of wood moisture meters, Convenient, 
reliable and affordable moisture meters for 
any hobbyist and woodworker. 


K3 McFEELY’S - McFeely’s is your full- 
line supplier of quality fasteners, D-l-Y and 
woodworking essentials. Great service is 
our primary advantage! 



Q ONE!DA AIR SYSTEMS, INC. - Offers the 
finest quality dust collection systems and a 
complete line of ductwork and accessories. 
Free catalog. 



ED OSBORNE WOOD PRODUCTS - 40 full- 
color catalog pages containing the latest 
fresh and innovative product releases, our 
brand new corbels, bun feet, island legs, 
and molding. 



ED PACKARD WOODWORKS - Catalog for 
Woodturners! All major brands of Turning 
Tools, Chucks, Penmaking Supplies, 
Finishing Supplies, Books, Videos and 
much more. Just for Turners. 



IQ RED Kill - Supergrit® Abrasives, 
industrial quality sandpaper and refinishing 
supplies at wholesale prices. FREE 48-page 
color catalog. 



























































































ADVERTISEMENT 


want from ttiese 25 FRS LISTINGS! See the attached card for ordering hfo. 



EQ ROCKIER WOODWORKING AND 
HARDWARE - Quality* innovative products 
for the workshop. Exclusive jigs* router 
bits and accessories, unique hardware and 
more! 



EQ SAW STOP - Prevent serious injuries, 
SawStop table saws stop on contact 
with skin. Woodworkers love the quality 
craftsmanship* durability and peace of 
mind. 



ED SAWSTOP PROFESSIONAL CABINET 

SAW - Performance t safety and value 
come together in this 3HP 220V workhorse, 
su[table for hobbyists or pros. Featuring 
SawSlop's legendary safety system. 



El SOM MEft FELD’S TOOLS - 

For the best Router Bits, Blades, Tools and 
Tips, SommerfelcFs. offers a FREE Catalog 
and Free Shipping! 



Ill STEVE WALL LUMBER CO. ~ 

Supplier of hardwoods, exotics, plywood, 
custom panel doors, turning squares, 
hardwood flooring, Oliver Machinery, and 
Festool products. Catalog, 



mrcmenna; 

STABILE 


SJf/i 


rooL/^rc 


www iQOln-sa^s com 

0900-7M-Mfl5 





El TOQLMART - Your bast online brand 
name Power tools and Accessories store. 
Our aim is to provide the finest and best 
quality tools and accessories at the lowest 
price. 


EQ WOODCRAFT - Over 8,000 woodworking 
hand & power tools, finishing supplies, 
hardware, exotic woods and more! Top quality 
tools from around the world, exclusives & hard- 
to-find jigs and accessories. 


□ WOODMASTER - 4-Way Money-Maker 
planes, molds, sands, saws... creates high- 
profit moldings, picture frames* tongue & 
groove. 12"* 18", & 25" models. 



ED WOODWORKER’S HARDWARE - Our 

544-page catalog features the largest 
selection of cabinet hardware in this 
industry, with over 10,000 items in stock. 



r — — — — — — — ^ — — — — — — — — — i 

CATALOGS FOR CRAFTSMEN 

Order Form 

nil out the coupon below, circle the numbers corresponding to the catalogs 

you'd like to receive, and mall to: 

WOOD® Magazine • Catalogs lor Craftsmen • Dept. W0GCSE9 
P.0. Box 5135 • Buffalo, NY 14205-5135. 

This coupon expires January 14,2010. 

Allow 4-0 weeks for delivery. Expired cards will not be processed. 



NAME _ I 

ADDRESS _ 1 

CITY ___ _ ] 

STATE _ ZIP_ | 

E-MAIL ADDRESS _ | 

PHONE (OPTIONAL) _ I 



























































PROJECT HIGH LICHTS 


T he beveled edges of this table's 
base let the quartersawn oak grain 
extend right to the edge on all 
four faces. Cutting bevels on tapered 
panels might seem daunting, but, using 
patterns and a tablesaw sled, we'll show 
you how to cut four identically shaped 
sides that come together precisely for a 
stunning appearance from any angle. 

Prepare the panels and 
work the angles 

1 Start by edge-gluing oversize blanks 
for the sides (A) and shelf (B) [Materi¬ 
als List, page 33]. After the glue dries, rip 
the sides (A) so the edges are parallel. 
Cut the shelf to 13" square. Next, mill a 
YixVAxlZ" blank for the shelf cleats (C), 
and cut the stretchers (D) to size. Tilt 
your tablesaw blade to 3° and rip a bevel 
on one edge of the shelf cleat blank; 
then set the stretchers, cleat blank, and 
shelf aside. 

2 With the tablesaw blade still tilted 
3° bevel-cut one end of each side (A). 
Flip the panel over and end for end and 
crosscut the opposite end to make the 


Limbert-style 


Crafts 

Table 

Around the turn of the 


20th century, Charles 
Limbert developed a 
distinctive furniture 
style. While inherently 
Arts & Crafts, it also 
used curves and decorative 
cutouts. Here's our take on 
one of his classics. 


■ Overall dimensions are 20" wide * 

20" deep x 28W high. 

■ Materials needed: Quartersawn white oak. 
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W dado blade 


Tablesaw 


EXPLODED 


#8 x 1 Va" F,H, wood screw 


4 5° beveled edge 


screw 


x 1 W' F.H. wood screw 

30 bevel 
on top 


4S fl beveled edge 


3° bevel 
on bottom 


10VW 


\uw 


12W 


12W 


STRETCHER 


x notch in lower 
stretcher, centered 


3 /s" counterbore W' counterbore VT deep 
Vi" deep, centered with W shank hole 

countersunk, centered 


Hx W notch in upper 
stretcher, centered 


panel 28" long [Drawing la]. Wote: The 
bevels should be parallel, not angled toward 
each other ; 

3 Without changing the tilt of the 
arbor, mount a W dado set on your 
tablesaw. Measuring from the low side of 
the blade, set the blade height so the 
highest tooth is VT above the table 
(Drawing 1b]. Set the rip fence to cut a 
dado I2 l? /W' from the bottom edge of the 
panel [Drawings la, 1b], Check your setup 
with test cuts on scrap; then cut a dado 
in each side (A). 

4 Reinstall a rip or combination blade 
in the tablesaw, and tilt the blade to 
45°. Use a shop-made jig, as shown on 


page 22, to bevel-rip the sides and cut the 
tapers at the same time. 

A pattern develops 

I The openings in each side (A) are 
made using a template and a pattern 
routing bit. To make the template, lay a 
side (A) out side-face down on a sheet of 
VT MDF and trace around it. Cut the 
MDF along the lines. Make two copies of 
each Side Pattern from the WOOD Pat¬ 
terns® insert. Spray-ad here a top and 
bottom pattern to the template, aligned 
with the left edge. Quick Tip! Short - 
cut to a mirror image . The patterns | 
for the right side mount facedown so 


they mirror the left side. Cut these pat¬ 
terns along the solid lines before mount¬ 
ing them to the side (Photo Aj, Draw a 
line 12W from the bottom edge of the 
template and align the middle patterns 
with this mark. Lay out the remainder of 
the curve, as shown in Photo A* 

2 Drill W' starter holes in the waste 
area of the template and, using a jig¬ 
saw', cut out the opening close to the 
layout lines. Cut the leg profile at the 
bottom and the 

notch at the top, tak- _ 

ing care to keep the ffjl qiPF 
notch centered. Test 
the fit of a stretcher 


DADO IN SIDES 


Fence 
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FLEXIBILITY COUNTS 


To complete the curve between the middle 
and top patterns, trace along a piece of scrap 
flexed between the lines on the patterns. 


Top pattern 
facedown 


Top pattern 

s' MDF 

\ Align fairing template 
\ stick with 
t / lines on 
\ f patterns* 





Template 


TRACE OUTLINE ONTO EACH SIDE 


Secure template 
with double-faced 
tape. 


otch* 




Secure the template to each side (A) and 
trace the opening, the top notch, and the 
bottom cutout onto each panel* 



Create clearance for the pattern bit by 
placing the template and side (A) on riser 
blocks* Take light passes to prevent chip-out* 


(D) in the notch as you go. File and sand 
to the layout lines, 

3 Using double-faced tape, fasten the 
template to a side (A), aligned with 
the ends and edges, and trace the outline 
of the side [Photo B]. Remove the tem¬ 
plate and cut out the waste to within VW 1 
of the lines. Reattach the template to the 
side and, with a pattern bit in your 
router, remove the remainder of the 
waste {Photo C]* Use a chisel, sanding 
block, and file to dean up the corners 
the bit couldn't reach [Shop Tip below] f 
but leave the notches slightly shallow 
for now. You'll file them to final depth 
after the table is assembled. 

4 Retrieve the blank for the shelf cleats 
(C) and crosscut the parts to length 
[Drawing 1|. Drill a countersunk shank 
hole centered on the length of each 
cleat. Glue the cleats in place, using a 


piece of 34 11 -thick scrap in the dado to 
position the cleat [Photo D[. 

Bring all sides to the table 

1 Dry-fit the four sides (A/C) with blue 
painter's tape to check the fit* Make 
sure the cleats (C) are on opposite sides* 
Measure the width of the bottom of the 
opening in the sides, and also between 
the dadoes, and subtract W from each 
measurement. Use these dimensions to 
lay out the final shape of the shelf (B) 
[Drawing 2]. Use a fairing stick to draw 
the arches; then cut the shelf to shape. 
Sand the shelf to 220 grit, easing the 
edges of the arches as you do* 

2 Reassemble the sides (A/C) with the 
shelf (B) and check the fit. Disas¬ 
semble the parts and sand all pieces to 
220 grit, including the inside edges of 
the cutouts in the sides. Be careful to 


preserve the sharp beveled edges. Apply 
a stain and topcoat to the shdf only* 
(We used Varathane Gun stock stain, 
topped with three coats of a wipe-on 
satin polyurethane.) 

3 To assemble the base, mask off the 
inside edges of the sides (A/C) next 
to the bevels, and apply glue [Photo Ej* 
Stand the sides up, and center the shelf 
(B) between them. Hold the sides 
together temporarily with painter's tape 
while you apply damps and strapping 
tape [Photo F[, 

4 After the glue dries, remove the tape 
and clamps, flip the table over, and 
screw the shelf in place [Drawing 1]. 


Round up the stretchers 
and top it off 

I Set up a W dado blade in your table- 
saw. Retrieve the stretchers (D) and 


SHOP TIP 


You deserve 
a raise 

If you don't have 
a vise on your 
bench, try this 
when filing the 
corners of the 
cutouts: Clamp 
a riser block to 
your bench, then 
damp the side 
(A) to the block. 
This holds the 
piece securely at 
a comfortable 
working height 
and reduces strain 
on your back. 




SHELF 
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cut a centered half-lap joint in each one 
jPhoto G, Drawing 1c], 

Dry-fit the stretchers (D) in the 
notches in the table base (A/B/C), If 
the tops of the stretchers sit above the 
tops of the sides (A), measure the dis¬ 
crepancy jPhotoH) and file the notches 
to the proper depth. 

Make four copies of the Stretcher 
Half-pattern from the WOOD Pat¬ 
terns © insert and spray-adhere one to 
each end of each stretcher (D), Note that 
the half-lap faces up on one stretcher 
and down on the other. Cut the ends to 
shape, and drill the counterbores and 
shank holes where indicated. Turn the 
table (A/B/C) upside down on the 
stretchers and drill countersunk shank 
holes {Photo Ij. Sand the stretchers to 
220 grit; then screw them in place in the 
table base. 

Glue up a panel for the top (E). Cut 
the radius at each corner [Drawing i]. 
Flip the table base (A-D) upside down 
onto the underside of the top (E). Center 
the base on the top; then screw the base 
to the top. 

Remove the top; sand the base and 
top to 220 grit. Apply finish, reas¬ 
semble the table, and display it proudly 
in your home. # 

Written by Craig Ruegsegger with Jeff Mertz 

Project design: Jeff Mertz 

Illustrations: Roxanne LeMolne; Lorna Johnson 



Glue a shelf cleat [C) to each of two of the 
sides (Ah with the countersink on the shank 
hole facing the bottom. 



Clamp across corners of the opening where 
possible. Stretch strapping tape around 
corners where damps won't reach. 







WHITE CLUE BUYS YOU TIME 


Mask off 
interior. 


White glue allows more working time during 
assembly. Glue two sides together, then the 
other two, then join those assemblies. 



To cut centered half-laps, make a pass with 
each end starting against a stopblock. Move 
the fence as needed to widen the notch. 


Materials List 


Part 

finished size 

I W L 

Mall. 

Qty. 

*A 

sides 


13" 

28" 

EQO 

4 

# B 

shelf 

W 

13" 

13 N 

EQO 

1 

*C 

shelf cleats 

Va" 

174" 

4" 

QO 

2 

D 

stretchers 

r 

W 

18" 

QO 

2 

*E 

top 

r 

20" 

20" 

EQO 

1 


* Parts initially cut oversize. See the instructions. 


Materials key: EQO-Edge-joined quartersawn white 
oak r QO-quartersawn white oak. 

Supplies; Spray adhesive, double-faced tape, strapping 
tape, # 3 xi 7 <" flathead wood screws ( 2 ), # 8 x 1 Vi" flathead 
wood screws (12), 

Blade and bit: Stacked dado set, pattern router bit. 


Cutting Diagram 



Measure the amount the stretchers (D) sit 
above the sides [A) and remove this amount 
from the bottom of the notch. 



% x 572 x 96" Quartersawn oak (4 bd. ft)(4 needed) 



Va x 5 Vi x 60" Quartersawn oak (2,5 bd. ft.) 



3 A x 5 V 2 x 96" Quartersawn oak (4 bd. ft.) 



Drill countersunk shank holes through the 
notches in the sides (A) and drive #8x1 VV 1 
flathead wood screws into the stretchers (D). 


Find more Mission and 
Arts & Crafts 
furniture plans at: 

woodmagazine.com/mission 

X 
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GREAT PROIECTS MADE SIMPLE. 


Wall Shelf & Towel Rack 






■ Materials: W cherry, W 1 cherry (or a 
headboard panel), two 1" birch dowels. 
* Blades and Bits: 1 " Forstner bit, Ya" 
rabbeting bit, l /z" straight bit, optional 
Vs n countersink/counterbore bit. 


D on't let the curving shapes and 
precisely positioned towel bars 
fool you. Using only simple tools, 
readily available supplies from your local 
home center, and the tips we provide, 
you'll have this project ready to hang in 
a weekend. 

Start by cutting the parts 

I Cut the sides (A), shelf (B), and top 
(C) to size [Materials List, page 37 ]. 


2 Copy the Shelf Side Pattern in the 

WOOD Patterns® insert. Mount it to 
Va hardboard with spray adhesive, jig¬ 
saw to shape, and sand the edges smooth 
to create a template. Then drill a W' hole 
through each hole center. 

Lay the hardboard template on a side 
(A), with the back edges and bottom 
ends flush. Trace the template onto the 
side. Lightly hammer a 6d finish nail 
through each i/s 11 hole to mark the dowel 
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MARK DOWEL HOLE CENTERS 



The few minutes spent creating a template 
make it possible to create identical, mirrored 
sides [A) with precisely aligned counterbores. 



Jigsaw the sides {A] just to the waste side of 
the line you traced to minimize sanding to 
the line. 



Instead of measuring, use the shelf (8) 
itself to lay out the stopped rabbet on the 
underside of the top (C). 


EXPLODED VIEW 


'A" stopped rabbet 
3 /$" deep, on 
bottom side 


#8 x 1 Vi" F.H. wood screw 

2W 


0 


BACK DETAIL 



1 h counterbores W deep 


r dowel 33 V 2 " long 



W counterbore W' deep with a 
^32" shank hole centered inside 


J 4 " 1 

1 1 v - 

H 4 



ft 

J 


W long 


#8 x WRIT 
wood screw 


W rabbets T /a' p deep 


hole centerpoints [Photo Aj, Place the 
template, pattern down, on the other 
side and repeat, 

4 Jigsaw the sides (A) to shape [Photo 
B]. (See the Shop Tip right to choose 
the best blade.) Then sand the profile 
smooth to the line, (To speed the sand¬ 
ing process, use the drill-powered drum 
sander on page 20 of issue 185, Down¬ 
load free plans to build this jig at 
wood ]nagazi rie.com/d rillsa nil, Then go 
to wc x «d 1 nag a z i no, co j n / d r i 11 s a nd I n g for 
a free video on using the drum sander.) 




SHOP TIP 


Pick the right jigsaw blade 

As a versatile tool, jigsaws will cut 
through anything from ceramic tile to 
brass rods, depending on your choice 
of blade. For clean cuts on gentle 
curves in hardwood lumber, outfit 
your jigsaw with a 20-tooth-per-inch 
(tpi) blade, like the one shown. The 
blade's narrow body also helps you 
cut tight curves without binding. 
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Begin a stopped rabbet on the top (C) at the 
first mark and continue unlit you reach the 
mark on the opposite end. 


SCREW THE SIDES TO THE SHELF ■ ATTACH THE TOP 



Spacers damped to the sides (A) keep the A combination counterbore/pilot drilling 

shelf (B) from slipping out of alignment as accessory makes quick work of boring screw 
you drill and drive screws, holes in the top (C). 


5 Drill a l” counterbore W deep at the 
nail marks on the sides (A)* (We used 
a Forstner bit. If you use a spade bit, lay 
the bit tip on the edge of a side to be 
certain the long center spur won't blow 
through the opposite face.) 

5 With a W rabbeting bit, rout the 
back edge of the shelf (B) to accept 
the back slats (D) [Drawing 1], 

7 Mark a centerline on the rabbeted 
edge of the shelf (B) and on the 
underside of the top (C), Align the two 
centerlines and mark the shelf ends on 
the top [Photo c], Then rout a stopped 
rabbet on the top [Photo D] and square 
the comers with a chisel, 

8 Cut two towel bars (E) to length and 
sand them to 220 grit. If you plan to 


stain the project, stain the towel bars 
before assembling the shelf. 

Assemble the shelf 

I From scrap plywood, cut two GxBVz" 
spacers. Clamp the spacers to the 
sides (A) with the edges and ends flush 
[Photo E], Place the shelf (B) between the 
sides with the rabbet to the back facing 
up. Mount the towel bars (E) between 
the sides, and damp the assembly. 

2 Drill counterbored shank holes for 
the shelf (B) screws [Drawing 1]. For 
the #8 screws, drill Viz" shank holes and 
JW pilot holes. Drill counterbores W 
deep. (See "Cover up screws with these 
two accessories 1 ' on the next page for a 
pair of time-saving tools.) Drill and drive 


both back screws first, then reposition 
the clamp to add the front screws. 

3 Center the top (C) on the sides (A), 
and check that the rabbet ends are 
flush with the inside faces of the sides. 
Clamp the top in position. Drill coun¬ 
terbored shank holes in the top; then 
drive the screws [Photo Fj. 

4 Cut ten 20' -long hack slat (D) blanks. 
If you have a router table, use a w 
straight router bit to rabbet the blanks 
[Drawing la]. If not, rout them freehand 
with a 3V" rabbeting bit [Skill Builder]. 
Quick tip! Swap 19 slats for one 
panel . If you can't find thick cherry 

stock at your local supplier, substitute 
beadboard plywood, Cut the panel to fit 
the rabbeted opening in the back, stain 


SKILL BUILDER 

Rout quick, safe rabbets 
with this simple jig 

Guiding a handheld router along 2"-wide parts to 
cut 20 rabbets in 10 blanks can turn into a dicey 
balancing act. However, this simple jig makes 
repetitive routing a breeze. 

Begin with a %x6x28" MDF base. Then add 
three W f *thick MDF pieces—a 4x20" piece beside 
the workpiece and 4x6" pieces at either end—to 
capture the back slat (D) blank and support the 
router base. 

insert a blank into the jig recess. Starting at the 
left end of the jig, rabbet the jig and blank edges, 
as shown at right . Then turn the blank upside 
down, and rout a second rabbet. Repeat for the 
other blanks. 
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Cherry gel stain colors pine headboard 
ply wood without blotching. Nail the back on 
after finishing the rest of the shelf 


Nail each slat (D) to the top (C) and shelf (B) 
using a Yb" spacer to separate them. This adds 
shadow tines and allows for expansion. 


it to match the cherry | Photo G|, and 
attach it with W brads. 

Crosscut the back slats (D) to length, 
then rip the rabbeted edge off the 
two outside slats. Sand the slats to 220 
grit and stain, if desired. 

Attach one narrower outside slat i D), 
with the rabbeted edge up, using W' 
brads. Then attach two-thirds of the 
remaining slats, separating them with a 
W-thick spacer [Photo H], (A crafts stick 
will work.) When you get to the last six 
slats, space them evenly apart within 
the remaining space and nail in place. 
Buy or make Vs 'wood plugs W' long, 
and glue them in place over the 
screws. Cut the plugs flush with a sharp 
chisel or saw [Photo I] and sand smooth. 
Finish-sand parts to 220 grit. Apply 
stain, if desired, and a clear finish. 
(We used Minwax no. 607 Cherry wood 
gel stain to lessen blotching, followed by 
two coats of wipe-on polyurethane.) ♦ 



A flush-trim saw cuts plugs flush without 
marring the surrounding surface. Then 
smooth them during finish-sanding. 


Written by Bob Wilson with Kevin Boyle 

Project design; Roger Kelndef 

Illustrations; Roxanne LeMoine: lorna Johnson 






Cutting Diagram 


f“- = - v y - 



— 




® “ ^ 

i 0 

r 


@ 

ZXo)_ 

¥ 

IDP 

— 




% x 7Vt X 96" Cherry (5.3 bd. ft.) 

*Plane or resaw to the thickness listed in the Materials List. 



% x 7Vi x 96" Cherry (5.3 bd. ft.) 



% x 3Vi x 24" Cherry (.7 bd. ft.) 


» ^-.( T U- - — > 

1 ” diam. x 36" Cherry dowel (2 needed) 


Cover up screws with 
these two accessories 

Countersink/ 



Two low-cost drilling accessories 
help you hide the screws used to 
assemble this shelf. The Ys n 
countersink/counterbore bit (see 
Sources) drills a counterbore, a 
countersink for flathead screws, and 
a pilot hole in one pass to save time 
and increase accuracy. 

To fill the counterbore, make 
plugs in scrap using a plug cutter 
made for use in handheld drills. 
Then saw or pry the plugs loose. 


Materials List 

Part 

FINISHED SIZE 

T W L 

Mat!. 

Qty. 

A 

sides 

W 6" 

20 ,f 

C 

2 

B 

shelf 

W 5W 

32 V." 

c 

1 

C 

top 

W 7" 


c 

1 

D* 

back slats 

W T 

9)4" 

c 

19 

E 

towel bars 

I 11 diam. 

33 W 


2 


* Parts initially cut oversize. See instructions. 
**Use cherry dowels if available. 


Materials key: t-cherry, B-birch 

Supplies: #8x1#' flathead wood screws, #16x^4* brads. 

Bits; ft" straight bit, YC rabbeting bit, 1" Forstner bit. 

Sources 

Counter sink/co unler bore bit; #8 countersink no. 
50J04.0B, $7.80, Lee Valley, 800-871-8158 or leevalleycom. 
Plug cutter: Self-centering ^"-diameter plug 
cutter no. MBT-0375, $16.05, McFeeSys, 800-443-7937 or 
mcfeelys.com. 
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Watch FREE videos of our 
visit with Norm Abram at: 


In his third decade 
on TV, Norm Abram 
continues to educate 
millions of PBS 
viewers about 
woodworking and 
home remodeling. 
We visited his 
Boston workshop 
to get an inside 
look at the man 
and share in his 
best pearls of 
woodworking 
wisdom, 
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Norm at a glance 


Age: 59 

Family: Wife (Elise), 1 daughter, 1 stepson 
Hometown: Milford, Mass. 

Education: University of Massachusetts 
(mechanical engineering h production 
management) 

Work history before TV: Construction 
worker, self-employed general contractor 

First appearance on This Old House t 1979 
First episode of The New Yankee 
Workshop: 1988 

First woodworking tool: Handy Andy child's 
tool kit 

First piece of furniture I built: A bookcase 
for college when I was 17 years old 
Professional influences: My father, who was 
a carpenter 

Toughest woodworking skills I've learned: 

Carving, gilding 

Hobbies outside woodworking and 
carpentry: Boating, fishing, travel, cooking 


Norm's Favorites: 

Furniture style: Shaker, Early American, 

Arts and Crafts 
Wood species: Cherry, mahogany 
Furniture finishes: Tung oil, wipe-on polyurethane 
Hand planes: Low-angle block plane, shoulder plane 
Car: 1948 Ford coupe that I restored 
Sports teams: All Boston teams 
TV show (that I'm not in): The Sopranos 

Vacation spot: Off the beaten path, preferably on or near the water 




Norm searches for the best color 
and gram match for a cherry 
bedside table. 


I e's the Elvis of woodworking. And, 
■■■ like Elvis, the world is on a first- 
I name basis with him. Instantly 
recognizable with his plaid shirt and 
beard. Norm Abram carries the torch as 
today's biggest woodworking celebrity. At 
public appearances, people stand in line 
for hours to meet Norm and get his auto¬ 
graph or photo. Everyone turns to look 
when he enters the room. 

But get outside the scope of wood¬ 
working and Norm is just a regular guy 
going about his business. And despite 
the fame of a television career, he's 
friendly, modest, and accommodating. 
He just happens to make his living In 
front of a TV camera. 

"The two shows [The New Yankee 
Workshop and This Old House f both on 
PBS | have been really good to me/' Norm 
says with a sheepish grin, as though l ie 
doesn't deserve the adulation. "1 have 
no desire to be a big celebrity. ! enjoy 
what I do, but I also enjoy my privacy/' 

A star is discovered 
in the barn 

Thirty years ago, television producer 
Russ Morash hired Norm, then a private 
contractor, to build a barn for him. "He 
impressed me with his quality work and 
small scrap pile/' Morash recalls. When 
he finished, Morash offered him a role 
on This Old House , a new show that 
focused on restoring old homes, 

"But we didn't just throw him into the 
show because he had never been on TV 
before/' Morash says. "The host would 
ask him questions and he'd answer. He 



During the show's off-season, we were able 
to watch Norm build two cherry bedside 
tables for his home. 


was—and still is—so credible and believ¬ 
able and honest." 

"When I first started with This Old 
House, it was scary," Norm remembers. 
"But I quickly learned that if I just did 
what I knew and stopped worrying 
about the camera that 1 would be okay. 
I'm still amazed that I've made a career 
out of what I enjoy doing" 

Soon Morash had another idea, "We 
were building a lot of nice things in the 
shop rather than on-site/' he says, "and 
one day 1 asked Norm if he could build 
furniture for a TV show. The public 
loved it right away." Russ and Norm 
thought tlris new show about wood¬ 
working might last for three or four 
years. Little did they know. 

"The secret to The New Yankee Work - 
shop, right from the start, is w r e build 
real, practical projects that people like," 
Norm says. 

Clad to be in plaid 

To help build the show's identity, Morash 
urged Norm to develop a look. "When 
the show started, Russ said 'Wear plaid 
shirts, they're good for the camera,' That 
automatically became my trademark. 
But by and large, beyond television, I 
don't wear them very frequently. One 


thing about television, once you create a 
character it's hard to jump out of it. If 1 
wanted to become anonymous I'd shave 
my beard and wear a solid color shirt 
and probably go around unnoticed. But 
now it's part of who 1 am," 

As is his well-worn leather carpenter's 
tool belt. And don't forget Norm's mes¬ 
sage about shop safety—most viewers 
know it by heart—that precedes the use 
of power tools on every project. The 
American Academy of Opthalmology 
recently honored Norm for promoting 
the use of safety glasses. 

Tm still amazed that 
I've made a career out 
of what I enjoy doing" 

Norm answers his critics 

To be fair, Norm has his detractors. Some 
say he builds furniture like a carpenter, 
citing his regular use of pneumatic nail¬ 
ers. Norm admits his roots developed in 
carpentry, but also recognizes the prog¬ 
ress he's made as a furnituremaker. 

"Certainly my skill level is much 
higher than when I first started The New 
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"I've always enjoyed what I do. I’m always going to be 
doing something that revolves around building or woodworking , 

maybe teaching , maybe learning some more." 


Yankee Workshop /' he says* 'There are 
many craftsmen out there who are bet¬ 
ter than I am* I see myself as a fairly 
ordinary woodworker* Like any crafts¬ 
man, you want to take some of your 
early pieces and tb row them in the fire¬ 
place; you don't want anyone to see 
them* But it's your history. It shows how 
you've progressed at your craft*" 

And the brads? Norm points out that 
there are more nails in furniture than 
most people want to admit "When you 
look at antiques that are a hundred or 
more years old, they've got a lot of cut 
nails i n them. I think there's a place for 
them that's not offensive or violates a 
craftsman's work." 

Norm considers his future 

After 20 years and hundreds of projects 
on The New Yankee Workshop t what's 


next for Norm? "My wife says I'm never 
going to retire" he chuckles* "She likes 
to joke that T can't walk across the room 
without accomplishing something along 
the way* And I've always enjoyed what 
I do. I know I'm always going to be doing 
something that revolves around build¬ 
ing or woodworking, maybe teaching, 
maybe learning some more. 1 know I 
don't want to be a pitchman, go out and 
sell product." 

When asked to ponder his legacy, 
Norm pauses to consider, as though he's 
never thought about it before. T think 
it's going to be less about what I built 
and more about what 1 taught or inspired 
people to do* I'd like to be thought of as 
the guy who did a TV show about wood¬ 
working, got people of all ages interested 
in woodworking, and brought them a 
lot of enjoyment." 



Calling hrs lathe skills "good enough,” Norm 
says he won't shy away from a project just 
because it might have turned elements. 


HE'S A LEC MAN 


10 Things You Might Not Know About The New Yankee Workshop 


1 * Norm designs and builds each 
project* He does get some help, though, 
from shop assistant Wade Burcher, who 
maintains the tools, shop, and grounds, 
as well as applying subsequent coats of 
finish to projects off-camera. 

2. One for you, and one for me* 
Norm builds two of each project, and no 
more* He keeps one and producer Russ 
Morash gets the other* Occasionally, 
they donate one of the pieces to charity. 
3* It really is a two-day show. When 
Norm says "Well, good morning!" about 
midway through a show, it actually does 
signal the start of a second day* They 
tape half the show one day, skip a day, 
and then come back and finish* "1 like a 
day off in between tapings so I can make 
any adjustments/' he says* 

4. Norm does not promote tools on 
the show. Yes, most of the tools in The 
New Yankee Workshop come from the 
show's major underwriters, Delta and 
Porter-Cable, but PBS rules require all 
brand names to be masked over. "I might 
recommend a type of tool for a job, but 
never a particular brand. If 1 use a tool 
on the show it means it works well and I 
like it," Norm says. 

5* (Gasp!) Norm does make mis¬ 
takes. Prior to taping an edisode, Norm 
spends days fine-tuning his designs and 
techniques to work out any bugs* "When 
it comes time to produce the TV show, I 
know exactly what I'm going to do." 



During our visit to Old Sturbridge Village, 
Norm recorded a promotional spot for a 
local P8S television station* 

6. Norm's not just a power-tool 
guy. It only seems that way because he's 
trying to appeal to a mass audience, 
most of whom use power tools. In real¬ 
ity, he uses a low-angle block plane and 
shoulder plane on nearly every project, 
though they seldom make the cut for 
the show. 


7. Time demands a few conces¬ 
sions* For example, Norm has an 
industrial-sized, wide-belt sander in the 
shop, but you never see him use it. "We 
use tools that our viewers have," he 
explains, "but we work on a production 
schedule and there are deadlines to 
meet* It helps me do that." 

8. He doesn't live in the past. Norm 
regularly uses a cell phone, digital cam¬ 
era, iPod, and laptop computer. He uses 
the Internet, as well, for research and 
shopping. 

9. No sponsors, no show. Two under¬ 
writers withdrew their support after the 
2008 season, leaving only longtime sup¬ 
porters Delta and Porter-Cable for 2009. 
"If they left we'd have to find another 
major sponsor or get PBS funding, but 
that's hard to come by* Otherwise, we'd 
be done. It's always a good day when 
Russ says 1 We've got underwriting for 
another year'*" 

10* The camera adds square foot¬ 
age. Because of wide-angle camera 
lenses, the New Yankee Workshop 
appears larger than it is* In reality, the 
working part of the shop measures 
26x36’, about the size of a three-car 
garage. It's half of a two-story barn that 
Norm built, but he uses the other half 
for finishing projects, office space, and 
storage for tools and accessories. Norm 
moves most machines around on mobile 
bases for filming each show. 















Benefiting from furniture designs of the past 


From its inception, Norm Abram and 
Producer Russ Morash grounded The 
New Yankee Workshop in a foundation of 
traditional furniture styles. At the begin¬ 
ning of each episode, Norm visits a 
museum or historical site to see a par¬ 
ticular piece of furniture crafted long 
ago. He takes measurements and photos 
of the piece, then goes back to his Bos¬ 
ton shop and builds a similar version* 

Tm drawn to functional furniture 
and less to something for art's sake," says 
Norm. "I look for good proportions, and 
ask 4 VV hat's different about this than the 
other projects we've done before? What 
haven't we shown people before that we 
could teach them?' And we want some¬ 
thing that our viewers want to build." 

Going back to the roots 

One of Norm's go-to spots for project 
ideas is Old Sturbridge Village, a living- 
history 1830s settlement in Sturbridge, 
Mass. Norm has built six New Yankee 
projects based on pieces he discovered 
there, including the butterfly table 
shown at right. 

"We're grateful to museums and places 
like Sturbridge for allowing us to come 
in and film these projects," he says. 
"Places like these are our heritage and 
our resources for discovering the history 
of furnituremaking and so much more. 

"To me the anonymous craftsman [of 
a bygone era] is the ultimate inspiration 
because the work that he's left behind 
all these years later speaks for itself. [The 
pieces are] well-made, and they were 
made without the tools we have today/' 

So what does he look for, and how 
does he start after choosing a piece? 
"One of the things 1 love about looking 
at an antique is the proportions. The old 
pieces of furniture just feel right. And 
I'm not so much interested in making 
exact replicas as making a piece inspired 
by it. When you're looking at antiques, 
allow yourself the freedom to make 
slight changes and adapt the design to 
your own needs/' 

Norm's reproduction tips 

■ If you're interested in reproducing an 
antique, Norm suggests you bring along 
a tape measure [standard and fabric), a 
6 ir square, tracing paper, graph-paper 
sketch book or notebook, and a digital 
camera or video camera. 

"The digital camera has become a very 
valuable tool when you're trying to 
document an old piece of furniture. 
With any camera you have to be careful 


of the angle you shoot because any dis¬ 
tortion could alter the dimensions or 
proportions of your project." 

Norm traces any curves or unusual 
shapes when he can. With turned fea¬ 
tures he takes precise measurements of 
diameters and spacing. "Sometimes 1 
just hold mv tape next to a leg and shoot 
a photo or video of it, and then figure 
out the measurements back in the shop. 
It's not critical to get each dimension to 
the 32nd of an inch; it's the proportions 
that I'm looking for" 

■ Always ask permission from the owner 
or museum staff before approaching the 
piece. They might provide you with 
dimensions or other pertinent details. 

■ If you can't get close to the piece, take 
photos from multiple angles. Then use 
nearby objects, such as floorboards, elec¬ 
trical outlets, or stairs, to determine scale. 
"Guess at the approximate dimensions," 


"It's not critical to get each 
dimension to the 32nd of an 
inch; it's the proportions 
that I'm looking for." 

he says, "and use your photos to maintain 
the proportions. You really only need a 
few dimensions to get started." 

■ lb determine an approximate angle— 
splayed legs on a table, for example— 
shoot photos of the square standing 
next to the angled element. Then esti¬ 
mate the angle back in your shop. 

■ If possible, shoot photos of hard-to- 
see areas for details, as shown below. 

■ Draw details on graph paper to help 
you maintain proportion. You can also 
enlarge photos for full-size patterns. 



Because he couldn't tip it. Norm took this photo (Jeff) of the underneath side of a bowfront 
chest to See the joinery. He also records detailed notes and dimensions [right) for each project. 



THE SOURCE OF INSPIRATION 

ir, - n 


Norm shows WOOD magazine's Bob Hunter some of the details, such as splayed legs, that 
fascinated him about this butterfly table at Old Sturbridge Village, 
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Norm's laws 
for buying and 
using lumber 

Nearly four decades of working with 
wood have taught Norm truths that 
apply to most wood-selection scenarios: 

■ Norm typically buys only the wood 
he needs for a specific project, most 
often from a local hardwood dealer that 
lets him sort through the stacks for 
choice pieces. 

" Don't spend a lot of money on a 
board that's longer than you need/' he 
says, "But if you find a really spectacular 
piece, even though you might not need 
it right then, buy it because those boards 
can be hard to find," 

■ "The biggest mistake people make is 
they want every board to be perfect. I'D 
take a piece of wood with a small defect 
or two and then work around them if 
the rest of the board is really good. Even 
though I'm frugal, 1 realize there's always 
going to be some waste," 

■ Visualize where a board will fit on 
your project. If you need to create match¬ 
ing parts, get them from a single board. 

■ Don't begin working the wood as soon 
as you get it in your shop. Instead, let it 
sit for a few days to equalize its moisture 
content with that of your shop. 

"The biggest mistake people 
make is they want every board 
to be perfect” 

■ When edge-gluing tabletops and w r ide 
panels, match the color and grain of the 
face that will show. Forget about the 
orientation of end-grain growth rings, 

■ 1 ook at both faces of a board, because 
one might look much different than the 
other. You can often hide a lesser-quality 
face inside a project. 

■ Avoid warped boards entirely: You'll 
waste too much material machining 
them to size or get only small workpieces 
from them. 


Nails or other metal can be difficult to find at first sight. This oak 4x4 looked nail-free, until 
cleaned off with a belt sander. That's when a broken-off nail showed up. 


Written by Bob Hunter 

Photographs by Bryan McKay 


Norm compares white oak boards at his favorite hardwood retailer, looking for stock that will 
match nicely for a tabletop. 


■ To maximize prized figured wood, 
resaw it into thinner pieces and laminate 
them onto less-expensive stock, 

■ If possible, get your hands on old, 
recycled lumber. "Not only is it good 
environmentally, but there's a tot of 
character in that wood," Norm says. 
"And if it's truly old-growth timber, then 
it's going to have really tight growth 
rings, so it'll be more stable even if a 
board is two feet wide." 

■ To find old-growth timber, took for 
buildings being torn down, or simply 
falling down, and ask the owner or con¬ 
tractor if you can help dispose of the 
boards. Old barns, warehouses, and 
docks are good sources, 

"We love to get hold of old attic floor 
boards. They're typically a pretty decent 
pine with tight growth rings, they don't 
have a lot of wear, and they're probably 
not heavily nailed/' 


■ Norm cautions that the yield is typi¬ 
cally pretty low with reclaimed wood. It 
takes more time and muscle to get the 
lumber into a workable state as com¬ 
pared to new stock. "You have to be 
careful or you can damage your tools. 
Expect to find a lot of nails, loose knots, 
grit, and dirt Even rust left from a nail 
can dull planer knives or saw blades." 

■ Invest in a metal detector (about $100 
to $200) to find metal you can't sec. 

■ When cleaning recycled lumber, avoid 
bending any cut nails, which can break 
off in the wood. 

■ Sand old boards with a portable belt 
sander to remove surface debris and 
expose obscured nails. An exposed nail 
could tear costly drum-sander belts. 

■ Saw off the ends and edges of reclaimed 
stock with a blade you're willing to sac¬ 
rifice, There's likely grit embedded in 
those areas, 

■ Likewise, use an old set of planer and 
jointer knives for cleaning old stock. 
Install new knives to machine the wood 
to final dimensions. 

■ Norm likes to leave nail holes and 
defects in the wood for character rather 
than filling or patching them. "What's 
the sense of using reclaimed lumber and 
not showing part of its history?" # 
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Better Homes and Gardens. 


PATTERNS 

September 2009 Issue 192 

Dear Reader; As a service to you, we've included fuii-size 
patterns on this insert for irregular shaped and intricate 
project parts. You can machine all other project parts using 
the Materials List and the drawings accompanying the 
project you're building. 





© Copyright Meredith Corporation, 
2009, All rights reserved. Printed 
in the U.S.A. Meredith Corp., the 
publisher of WOOD Patterns©, allows 
the purchaser of this pattern insert to 
photocopy these patterns solely for 
personal use. Any other reproduction 
of these patterns is strictly prohibited. 


Limbert-style 
Arts & Crafts Table 
Page 30 
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Basic-Built Wall Shelf 
& Towel Rack 
Page 34 
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SHELF SIDE 
FULL-SIZE PATTERN 





















































Printer Stand 
Page 66 



4" 


© 

RIGHT FOOT 
FULL-SIZE PATTERN 

(3 needed) /*^\ 

Miter on two 
feet only. 
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Slant-Sided 

Music 
Box 

Mahogany and maple blend 
harmoniously in a box 
as beautiful as the 
music within. 


D id you know that a music move¬ 
ment playing in the palm of your 
hand is barely audible? Only 
when mounted to a board does it reso¬ 
nate loudly enough to fill a room with 
its tinkling melody. Build a beautiful 
box like this to hold tire movement, and 


the lucky owner enjoys a serenade every 
time she lifts the figured maple lid. 

Besides the music movement, the only 
other hardware you'll need is a pair of 
stop hinges that keep the lid propped 
upright while the music plays. See 
Sources on page 51. 


Compose a box 

From ^-thick stock, cut a 2§£xl0" 
blank for the front (A) and two 
2%x7’' blanks for the sides (R), 

Using a W straight bit in a table- 
mounted router, rout a rabbet in the 
back end of each side (B) [Drawing 1], 
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ROUTING THE RECESS 


BASIC BOX 


5 Using a !4 M straight bit in the router 
table, rout a W groove £W‘ deep in 
the front (A), sides (B), and back (C) for 
the bottom (D) [Drawings 1 and 2]. 

Time for recess 

I To make the recess for the lid handle 
(I), create a template from W l ply¬ 
wood the same size as the front (A) 

|Drawing la]. Cut the notch out of the 
template, then use double-faced tape to 
fasten the template to the front (A) with 
the ends and edges flush. 

2 Chuck a 14 11 straight bit into your 
router; then install a ] A" outside- 
diameter guide bushing in the base. 
Note: The bit must be long enough to ex¬ 
tend below the router base. 

3 Place the template and front (A) 
assembly template side up, on a 
router mat, or use double-sided tape to 
secure it to your bench. Set the router bit 
for a W'-deep cut in the front (A), and 
rout around the template notch | Photo 
A]. Score the top edge of the front to 
prevent chip-out as you remove the 
remainder of the waste in the recess 
[Photo Bj. Square up the recess corners 
with a chisel. 

4 To determine the size of the bottom 
(D) p dry-fit the box and measure the 
inside dimensions. Add W to each 
dimension, and cut the bottom to size 
from W stock. Sand the inside faces of 
the front (A), sides (B), back (C), and bot¬ 
tom (D) to 220 grit. 

5 Assemble the box [Photo C]. Do not 
glue the bottom (D) so that it can 
expand and contract freely. 


-/a 11 rabbet 


VT grooves Yu deep Vi" from bottom edge 


Yb" rabbet Vie" deep 


5 /e'-deep kerf 


kerf 


T splines 


After routing a shallow recess, use a crafts 
knife to score from the edges of the recess 
down the top edge of the front [A). Routing 
a recess Yu" deep creates a notch by cutting 
through to the rabbet along the top inside 
face of the front (A). 


Guide bushing 
with T /V 
straight bit 


Template 


Recess Vu deep 


scoring 

prevents 

chip-out. 


•w- 




HANDLE RECESS TEMPLATE 


-- 3^a ,r ——| 

r T 

- 9 —- 

2V 

— 3Vx6— 


—- 

T 




- r 



PROJECT HIGHLIGHTS 


Overall dimensions; 9" wide * 6VT 
deep x 2W high. 

Splines reinforce mitered and 
butt-jointed corners and provide 
contrasting accents. 

Open the lid to start the music and 
reveal the brass movement sheltered in 
a windowed compartment. 

Music movements come in a variety 
of melodies. Sources on page 53 lists 
some choices. 


3 Reset the router-table fence to rout 
the % ,r -wtde lid rabbet inside the top 
edge of the front (A) and sides (R) [Draw¬ 
ings 1,2]. Note that the sides should be 
mirror images of each other. 

4 Miter-cut both ends of the front (A) 
so the finished length is 9” [Drawing 
1]. Miter-cut the front end of each side 
(R) so their final lengths are 6W\ 

5 Rip the back (C) to width to match 
the distance from the bottom edge 
of a side (B) to the shoulder of the lid 
rabbet [Drawings 1, 2]. To determine the 
length of the back, dry-fit the front (A) 
and sides (B), and hold the miters 
together with masking tape. Cut the 
back to length to fit between the rabbets 
in the sides. 
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TAPE SLIPPERY MITER JOINTS 


Glue and damp the back (C) between the 
sides (8). Slide the bottom (D) into place. 
Secure the miter joints with masking tape. 



Cut %"-deep kerfs closest to the top of the 
box. Raise the blade, and flip the box in the 
jig to cut ? A"-deep kerfs toward the bottom. 




TIP 


Flat-bottomed kerfs 

A blade with an alternating top bevel 
(ATB) tooth pattern leaves a V-shaped 
ridge in the kerf. That results in small 
gaps between the spline and the 
bottom of the kern , r 

or sand a piece of scrap so it fits easily 
into the kerf. Attach a strip of 150-grit 
sandpaper to the edge of the scrap, 
and sand the "V" fiat. 



SIDE SECTION VIEW 




BEVELING THE BOX 



Accentuate the positives 

I To add the contrasting splines, first 
make a spline-slot Jig like the one in 
Photo 0 . (Download a free plan for it at 
woodmagazlne.com/spl i nej ig.) Clamp 
the box in the jig and cut kerfs for the 
splines |Drawing T j. A rip blade, or a blade 
with raker teeth, cuts kerfs with flat bot¬ 
toms. If the kerfs aren't flat, see the Shop 
Tip above for a solution. 

Plane or resaw and sand a lxl7 h 
maple blank to fit snugly in the kerfs. 
Cut the splines (E) to length from this 
blank [Materials List, page 51 and Draw¬ 
ing 1j. Glue a spline into each kerf, mak¬ 
ing sure it seats fully against the bottom 
of the kerf. 

For the feet (F), cut a ^xl^xlO 11 
blank. Cut the feet to length from 
the blank, and miter-cut two corners 

{Drawing 4|, 


4 Turn the box upside down, and draw 
lines \W from each corner [Photo Ej. 
Glue the feet (F) in place aligned with 
these marks. After the glue dries, use a 
flush-cutting saw to trim the excess 
material from the splines (E) and feet. 
Sand the splines and feet flush to the 
box with 150-grit sa ndpaper. 

Cut a handle filler (G) to fit the recess 
in the front of the box, and glue it in 
place [Drawings 2,4j. 

Bevel the sides 

Make a 12"-long miter-gauge exten¬ 
sion from 1 [ /z u -thick stock and attach 
it to the miter gauge. Tilt the tablesaw 
blade 8° from vertical, turn on the saw, 
and raise the blade through a blank 
zero-clearance insert [Drawing 3], Raise 
the blade 2W above the table, and cut a 
kerf through the extension. 


2 Use the kerf to help position the box 
as you bevel the front (A) and back 
(C) [Drawing 3]. Remove most of the 
waste on the first pass, then take light 
passes until the blade cuts just along the 
lower edge of the foot (F). 

Remove the miter-gauge extension, 
and rip an 8° bevel on one of its 
faces. Reattach the extension to the 
miter gauge with the narrow edge down 
[Photo F], Bevel the sides (B) of the box in 
the same manner as the front (A) and 
back (C), Then sand the outside faces of 
the front, back, and sides to 220 grit. 

Handle the lid 

I To determine the size of the lid (H), 
I measure from the back edge of the 
back (C) to the front of the rabbet in the 
front (A). Subtract W to get the lid 
width. The length of the lid is W' less 
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EXPLODED VIEW 


Vi6x 1 Va' mortises 
Vie" deep 


Trim supplied screws for lid toW long 


8° bevel outside face 


-v&xv&xr 
dear acrylic 


Music x 
movement 


Mitered 
Va x W ends 
notch ^ 


Waste trimmed after assembly 


SKILL BUILDER 



Align the cut-off corners of the feet (F) with 
marks on the comers of the box- Make sure 
the feet stay in place as you damp them. 



Extension 
beveled atS 


BEVEL EXTENSION TO MATCH BOX 


Before beveling the sides (B), rip an 8 e bevel 
on the miter-gauge extension so it fits firmly 
against the beveled front (A) and back [C), 


than the measurement between the out¬ 
side edges of the rabbets in the sides (B), 
When ripping the lid to width, bevel the 
rear edge at 8° to match the bevel on the 
back of the box [Drawing 4]. 

2 Cut the handle (I) to size. Glue it to 
the lid (H), centered from side to side 
and flush with the bottom edge of the 


lid [Drawing 4|. 

3 Cut the hinge mortises [SkillBuilder]. 

Sand a slight chamfer on the rear 
edge of each mortise to provide clear¬ 
ance for the hinge barrel. Drill Vm" pilot 
holes in the back (C) and lid (H), and 
screw the hinges to the box. Check the 
length of the screws before installing them 
in the lid . If they would poke through the 
top face, cut them to length. Before driv¬ 
ing the shortened screws, drive a steel 
screw into the pilot hole to prethread it, 
then remove the screw* 


Create hinge mortises that match 
perfectly between the lid and 
box by using a template and a 
guide bushing in your router. 

From Vz u plywood, make a 
template to fit snugly in the 
rabbets in the top of the box 
(right). Install a guide bushing 
and a straight bit in your router. 

To create mortises exactly as 
deep as the hinge leaf, use the 
hinges to set the router bit depth 
(bottom right). Place a leaf under 
each side of the template. Lower 
the bit through the template 
until it touches the benchtop; 
then lock the height adjustment. 
Secure the template to the box, 
and rout the mortises* 

Center the same template on 
the lid. Tape the template face 
that faced up on the box against 
the underside of the lid. Rout the 
lid mortises. Square the corners 
of the four mortises with a chisel. 



Hinge mortise 
template 


Shelf tirier; 


Template 


Double-faced 

tape 


-t ,:**■ .* . • v .-•*. 
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Instead of trying to measure in the tight 
confines of the box, cut spacers from scrap to 
help position the music movement template* 



Use needle-nose pliers to shape the music 
movement's start/stop wire so music starts 
when the lid opens and stops when it closes. 


And now, a little music 

I Cut a posteT board template the same 
size as the bottom of the music 
movement. Mark on the template the 
center of the key and sound holes, and 
the locations of the mounting screws* 

2 Posit ion the template in the box as 
shown in Photo G. Mark through the 
template the hole center points* 

3 To prevent chip-out when drilling 
the holes, support the bottom of the 
box with a piece of scrap. For the move¬ 
ment we used, we drilled a W-diameter 
sound hole and a ^/-diameter bole for 
the key. Drill slightly oveTsize holes for 
the mounting screws to allow for fine- 
tuning the position of the movement* 

4 From Ms M -thick stock, rip to finished 
width the music case front and back 
(j) and music case side (K) j Drawing 4]* 
Miter-cut one end of the music case front 
and back to finished length. Miter-cut 
both ends of the musk case side to a 
finished length of 3". Cut a small notch 
in the front (j) to allow the wire on the 
music movement to pass through. 

5 Sand the music case front and back 
(J) and side (K) to 220 grit* Then glue 
the music case together. Use masking 
tape to clamp the miters, and pul a tem¬ 
porary spacer in the open side to keep 
the assembly square. 

6 To make the window on the music 
case, fasten a piece of W -thick clear 
acrylic to a carrier hoard to prevent chip¬ 
ping and splitting while cutting it to 
size. Cut the acrylic to fit the outside 
dimensions of the music case [Drawing 
4]. Polish the window's edges by buffing 
with 40G“grit wet/dry sandpaper, 

/ Place the window on the case, and 
mark with a felt-tip pen the location 
for a screw centered on each case piece 


Cutting Diagram 



ft x 5 ftx 36" Mahogany [1.5 bd. ft.) 

*Plane or resaw to the thicknesses listed in the Materials List. 




© 


3 © © © © 




Vi x 714 x 24'" Maple (.7 bd. ft.) 


Q, K)* Drill -diameter holes at these 
locations using a brad-point drill bit. 
Then countersink each hole to accept 
the head of a #3 wood screw. Screw the 
window to the music case, then glue this 
assembly to the bottom (D) of the box. 


Time for the big finish 

1 Remove the hinges and the window 
on the music case. Sand ail parts to 
220 grit* Then apply a finish. We sprayed 
on three coats of an aerosol semigloss 
lacquer, buffing with 0000 steel wool 
between coats, 

2 I ns tall the music movement in the 
music case before reinstalling the 
window. Carefully bend the start/stop 
wire for the movement so that the move¬ 
ment shuts off when the wire reaches 
the bottom of the rabbet in the side (B) 
|Photo H]. Reinstall the hinges and lid. 
Then wind the movement and let the 
music play. ♦ 


Written by Craig Ruegsegger with Doug Hicks 

Project design: Jeff Mertz 

Illustrations: Roxanne LeMoine; Lorna Johnson 


Materials List 


Part 

FINISHED SIZE 

T W L 

Mall. 

Qty. 

*A 

front 

w 

2ft" 

9" 

MG 

1 


sides 

w 

2 ft" 

6ft" 

MG 

2 

C 

back 

w 

m 

734" 

MG 

1 

D 

bottom 

ft" 

53V 

7>3V 

MG 

1 

*E 

splines 

ft" 

1" 

T 

ML 

8 

*F 

feet 

ft" 

134" 


ML 

4 

G 

handle filler 

ft" 

ft" 

2 ft" 

ML 

1 

H 

lid 

ft 11 

53V 

7ft" 

ML 

1 

1 

handle 

w 

ft" 

2" 

MG 

1 

J 

music case front/ 
back 


m r 

2ft" 

MG 

2 

K 

music case side 

ft" 


3" 

MG 

t 


*Parts initially cut oversize. See the instructions. 


Materials key; MG-mahogany r ML-maple. 

Supplies: #3x16" brass flathead wood screws, 1ft x ft n 
brass stop hinges, ft"-thlck acrylic plastic, music move¬ 
ment, 

Slades and bits: Rip and crosscut blades, 14" and Yf 
straight router bits, Vi" router guide bushing, ftf' brad- 
point drill bit. 

Sources 

Hinges; Box stop hinges (2) no, 70391, $30,99 [pair], 
Rockier, 800-279-4441, rockler.com. 

Musk movements: "Brahms' Lullaby'' no. 30458; 
"Amazing Grace" no. 30448: "Silent Night" no. 30446; 
"Pachelbel's Canon in D Major" no, 30591; "How Great Thou 
Art 1 ' no. 30452, $7,89, Klockit, 300-556-2548, klockit.com. 
Music movements available from Rockier: "Blue Danu be" 
no. 34338; J Greensleeves" no. 36223, $12.59. 
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Lyptus 


Combination Core 


Branching Out: 


4 Substitute Wood Products 

You Should Try 

There's more to life than oak, pine, and plywood. Modern manufacturing and 
"green" thinking have led to a number of new woods. Here are four of our favorites. 


Hardwood: Lyptus 

The holy-grail quest of the lumber world has long been to find 
an inexpensive and sustainable alternative to genuine mahog¬ 
any. The various African and South American substitutes that 
rise to the challenge often become increasingly unavailable 
and pricey as they gain prominence. 

In steps Lyptus, A eucalyptus hybrid grown in sustainable- 
growth plantations in Brazil and distributed by Weyerhaeuser 
(800-320-9720, lyptus.com), Lyptus reaches maturity in about 
15 years—2 to 4 times faster than similar hardwoods in colder 
climates—keeping its price low and its availability high, 

WHY YOU SHOULD TRY IT: The color of Lyptus ranges from 
Light pink to a deep cherry tone, and it finishes easily. While 
Lyptus's hardness, durability, and price are on par with hard 
maple, its fine grain resembles genuine mahogany. You can 
even find Lyptus plywood in a variety of thicknesses, colors 
and core options, 

WATCH OUT FOR: Splintering. Lyptus splinters easily, so back 
up your routing, cutting, and drilling with scrap, (Some wood¬ 
workers choose to wear gloves when handling Lyptus to avoid 
the small splinters.) Like hard maple, Lyptus can be tough on 
your tools. Use carbide-tipped blades and bits and make sure 
that they are sharp to reduce splintering and tear-out. When 
routing, make multiple passes, removing no more than W of 
material at a time. 


Sheet Goods: Combination Core 

As manufacturers continue to reduce the thickness of veneer 
on sheet goods, it becomes easier to accidentally sand through 
that thin outer skin. And while hardwood-veneered sheets of 
medium-density fiberboard (MDF-core) give you smoothness, 
they're not suitable for applications where rigidity and strength 
count. Out advice: Take a look at combi nation-core sheet 
goods. Marketed variously as Combi Core, Armor Core, Classic 
Core, and Pro Core, combination-core sheet goods sandwich 
softwood plies between MDF layers, which are then faced with 
hardwood veneer. 

WHY YOU SHOULD TRY IT: Combination-core sheet goods 
blend the best qualities of plywood and MDF. The plywood 
core provides rigidity and holding power for screws while 
keeping the weight to a more manageable level than MDF- 
core sheets. The MDF layers ensure that the imperfect plies 
don't telegraph through the top layer of veneer, giving you a 
smoother surface and a void-free substrate, these sheet goods 
are perfect for desktops or other surfaces that need a high- 
gloss finish where surface irregularities might otherwise stand 
out. Check with your local lumber supplier for availability, 
WATCH OUT FOR: Price. You'll pay from 5 to 20 percent more 
for combination-core than for veneer- and MDF-core sheet 
goods. But that's not nearly as much as replacing the plywood 
you ruined while sanding out surface irregularities. 



We used a walnut dye 


(Lockwood #99, 866-293-8913 
wdlockwood.coin) on the 


Lyptus, bottom, to resemble 
the walnut Danish oil finish of 
the genuine mahogany, f;op 




In combination-core sheet 
goods, smooth MDF replaces 
the outermost plies, but leaves 
the inner plies for rigidity. 


Hardwood veneer 

MDF 


Veneer pif es 
MDF 

“Hardwood veneer 





WOOD magazine September 2009 





Outdoor Projects: Ipe 

Looking for the ultimate, insect-repel lent, rot-resistant wood 
for your next outdoor project? Fake a look at ipe (pronounced 
EE-pay). Ipe's rich color and unmatched durability have made 
it the darling of deck construction for several years. Lumber 
retailers increasingly stock ipe as dimensioned hardwood. 
When finished properly, ipe makes a striking choice for out¬ 
door furniture, planters, arbors, and footbridges. 

WHY YOU SHOULD TRY IT: Ipe's durability seems almost 
mag leak Naturally resistant to decay, moisture, insects—even 
fire—it's so dense that it actually sinks in water. And, though 
its price runs about twice that of cypress or cedar, with proper 
treatment, outdoor projects made from ipe will long outlive 
these less-durable woods and may very well outlive you, 
WATCH OUT FOR: Construction considerations, Ipe's hard¬ 
ness is rough on cutters. Be sure to use sharp, carbide-tipped 
blades and bits. To avoid surface checking, immediately treat 

the ends of ipe with a wax-based end- 
grain sealer after cutting it. To 
maintain a rich walnut color, apply 
an annual treatment of a penetrat¬ 
ing oil finish containing UV 
inhibitors such as Penofin 
(800-736-6346, penofin.com). 



Eco-sensitive: Bamboo 

No longer limited to a dietary staple for pandas, bamboo is 
actually a grass with some pretty amazing qualities, it grows 
to harvestable size in 3-5 years and regrows after cutting. Its 
stalks can be cut into strips and laminated to form a surpris¬ 
ingly hard and stable woodlike material. Bamboo is making its 
way into all types of applications, from flooring and kitchen 
countertops to sheet goods and decorative banding. 

WHY YOU SHOULD TRY IT: Manufacturers, such as Totally 
Bamboo (760-471-6600, totallybamboo.com), manipulate the 
distinct yet subtle grain patterns and color, to produce a nearly 
endless variety of patterns. As the even-toned, knot-free looks 
of bamboo become more and more popular, watch for an 
increasing number of products and materials made out of this 
versatile and affordable plant. 

WATCH OUT FOR: Shredding. Use fine grits when sanding 
and shallow cuts when routing to avoid shredding bamboo's 
fibers. Also, bamboo's porous end grain quickly absorbs all 
liquids. Seal surfaces against moisture with an oil finish or 
polyurethane to avoid warping and swelling, ♦ 


Written by Lucas Peters 




Manufacturers laminate bamboo either horizontally (left) or vertically 
(right). Heating bamboo carbonizes the blond-colored stalks, 
darkening them to a caramel tone. 
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Problem 

Hand To 


...every woodworker should 
own and use religiously.^ 


^ ■ ot every woodworking task calls 
lroJ| for a tool with a plug or a battery, 
^ Sometimes, the best tool for a job 
is powered by your own two hands. 

Peek inside the WOOD® magazine 
workshop and you'll see nearly every 
stationary and hand-held power tool 
imaginable. But open the drawers near¬ 
est our workbenches, and you'll find 
them filled with well-used hand tools 
ranging from utility knives to block 
planes. That's because even the greatest 


1 Bench chisels 

Like a trusty pocket knife, you'll reach 
for a sharp chisel to help with a host of 
odd Jobs, Ours get a regular workout 
smoothing the walls of mortises roughed 
out on a drill press. For this task, you'll 
want a chisel at least 1" wide to pare the 
walls, as shown at right, and a W or W 
chisel (or the nearest metric equivalent) 
for the ends. We prefer chisels with bev¬ 
eled edges, which can reach into tight 
corners or between hand-cut dovetails. 
Other uses: Keep a set handy to tweak 
the fit of all kinds of joints, not just 
mortise-and-tenons. We also use bench 


assortment of the best power equipment 
can't handle every woodworking task. 

A simple card scraper, for example, 
has no speed adjustment, no accessories 
or attachments, and barely even an 
instruction manual. But it can peel off 
an old finish faster and cleaner than a 
random-orbit sander, and leaves an 
almost-burnished smooth surface when 
used on bare wood. 

Some of these hand tools (see Sources) 
require a bit of skill and practice, but 


chisels for everything from trimming 
off tiny bits of glue squeeze-out, to 
squaring router-rabbeted corners on the 
backs of frames, to shaving finish flaws 
from flat faces. 

Success secret: Tougher steel generally 
costs more money. So buy the best qual¬ 
ity you can afford, even if that means 
settling for the smallest available set or 
buying individual chisels as needed. 
Then learn how to hone a razor's edge 
on them. To see a free video explaining 
a no-fuss sharpening technique, visit 
wood magazi ne. com /sha rpeni ngv id. 


most produce excellent results right off 
the bat. All of them deserve drawer space 
near your workbench. 

What's in your shop? 

Got a favorite must-have hand tool? Tell us 
about the tool and how you use it. Email 
bob.wilson@meredjth.com, or write to Bob 
Wilson, WOOD magazine, 1716 Locust St., 
LS-221, Des Moines, IA 50309-3023, 



Chisels flatten the walls and square the 
rounded corners on this drilled mortise. A 
guide clamped to the workpiece keeps the 
chisel at a 90° angle. 
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2 Contour sanding grips 


Look around your shop long enough, 
and you may eventually find some 
object the right size and shape to use as 
a temporary backer for sanding a profile. 
Instead, skip the search, and get a set of 
these pliable grips. Their varied contours 
sand everything from crown molding 
contours to W' round-overs without 
altering the profile. A full set includes 
angled, concave, and rounded shapes. 


Other uses: Use the narrow handle to 
reach deep into grooves. Or flex the 
handle against a gentle concave profile 
in place of a foam sanding pad. 

Success secret: The small sanding sur¬ 
face area wears quickly, so frequently 
rewrap the grip with fresh abrasive. 
Small sanding tools have a way of disap¬ 
pearing; keep them organized in a kerfed 
scrap block, as shown at right 



Foam sanding pads work well on broad 
curves, but contour sanding grips reach into 
and around tight curves and V-grooves. 


3 Card scraper 

Because it takes off so little wood, card 
scrapers smooth wildly figured woods 
without tear-out. On straight-grained 
wood, they also can eliminate at least 
one of the coarser sandpaper grits needed 
to remove tool marks. Use curved or 
goose-neck scrapers to shear tool marks 
off gently rounded profiles. 


Other uses: fry removing a defective or 
damaged clear finish by sanding it away, 
and you'll quickly discover “corning." 
That's when finish turns into hard globs 
that clog sandpaper and mar a surface, A 
card scraper quickly peels off film fin¬ 
ishes—including polyurethane, which 
resists abrasion, as shown opposite top , If 


necessary, follow up by finish-sanding at 
180 or 220 grit, and you're ready to 
refinish the surface. 

Success secret: Card scrapers work by 
planing off wisps of wood (or finish) 
using a tiny hook along the edge. To get 
a hook that's just right, see a free video 

at woodmagazinexom/cardscraper. 


4 Low-angle block plane 


You'd need a stack of sandpaper to pro¬ 
duce the smooth surfaces left by a few 
strokes from a well-honed block plane. 
Keep a sharpened one handy to perfect 
mating faces before edge-gluing joints. 
Other uses: Try a low-angle block plane 
to cleanly trim proud end grain from a 
butted coi ner joint or through-dovetail 
joint. Unlike sandpaper, a block plane 
removes an even amount of wood when 
ch a m fe ri n g a s h a r p edge, 


Success secret: June up any new plane 
by first flattening the sole using 180- r 
220-, 320-, and 600-grit wet/dry abrasive 
sheets lubricated with WD-40 on a piece 
of plate glass. Rub the sole back and 
forth, rotating it end for end periodi¬ 
cally, until it's uniformly shiny. 

Then hone the blade using tips from 
the sharpening video mentioned earlier. 
Keep it sharp by storing the plane imme¬ 
diately after use. 



With the blade set to remove shavings less 
than paper thin, a basic block plane peels 
away burn marks in a couple strokes. 


5 Flush-trim/dovetail saw 


With no tooth set, these saws help you 
trim plugs or dowels flush without scar¬ 
ring the surrounding wood. As an added 
precaution in soft woods, such as pine, 
first push the exposed plug through a 
hole in a worn-out sanding disc, as 
shown at right. Then sand flat the 
remaining nub. 

Other uses: At least one saw (see 
Sources) includes two interchangeable 
blades—one for flush-trimming, and 
the other with a rigid back for making 
super-thin kerfs for hand-cut joints, 
such as dovetails. 

Success secret: For flush-cutting, flex 
the saw body to keep it pressed firmly 


against the wood surface, and cut on the 
pull stroke. Don't rotate the saw handle 
in a way that angles the teeth enough to 
dig into the surface. ♦ 

Sources 

Bench chisels: Boxed set of six bevel-edge chisels 
{K W t Vf, K 1", m 1 by Irwin Marples no. 30033, $70, 
Rockier, 800-279-4441, or rockler.com 
Contour sanding pads: Set of 15, no. 68Z82.10, $14, 
Lee Valley Tools, 800-871-3158, or 1eevailey.com 
Card scrapers: Set of two BAH CO Swedish scrapers, 
no. 02Z10 ,$18, Woodcraft, 800-225-1153, or 
woodcraft.com 

Block plane: Veritas Apron Plane no. G5P27.G1, $85, Lee 
Valley Too 15. 

Flush-cutting/dovetail saw: Dozuki flush-out/ 
dovetail saw set with two blades and one handle no. 
22305, $37, Rockier 



A disc placed abrasive-side down around 
the plug prevents minor sawtooth scratches 
should you accidentally pivot the blade. 
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Whether you keep it simple or dress it up, this project 
will become your shop's one-stop router headquarters. 
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W hen your router accessories 
have scattered around the 
shop) like chips flung from a 
panel-raising bit, corral them in the 
drawers and cabinet of this virtually 


indestructible, easy-to-make router table. 
You'll gain a rock-so lid work surface, 
with quick router access to adjust and 
change bits. Then see page 24 for acces¬ 
sories to make a great table even better. 



Right-angle damping braces keep the upper 
shelf (B) square to the side (A). {For free plans, 

go to woodmagazine.com/brace.) Square the 
drawer supports (E) and base top ED). 


Begin with the case 

I Cut the base sides (A) to size [Materi- 
alslist, page 61]. Then cut the shelves 
(E) f dividers (C), base tops (D), and 
drawer supports (E) W" longer than 
required. 

2 Dado and rabbet the base sides (A) 
and dividers (C) [Drawings 1 and la] 
to accept the shelves (B) and base tops 
(D). Quick tip: Don't rabbet your rip 
fence. Attach a W'-thick sacrificial fence to 
your rip fence with double-faced tape when 
rabbeting less than V from your rip fence . 
Cut dadoes in the upper shelf (B) to 
receive the dividers (C). 

3 Rabbet the inside back edge of each 
side (A) to accept the lower hack (F) 
and upper backs (G) [Drawing la]. 

4 Lay out the drawer-support (E) loca¬ 
tions on the sides (A) [Drawing la]. 
Resize the dado set to the drawer- 
support thickness, and dado the sides 
and dividers (C). 

5 After allowing for plywood thick¬ 
ness variations, trim the dividers (C), 
base tops (D), and drawer supports (E) to 
length. Then cut the base rail (H) to size. 
Sand all plywood parts to 180 grit. 

5 Rest one side (A) dado side up on 
your bench. Glue and insert a base 
top (D), two drawer supports (E), and the 
upper shelf (B) in the base side dadoes 
and rabbet [Drawing 1], Then glue and 
add a divider (C) and clamp the assem¬ 
bly [Photo A]. 
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Assembling the base in stages ensures that the shelf [B] mounts 
square to the side. The unglued side (top A) helps you align and 
damp the subassembly. 



Right-angle clamping blocks support the other divider fCJ, Tape 
temporarily holds the base top (D), while drawer supports (E) rest in 
their dadoes. Then glue and damp the other base side (A). 



SIDE & DIVIDER DETAIL 



V rabbet 
W deep 


W rabbet 
W' deep 


EXPLODED VIEW 


Locations of (E 


#8x W r F,H. 
wood screw 


Ya dadoes 
W deep 


Va" rabbet 
3 /b M deep 


LEFTSIDE 
(Inside face shown) 


Magnetic 

catch 


W' No-mortise 
round-over wraparound hinge 



/ 

! 





Va'' dadoes 
Va" deep 

\ 





M 

i 

* 


7 After the glue dries, glue and insert 
the bottom shelf (B) and base rail 
(HI Temporarily add, but don't glue, the 
other side (A) to align the assembly 
[Photo B] while clamping. 

Attach right-angle clamping blocks 
to support the other divider (Q. Glue 


and insert the divider into the upper- 
shelf (B) dado. Glue and insert the 
drawer supports (E) and base top (D), fol¬ 
lowed by the side (A) [Photo C]« 

Cut the lower back (F) and upper 
backs (G) to fit, and set them aside. 
Drill holes through the base tops (D) 


at the front and back for mounting 
screws to install the top. 

Now add two simple doors 

1 Measure the height and width of the 
bottom compartment, then cut two 
doors (I) Y$" shorter than the opening 
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W round-over 


Vi" rabbet 
" Yi deep 


DRAWER 

14" groove 
V*” deep 

W from bottom edge 


W dado 
V* deep 


Va" groove Vi" deep 
Vi" from bottom edge 


1 9Yi 



Resting the door (i) on risers lets you control hinge 
placement on the case side (A). Center pilot holes in the 
oblong hinge slots to fine-tune the door position later* 



and 3 /io n narrower than half the width of 
the opening [Drawing 1j + 

On each door (I), cut the finger pull 
with a jigsaw and sand smooth. Rout 
W round-overs on the inside and out¬ 
side edges of the half-circles. Ease the 
other edges with 120-grit sandpaper 
Mount the hinges on the door (1) 
edge opposite the finger pull 2'’ from 
the top and bottom. Lay the cabinet on 
its side and raise the door on risers (ours 
were W thick) to position it beside the 
cabinet. Use a VW-thick spacer between 
the bottom edge of the door (I) and the 
lower shelf (B) to position the door. 
Screw the hinges to the case [Photo D]* 
Screw a magnetic strike plate to the 
door where shown and position a 


magnetic catch on the plate. Then dose 
the door, look through the open back, 
and mark where the magnetic catch 
touches the underside of the upper shelf 
(B), Drill and mount the magnetic catch 
on the upper shelf. Now turn the cabinet 
on its opposite side and repeat steps 3 
and 4 for the remaining door. 

Make a six-pack of drawers 

1 Measure the height of the drawer 
openings and rip a 38"-long blank 
IV narrower than the opening height. 
Cut the drawer sides (K), backs (L), and 
bottoms (M) to size [Drawing 2]. 


2 On the blank for the drawer fronts 
(J) and each side (K), cut a drawer 
bottom groove where shown* 

Cut each front (J) VW shorter than 
the drawer opening width* On each 
drawer front, jigsaw a finger pull and 
sand it smooth. Rout W' round-overs on 
the inside and outside half-circle edges* 
Rabbet both ends of each drawer 
front (J) and dado each drawer side 
(K) to accept the drawer back (L)* 

Sand all drawer parts (J, K, L f M) to 
180 grit. Then glue and assemble 
them (Drawing 2], and check for square. 

Top off your router table 

I Cut two tabletops (N) about ■// over¬ 
size [Drawing 3]* Mark the area on 
the lower tabletop where the router-table 
insert will mount. Glue, clamp, and 
screw the tops together, but avoid glue 
and screws in the router-table insert 
area* Allow the glue to dry overnight, 
then cut the top to size. 

Cut the tabletop end trim (O) to 
match the top assembly (N) ends* 
Glue and damp the end trim flush with 
the tabletop and the front and back 
edges* Then cut the tabletop side trim 
(P) to fit the width of the top and end 
trim (N/O), Glue and clamp it flush with 
the tabletop and end trim. Finish-sand 
the top assembly (N/O/P) to 180 grit. 
Cut a sheet of plastic laminate 1" 
oversize for the top assembly (N/O/ P). 
Adhere it centered on the tabletop* Use a 
flush-trim router bit to trim the laminate 
flush with the trim (O, P)* 
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Center the router-table Insert on the top assembly (N/O/P), then frame 
it with MDF strips wide enough to accommodate your router base. 



fNMOMP: 


With H n -thick spacers inside the MDF frame, rout clockwise through 
the laminate and upper MDF tabletop (N) in W-deep passes. 


TWO SETS OF HOLES DEFINE CORNERS 



®!@/® 


Cutout corner holes define where to saw away the lower top [NL The 
frame comer holes remove stock the rabbeting bit can't reach. 


O’ — 


Match bit radius 
to comer of insert 


MDF frame 



CLEAN UP THE CUTOUT 


From the underside of the top assembly {N/O/P), ride the bottom¬ 
bearing flush-trim bit against the inside edge routed earlier. 


Jigsaw blade 
access hole 


Install a router base plate 

Center the insert plate on the table- 
top, and frame it with MDF strips 
clamped and doubie-faced-taped to the 
tabletop [Photo E]. Remove the insert. 
Note: The router-table insert we used (see 
Sources) has a W'-\vide rabbet around the 
underside edge . If your insert lacks this Up, 
modify the spacer thickness and bushing 
diameter to adjust the dimensions in the 
following steps . 


2 To leave a IT 11 -wide lip, first cut the 
table assembly (N/O/P) opening 1" 
smaller than the insert size, fo do this, 
install a W straight bit and guide 
bushing on your router. Secure H"-thick, 
y^'-wide spacers to the inside edge of the 
MDF frame using double-faced tape. 
Plunge-rout through the laminate and 
top layer of MDF, working clockwise 
around the frame with the router bush¬ 
ing against the spacers |PhotoF|. 


Quick tip: Use multiple passes . Plunge 
rout in W*-deep passes to the maximum 
length of the hit to avoid overtaxing both 
router and bit Remove the V &" '-thick spac¬ 
ers and the unglued upper layer of the 
tabletop (N). 

Using a drill hit with the same radius 
as the router-table insert corners, 
drill one hole through the top at each 
corner of the routed opening [Photo G]. 
Then, in the framed opening corners, 
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RABBET THE INSERT LIP 


Rabbet clockwise between the drilled holes with a bearing-guided bit 
to create a lip that will accept the insert. 



Chamfer 


Chamfer 


Chamfering the ends of the fence dust port (T) helps it form a tight 
seal against the fence front (Q) and base (R), 




QROUTER-TABLE FENCE 


W washer 


drill holes into the top layer slightly 
deeper than the insert thickness. 

Note: Our router-table insert has W-radius 
corners , so we used a W-diameter drill bit 
If your insert comer radius exceeds W' f drill 
these holes before routing the top, 

4 Remove the MDF frame from the top 
assembly (N/O/P), turn the" top 
assembly upside down and draw lines 
between the centers of the holes. Cut 
out the opening with a jigsaw. 

5 With a bottom-bearing flush-trim 
bit, rout from the table underside to 
clean up the opening [Photo H]. 

6 Turn the top laminate side up and 
install a W rabbeting bit set to the 
depth of the insert thickness. Then rout 
a Vi" rabbet around the top opening 


Vex 3Va" carriage bolt 


[Photo l]. Clean up missed areas between 
the rabbet and the W holes with a chisel. 
Quick tip: Lighten up on your final 
pass * An insert that rests flush with the 
router-table top is crucial for smooth table 
routing . Remove most of the material for the 
lip supporting the insert in one or two passes f 
but make the final pass a light , skimming 
one to leave a smooth , uniform lip, 

7 Test-fit the insert in the opening. If 
the fit is too tight, lightly trim the 
plate on a table saw. If the plate is too 
loose, glue narrow filler strips around 
the tabletop opening. 

8 Rout a W' chamfer on the top and 
bottom edges of the trim (O, P); then 
ease the corners with sandpaper. 


FENCE CLAMP BLANK 


60 


WOOD magazine September 2009 
































Build a fence for your table 

Cut the fence front (Q), base (R), and 
supports (S) to size [Drawing4]. 

Glue the fence front (Q) to the base 
(R), Then add the supports (S) and 
check for square. 

Cut the fence dust port (T) to size. 
Sand a 45° chamfer on one end of 
the port to fit against the fence base (R) 
[Photo Jj* Then chamfer the top end 
until the dust port rests fiat on the sup¬ 
ports (S). 

Bore a centered 2W' hole in the fence 
dust port (T). Glue and clamp the 
port in place. Center a plastic dust port 
[see Sources] on the fence dust port; then 
drill and screw it in place. 

To make the fence clamps (U), lami¬ 
nate two pieces of % 1! plywood to 


make a 1 1 /zx2Vbt6VV l blank [Drawing 4a|. 
Clean up the edges by cutting the blank 
to 2VT wide. Square both ends, and drill 
W holes centered on the blank edge and 
1" from each end. Then drill correspond¬ 
ing holes in the router fence base (R) 
where shown [Drawing 4j* 

Saw the fence clamps (U) to size, and 
bandsaw notches where shown. 
I nsert a carriage bolt through each clamp 
block and add the washer and knob. 
Remove all the hardware, finish- 
sand the parts to 180 grit and apply 
a finish, (We used two coats of wipe-on 
polyurethane, sanding with 320 grit 
between coats*) 

Mount the top assembly (N/G/P) to 
the base. Then drill and screw the 
lower back (F) and upper backs (G) to the 


base, and check for square. Now reattach 
the hardware, gather up those long-lost 
router accessories and get organized. ♦ 

Written by Bob Wilson with Jeff Mertz 

Project design: Kevin Boyle 

Illustrations: Roxanne LeMoine; Lorn a Johnson 


Materials List 


Part 

UNISHtD SIZE 

T W L 

Mali. 

Qiy.i 

Base 

A 

sides 

¥S 

20 h 

3416" 

BP 

2 

B* 

shelves 


mS 

2,5ft" 

BP 

2 

C* 

dividers 

%" 


ms 

BP 

2 

D* 

base tops 

W 

ms 

6 W 

BP 

2 

E* 

drawer supports 


6¥S 

ms 

MDF 

4 

F 

lower back 

Ya' 

20 W' 

25%’ 

MDF 

1 

G 

upper backs 

w 

7%" 

14%" 

MDF 

2 

H 

base rail 

34“ 

3 ft" 

24ft" 

BP 

1 

1 

doors 

v," 

1554" 

12%“ 

BP 

2 

Drawers 

J* 

drawer fronts 

w 


5’Vk" 

BP 

a 

K 

drawer sides 

w 


19 ft" 

P 

12 

L 

drawer backs 

VS 

vw 

S 7 AS 

P 

6 

M 

drawer bottoms 

VS 

5 7 /ifi" 

15V," 

MDF 

6 

Tabletop 

M** 

tabletop 

¥T 

21W" 

30ft" 

MDF 

2 

0 

tabletop end trim ¥S 

VA" 

21 ft" 

P 

2 

P 

tabletop side trim ¥S 

1 W 

IT 

P 

2 

Fence 

Q 

fence front 

W 

3%" 

36 JI 

BP 

1 

R 

fence base 

W 

3W 

36" 

BP 

1 

S 

fence supports 

W 

2W 

2W 

BP 

4 

T 

fence dust port 


AYS 

AW 

MDF 

1 

u#-# 

fence clamps 

us’ 

ivs 

3" 

BP 

2 


* Parts initially cut oversize. See the instructions. 

^Laminate two pieces to make these parts. See the instructions. 


Materials key: MDF-medium-densityfiberboard, 

P-poplar, BP-birch plywood. 

Supplies: #Bx&" flathead wood screws, #8x11^" flat- 
head wood screws, plastic laminate 24x36",%" star knobs 
(2), %x3!6 q carriage bolts (2), W washers (2), magnet 
catches (2). 

Blade and bits: W round-over, straight [with ¥S 
bushing}, bottom-bearing flush-trim, chamfer, VS rabbet¬ 
ing bits; W\2Yi" drill bits; dado set. 

Sources 

Router- table insert. All-In-One Router Plate 
Kit {9x12") no. 9338, $35, MLC5,800-533-9293, 
mlcs wood worki n g .com. 

Universal dust port. For attaching a 2 W hose, use 
no. 92031, $7, Rockier, 800-279-4441, rockler.com. 
No-mortise hinges. Flat-tip 2YS sterling nickel 
hinges (4) no. A03180T G9 PK, $2.51 each, Woodworker's 
Hardware, 800-383-0130, or wwhardware.com. 


Cutting Diagram 


~n !■.» ■ = r - 

i=pqv | j 
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% x 48 x 96" Plywood 



% x Tk x 96 M Poplar (5.3 bd. ft.) {2 needed) 

*Plane or resaw to the thickness listed in the Materials List. 



%x 514 x 96" Poplar (4 bd.ft.) 
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SHOP TESTED 


Are these circ-saws-on 
steroids worth their 
plump price tags? 

We test 5 models to 
find out. 


S leek and sexy, smoothly riding a 
shiny aluminum rail, leaving in its 
wake not a tattered mess, but crisp, 
clean edges ... one thing is certain; This 
isn't your father's circular saw. Dad, meet 
the rail-guided saw—the next genera¬ 
tion of portable circular saw. 

Rail-guided saws beat other drc saws 
hands down in four areas: 

■ They crosscut splinter-prone veneered 
plywood as well as or better than a good 
tablesaw and a top-flight blade. 

■ Cutting any odd angle is a breeze. 

■ When you need to start a cut in the 
middle of a workpiece (a sink cutout 
comes to mind), a rail-guided saw makes 
the job faster, safer, and more accurate 
than any other method, partly because 
the zero-clearance edge of the rail shows 
exactly where the blade will cut. 

■ Finally, hooked to a vacuum, the 
guards that surround the blade increase 
dust-collection efficiency leaving the 
floor nearly as clean as the cut. 

With quality, though, comes cost. The 
lowest-priced saw/rail pairing (Makita 


SP6000 with a 6 V 2 " blade and 55" rail) 
will set you back $465; the Festool 
TS75EQ costs $625 with its 8W blade 
and included 75" rail. (Add $125 more 
tor the 55" extension and connectors 
that let you rip an 8 1 sheet of plywood.) 
For about the same price, you could 
instead buy a good contractor-style 
tablesaw with a clean-cut ting blade. 

So, are rail-guided saws worth it? We 
challenged five machines in a variety of 
hardwoods, softwoods, and sheet goods 
to find out. Here's what we learned. 


On cut quality and power 

If you've ever crosscut oak-veneered ply¬ 
wood, you know that the porous grain 
makes it difficult for nearly any saw and 
blade to cut cleanly. And the brittle sur¬ 
face of melamine-coated particleboard 
chips if you look at it wrong, much less 
cut it with a power saw. 

All of the saws delivered Impressive 
cuts [Photo A] on the "keeper" workpiece 
in both materials, thanks to the zero- 
clearance edge—a sacrificial plastic strip 
on the track that you cut the first time 


CLEAN, CLEAN, THESE CUTTING MACHINES 



All five rail-guided saws delivered cabinet-quality crosscuts like this in birch-veneer plywood. 
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DeWalt's antikickback mechanism, engaged by this knob, blocks backward movement 
without restricting forward motion on the rail. 


you use it. Like a zero-clearance throat 
insert in your table saw, it virtually 
eliminates tear-out and fuzzing. 

These machines excel at cutting sheet 
goods; but could one replace vour table- 
saw? In 4/4 poplar, ripcuts required some 
sanding or a light jointer pass before glu¬ 
ing. Cuts made by the cordless DeWalt 
DC351SKL felt smoothest while those 
made by the corded DeWalt DWS52QSK 
needed a bit more attention. 

But in thick, dense stock (we tried 8/4 
hard maple), ripcuts tested the limits of 
some saws. Although the corded DeWalt 
and both Festool units displayed ample 
power to slab off strips of 2"-thick hard 
maple, the Makita and battery-powered 
DeWalt DC351SKL required slower feed 
speeds, which sometimes resulted in 
burning on the cut edges. 

Because of the spring-loaded plunge 
system, setting cutting depth on these 
saws isn't as simple as on an ordinary 
circ saw. Instead of pivoting the base, 
you must set a depth stop. All operate 
easily but we prefer DeWalt's scale that 
shows cutting depth by the thickness of 
material you're cutting—the Vf setting, 
for example, actually projects the blade 
W below the saw base to account for the 
rail thickness. On the metric-marked 
scales on the Festool and Makita saws, 


you need to set the stop to at least 16mm 
for the blade to cut completely through 
12mm (Vz") stock. 

Rail details make the diff 

A slot on the base of each saw fits over a 
raised guide rib on the yMsh-wide rail, 
and knobs let you dial in the base/rib fit 
precisely As a practical matter, you can 
easily cut pieces as narrow as 4-5W 
(depending on the saw), as long as that 
rib remains over the workpiece, A little 
jury-rigging with spacers enables you to 
work narrower stock. 

Pliable strips on the bottom of each 
rail provide enough bite on the work- 
piece so that, in most cases, the rail stays 
put without damps (optional for all 
saws). DeWalt's rail, though, didn't feel 
as "grippy" as the others, and in fact 
slipped about Vfe" on a 6'-long cut in 
melamine without clamps. Still, we 
almost always used the optional (and 
pricey, see chart on page 64) clamps on 
all of the rails: They mount on the 
underside of the rail so they never inter¬ 
fere, and we found that a little pressure 
goes a long way. One clamp was often ali 
that was needed for a secure grip. 

You can bevel-cut with these saws 
[Photo Bj, but tilting the saws more than 
about 25° shifts the center of gravity 



Although all of the saws cut bevels, Makita 
provides the widest range (-1* to 48°) with 
stops at both 22.5° and 45 a (not shown). 



Index marks show the exact length of the 
plunge cut. All saws except Makita also sport 
a spring-loaded riving knife. 

enough to start lifting the base from the 
rail, Makita combats this with a sliding 
lock that hooks into a special channel 
on the guide rib to prevent tipping. 

Plunging to perfection 

A rail-guided saw eliminates most of the 
danger of making a plunge cut; The base 
remains solidly on the rail throughout 
the plunge; and an antikickback stop, 
whether built-in (DeWalt, activated by 
the knob, Photo C) or mounted on the 
track (Festool), prevents the saw from 
moving backward during the plunge 
cut. (Makita recommends mounting a 
stop on the track, but doesn't offer one, 
or suggest how to do that,) Index marks 
on all of the saws show where the back 
and front of the blade will cut at full 
plunge | Photo D]. 
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Your guide to the rail-guided saws 


DeWalt DWS520SK, $500 
DeWalt DC351SKL (cordless), $900 



[Both prices include 59” rail) 

80Q-433-925S, dewalt.com 

If you plan to do a lot of plunge-cutting in sheet goods, 
either of these saws—identical except for the power source, 
motor, and sticker price—with built-in antikickback stops 
and intuitive cutting-depth scales [marked in inches) 
is an excellent choice. The depth-stop lock knob 
tightens easily, but can be tough to unlock, especially 
if you have limited hand strength, 
in plywood, even the offcut pieces displayed a near- 
cabinet-quality edge, minimizing waste. Unique to 
DeWalt: Glide strips on the side of the blade guard 
provide a no-mar surface for cutting flooring along a 
wall or trimming the bottom of a door without the rail. 
And you can run the saw along either edge of the 
rail, so you don't have to turn it end for end 
to change cutting direction (but we didn't 
see much benefit to this feature). The cord¬ 
less DC351SK! cut 34' of inch-thick poplar on a full 
one-hour charge of its 28-volt lithium-ion battery. 


DEWALT DWS52QSK 


BOILING DOWN THE RAIL-GUIDED SAWS: SPECS AND GRADES 
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1. Narrower workpieces can be cut using spacers 
the same thickness as stock. 

2. (*) Saw and rail sold separately 

3. [*) 102" rati costs only $100 when purchased in 

kit with saw and 59” rail 


4. 



5. (B) Carbide blade 
(C) Gamps 

IK) Ant i kick ba c k sto p 

(R) Rail 

(S) Specialty blades 

6. (C) Czech Republic 
(G) Germany 

(U) United Kingdom 
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Fes too I TS55EQ ( 6 W blade), $500 



FESTOOL TS75EQ 


(Price includes SS 11 rail) 

Festool TS75EQ ( 8 Y 4 " blade), $625 

(Price includes 75" rail) 

888-337-8600, festoolusa.com 

Just because something was first doesn't make it best. But 
in this case, Fe stool's veteran TS75EQ outshone the 
upstarts. Its 13-amp motor tackled 8/4 hard-maple rips 
without complaint, and it left clean edges in melamine 
and veneered ply, even on the waste piece. Where 
blade changes proved a three-handed operation on 
other saws, FestooTs "Fast Fix" system locks both 
plunge depth and arbor rotation with one flip of a lever. 
(The detachable cord makes blade changes safer, too.) 

We do have quibbles: Is it too much to ask for impe¬ 
rial (inch) depth-of-cut scales instead of metric? 
And the depth indicator doesn't include the 
thickness of the rail, so you have to add a 
couple of millimeters to cut completely 
through your material. We liked Festool J s 
quick-ratcheting clamps, but they're pricey—538 apiece. 
The TS55EQ, a smaller version of the TS75EQ, with a 
10-amp motor and a 6 W blade, provides W less thickness 
capacity than the TS75EQ. 
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QC 

cu 


$900 


500 


500 


625 


1 


U 


465' 


7. Prices current at 
time of article 
production and 
do not include 
shipping, where 
applicable, 

(*} With 55” rail. 





M a kit a SP6000, $465 

(Saw and rail sold separately. This price includes a 55" rail) 
800-462-5482, makitatools.com 

Che SP6Q00 both delighted and disappointed us. We like it 
for bevel-cutting, because it provides the widest range 
with stops at 22.5° and 45* and it features a unique lock 
to keep the saw from rocking off the rail 
on wide bevel-cuts. For scoring tear- 
out-prone materials, a 
depth stop projects the blaae aoout w; 
after making this cut, you then release the 
and through-cut at full depth. We found 
this scoring cut necessary to leave a 
splinter-free edge on the waste side 
of the cut But the SP6000 lacks 
features common on the other 
saws, such as an antikickback 
stop for plunge-cuts and a riving 
knife. And in 2’’-thick hard maple, we had to slow the 
teed rate, resulting in burned edges. 


Tops of the track saws 

A rail-guided saw will never replace a tablesaw, but it sure outperforms any panel saw we've 
tried (at a much lower price, too), and doesn't limit you to perpendicular cuts—you'11 get high- 
quality cuts at any angle. Our Top Tool, the hefty Festool TS75EQ, displayed ample power and 
precision in everything from sheet goods to thick hardwoods. If you'll work primarily in sheet 
goods, and make plunge-cuts at that, we call the lighter-weight DeWalt DWS520SKand Festool 
TS55EQ different but equal. Buy the DeWalt if you value a better depth-of-cut system more than 
easy blade changes.# 


Written by Dave Campbell with Dean Fiene 


wo □ dm ag azin e. com 


65 





















r wt j 

. n 1 




Corral the Clutter 

Printer Stand 

Create—and organize—space under your computer's 
printer with this weekend project. 


First, build a case 

To make blanks for the bottom and 
top (A), case sides (B), center parti¬ 
tion (C), top and bottom trim (D), and 
shelves (E), start with W-thick stock. 
Edge-glue four 7Hx43 rl panels. {See More 
Resources, page 69.) After the glue dries, 
plane the blanks to W' thick and joint 
the edges square to the faces. Edge-glue 
pairs of blanks together to create two 
IS”-wide panels [Photo A|* Lay a straight¬ 
edge across each panel at several points 
to check for flatness. After the glue dries, 
sand or scrape the joint flush if needed. 
Cut the top and bottom (A) to length 
from one blank [Materials List, page 
69]. (You'll rip them to width later.) Cut 
the case sides (B) and center partition 
(C) to length from the other blank. 


To get a perfect grain match between 
the trim pieces and the top and bot¬ 
tom, rip the top trim and bottom trim 
(D) from the front edge of the top and 
bottom (A) (Drawing 1], Mark the mating 
edges so you can glue them back later in 
the same orientation. 

Set up a dado blade to match the 
thickness of the panels. Cut W-deep 
dadoes in the top and bottom (A); then 
lower the blade to cut ke 11 -deep dadoes in 
the case sides (B) and center partition 
(C) [Drawing 1], Back up the cuts with a 
follower board to prevent chip-out. Then 
rip these parts to final width. 

Rip the shelves (E) to finished width 
[Drawing 1 ]. Dry-assemble the case 
and cut the shelves to fit snugly between 
the sides (B) and center partition (C). 



PROJECT HIGHLIGHTS 


■ Overall dimensions: 20Vi' wide * 
deep x 9Va" high, 

1 Partitioned shelves keep paper and 
envelopes handy. 

1 Drawers store ink or toner cartridges 
and small office supplies out of sight 

Skill Builders 

■ Learn how to join panels wider 
than the capacity of your benchtop 
planer — and make them flat, 

1 This project incorporates many features 
typically found in large fine-furniture 
pieces: raised drawer fronts, contoured 
feet, and shapely profiled edges. 
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Small clamps keep the ends of the joint line 
flush. Check that the joint is flush along its 
length as you tighten the large damps. 



Marks W 
from cutting 
edge of bit 


STEP 1: 
Plunge left 
corner to 
left mark. 


STEP 


Rout until right 
corner reaches 
right-hand mark. 


Move the workpiece (A) onto the bit so the 
left end hits the left-hand mark; then rout 
until the right end hits the right-hand mark. 



Rabbet stops 
at dado. 


W rabbet 


Rabbet 
stops at 


GLUE ON THE TRIM 


For a joint line that disappears, orient the 
trim (D) exactly as it was cut from the blank 
for the top and bottom (A). 



!4 M cove 


#17 xl N 
wire brad 


Va' rabbet 
Va" deep 


VV rabbet 
Va" deep 


W* dadoes 
Vs" deep 


W' dadoes 
deep 


Va rabbet 
Va deep \ 
stopped at 
outside dadoes 


W round-over 
with a hs" shoulder 


W round-over 


5 with a Yis shoulder 

Use a straight bit in a 
router table to cut 14" 
rabbets along the back edges of the case 
sides (13) (Drawing lj, Then rout stopped 
rabbets between the outside dadoes of r- 
the top and bottom (A) [Photo B], 

7 Now you can glue the top trim and 
bottom trim (D) back onto the top 
and bottom (A) [Photo C] , After the glue 
dries, rout a 14" cove on the underside of 
the top (A) along its ends and front edge 
1 Drawing 1 ]. Rout a W' round-over with a 
Mb" shoulder on the ends and front edge 
of the bottom | Drawing la]. 


FEET DETAIL (bottom view) 


BOTTOM ROUTING DETAIL 


W round-over bit 


EXPLODED VIEW 
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Position the clamps to apply pressure 
directly across the dadoes that hold the case 
sides [B] and shelves (E). 



To damp the front foot assembly during 
gl ue-u p f use stri ps of pa inter's tape across 
the miter joint and from corner to corner. 


8 Finish-sand the case pieces (A-E) to 
220 grit. Glue the carcase together 
jPhotoD], making sure the case sides (B) 
and center partition (C) are tight against 
the back of the trim (D) and that the 
shelves (E) are flush with the front edges 


of the case sides (B) and center partition. 
Check that the assembly is square. 
Measure between the rabbets in the 
back of the case and cut the back (F) 
to fit in the recess. Set the back aside tor 
the time being. 




DRAWER (2 needed) 


W dado Va" deep 


19 ° bevels 





Bevel the ends of the drawer fronts first. Any 
tear-out where the blade exits the cut will be 
cleaned up when beveling the edges. 


Now form the feet 

From Vi"-thick stock, crosscut two 
4 M -long blanks for the back feet (G) 
[Drawing 1]. Then miter-cut two pairs of 
4"Tong blanks for the front feet (G). 
Next, make three copies each of the Left 
and Right Foot Patterns from the WOOD 
Patterns® insert and attach one to each 
blank with spray adhesive. Cut the feet 
to shape on a scrollsaw or bandsaw, and 
sand the edges smooth. Quick Tip! Cut 
your time in half. Stick two feet 
together with double-faced tape and cut 
the profile in both at one time. 

Glue the four mitered feet (G) into 
two pairs | Photo E], When the glue 
has dried, finish-sand the feet to 220 
grit. To attach the front foot assemblies 
to the case, apply glue along the full 
length of the front foot, but only to the 
front 2" of the perpendicular foot [Draw¬ 
ing lb|. Then clamp the front feet to the 
case. On the back feet, apply glue only to 
the rearmost 2 M , and then damp them 
in place. 

Build a pair of drawers 

*1 Measure the height and width of the 
I drawer openings and cut two drawer 
fronts (H) from W -thick stock to Yu" less 
than these dimensions. 

Tilt your tablesaw blade to 19° and 
install a zero-clearance insert around 
the blade [More Resources]. With a saddle 
jig (see page 70) straddling the rip fence, 
set the fence as shown in Drawing 2a, 
Now bevel the ends of both drawer 
fronts (H) [Photo F]. Set the saddle jig 
aside, reset the rip fence [Drawing 2b|, 
and bevel the top and bottom edges of 
each drawer front. 
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Clamp across the front and back of the 
drawer* Identical diagonal measurements 
mean the drawer is square. 


3 Center a hole on each drawer front 
to accept the screw for the knob 
(Drawing 2]. Then cut the W rabbets to 
accept the drawer sides. 

4 Cut the drawer sides (I) and drawer 
backs (J) to Size [Materials List]. 
Machine grooves the thickness of the 
drawer bottoms (K) [Drawing 2]. Then 
cut dadoes across the drawer sides to 
accept the drawer backs. Cut the drawer 
bottoms to finished size and glue up the 
drawers [PhotoG]. 

5 Create a chamfer along the bottom 
edge of each drawer, as explained in 

the Shop Tip at right. 



Create the illusion 
of a gap 

Instead of being suspended on 
drawer slides or guides, these 
drawers simply slide along the 
bottom of the case. You'll have 
a gap above and along each 
side of the drawer, but not 
below it. So you have to create 
the appearance of one. 

That's easy to do by simply 
sanding or planing a slight 
chamfer along the bottom edge 
of the drawer, as shown at right . 
Take a few light passes; then 
slide the drawer into the case* If 
the "gap" looks equal on all four 
sides of the drawer front, you're 
done. If not, keep removing 
material with light passes until 
the gaps look balanced. 


Finish it up 

1 Finish-sand all pieces to 220 grit; 

then apply the finish. (We used Red 
Chestnut stain from Varathane, and 
then applied two coats of a semigloss 
polyacrylic from Minwax, sanding with 
320-grit sandpaper between coats.) 


2 Attach the brass knobs [Drawing 2], 
Then fasten the back (F) to the car¬ 
case with #17xV brads. ♦ 


Written by Craig Ruegiegger with Kevin Boyle 

Project design: }eff Mertz 

Illustrations: Roxanne LeMoine; Lorna Johnson 


Cutting Diagram 




3 /4X 5Vi x 96" Oak (4 bd. ft.) 



3 /4X 5Vs x 96" Oak (4 bd. ft.) (2 needed) 



%x 5'h x 96" Oak (4 bd.ft.) 



Va x 24 x 24" Oak plywood 


MORE RESOURCES 


FREE VIDEOS 

■ "Zero-Clearance Insert'’ at 

wood magazine .com/zci video 

i ''Gluing Up Flat Panels" at 

woodmagazi ne.co m/pa n els 


Materials List 


Case 

FINISHED SIZE 

T W L 

Matt. 

Qly. 

A* 

bottom/top 

W 

i*r 

2014 1 ’ 

£0 

2 

B* 

sides 

Yi 

14" 

m 

EO 

2 

a 

center 

partition 

Yi' 

13W 

m 

EO 

1 

D* 

bottom/top 

trim 

W 

Yi' 

2014" 

0 

2 

E # 

shelves 

W 


9W 

EO 

2 

F 

back 

W 

m 

19" 

OP 

1 

G 

feet 

Yi' 

iw 

4" 

0 

6 

Drawers 

H 

fronts 


3W 

iw 

0 

2 

E 

sides 

W 

3W 

13%" 

0 

4 

J 

backs 

w 


8JW 

0 

2 

K 

bottoms 

W 

w 

IIW’ 

OP 

2 


"Parts initially cut oversize, Seethe instructions. 


Materials key: EO-edge-gEued oak, O-oak, OP-oak 
plywood. 

Supplies: Spray adhesive, #17x1" wire brads. 

Blade and bits: Stack dado set; Weave, W round- 
over, and W straight router bits. 

Source 

Knobs: 1" brass knobs (2) no. 36467, $4.69, Rockier, 
800-279-4441, roekler.com. 
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Not just a one-trick pony, 
this fence saddle rides to 
your rescue when balancing 
tall pieces on the tablesaw. 

R unning a tall workpiece 
against the rip fence of a 
tablesaw can be an awkward 
and dangerous operation. The piece 
wants to tip in just about every 
direction. This sliding saddle jig 
solves that problem. 

A workpiece clamped to the jig 
against the stop can't shift as if 
moves past the blade. The tall fence 
and stop steady lanky workpieces 
for end-grain cuts, such as when 
beveling the ends of the drawer 
fronts for the printer stand on page 
66, or when cutting tenons and 
open mortises for bridle joints, as 
shown in the photo at right . As a 
bonus, the stop backs up the 
workpiece to reduce chip-out. 

Build tlie jig to fit the width and 
height of your saw's rip fence. When 
measuring the height, make sure you 
take into account any bolt heads that 
may extend above the top surface of 
the fence. 

Assemble the stop, tall fence, and 
bridge first. (Use brass screws, not 
glue, on the stop so you can replace it 
as it gets chewed up.) Before screwing 
the short fence to the bridge, put a 
playing card between the short fence 
and the rip fence to ensure a smooth- 
sliding fit. 

When using the jig, the work- 
piece should be clamped in place, 
as shown in the photo. Guide the 
jig with both hands, pressing down 
to the table and against the blade 
side of the rip fence. By gripping 
the workpiece at the top of the tall 
fence, your hand stays well out of 
the path of the blade.# 
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Epilog Laser 
1.888,437,4564 
sales@epnogiaser.com 
www.epiloglaser.tom/bhg.htrri 



:W®DCRAFT 


WflQ(JwO[j,l 


For more information call 800 344-3348 
or email: WoodcraftFranchise@woodcraft.com 


“When I think about owning my own business... 

When woodworking is your passion, and owning your own 
business is your goal, Woodcraft can help you take your skill 
and expertise to the retail tevei, 

... i think of Woodcraft” 


Woodcraft Franchise, LLC 
1177 Rosemar Road 
P.0, Box 245 

Parkersburg, WV 26102-0245 


RETAIL FRANCHISE OPPORTUNITIES' 


! (10WSD9Q 



Custom Turnings! 



(raftsmen with unique wood turnings, table legs, 
kitchen island legs, sofa legs and morel 

Meed a unique size or shape? 

Send us your designs and well work with you 
to create the turning you need. 


PRECISION AT ITS TOUGHEST! 


PeWALT 

Get the best tools 

without losing an arm and a leg I 




DEWALT WOODWORKING TOOLS 

Routers * Sanders « FHair Joinurs * Jigsaws * Mitor Saws * T aisle Saws 
AUTHORIZED ONLINE RETAILER FOR PORTER * CABLE & DELTA 


ACCURACY • PRECISION • DURABILITY 


P630 23 Ga Micro 

Pin Nailer Shoots 
between 1/2" to 1 3/16" 

23 Ga Pins. Also available as a kit 
P630K including 1/2", 5/8", 3/4". 1". 
1 3/16" 23 gauge pins for $ 69 " 




22 Ga Upholstery 
Staplers U630 & 

U630L (Extra Long Nose) 


Uses 22 Ga 3/8 1 ' Crown awutabte 
Senco & Porter Cable Staples 


U630 $ 39 " U630L $ 49 " 


FACTORY RECONDITtONED TOOLS ARE ALSO AVAILABLE 


www.ToolOrbit.com 888-722*8299 

Get your woodworking tools NOW! 






































































HAVE A QUESTION? 


Ask WOOD 

Answers to your questions from 
letters, e-mails, and WOOD Online 1 


Safety-fying the shop 

Q * I'm leaving on a trip and I'm worried that my kids 
• might hurt themselves playing in the shop. Could 
you give me some suggestions for quickly securing my 
garage shop? 

Pat Smith , Surry ■ Va. 

A # Here are a few tips for chi Id-proofing your shop, Pat, 

• First, clean up. Put away all portable power tools that 
can be stored and tidy up the floor to remove any tripping 
hazards. Next, unplug ail power tools and secure the plugs. 
The simplest way to do this is with small, inexpensive 
luggage locks through the plug, shown right. Finally remove 
all blades, bits, and knives from tools and store them in 
locked cabinets. 

And have a quick talk reminding your family to use 
caution in the garage. When you return from your trip, 
follow through with a more thorough shop safety education. 
Who knows? What starts as a lecture in woodworking safety 
might become a family hobby. 


For an answer to your woodworking question, write to ASK 

WOOD, 1716 Locust St., LS-221, Des Moines, IA 50309-3023 
or e-mail us at askwQod#woodmagazme.com, For immediate 
feed back from your fellow woodworkers, post your q uestions on 


one of our woodworking forums at woodmagazine.com/forums. 



The straight scoop on wood grain 

Q *Your plans for the Chinese Checker Board in the 
• October 2008 issue (no, 186) say to bandsaw the 
drawer opening out of the front, but you obviously 
didn't do it that way because the grain pattern of the 
drawer matches* Tell us what you really did. 

—George Long, San Francisco 

A # George, your critique is actually a compliment to our 
• builders' ability to choose grain in projects. In this 
case, we cut the drawer front from the end of the board 
directly adjacent to the game board face, as shown below. 


Good grain selection begins at your hardwood dealer. Take 
youi cut list along when you choose your stock, but rather 
than simply choosing boards to use as little stock as possible, 
select boards with an eye toward compatible grain patterns 
and matching wood tones. In the case of the Chinese 
Checker board drawer front, straight-grained oak made the 
task of aligning the grain easier. 

If you prefer cathedral grain and still want it to match, cut 
the drawer front from the game board face, as shown bottom, 
at your tables aw and glue the three front parts back together. 
Be sure to account for the blade kerf when sizing the game 
board face blank. 


Straight Grain 



Game board face 


■ 

| Drawer front 

* 



Cathedral Grain 



1. Rip first 

2. Crosscut drawer 
front 

3. Glue bottom strips 
back to top 
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What to do when springback springs 



For this example; we used V* n strips to get 
significant springback. Where the shape of 
curves is critical, use Vs 1 or thinner strips. 


Q #The glue-ups for the curved arms on my 

• Morris chair seemed to go well, but when I took 
them out of the forms, there was springback. I used 
Titebond III and W-thick strips of quartersawn white 
oak. Should I be doing something differently? 

—Peter Bradshaw, Doral , Fla. 

A •You could try epoxies and plastic resin glues that are 
• stiffer than typical wood glues, Peter, hut tike you, 
we reach for plain, yellow glue for our cold-bent lamina¬ 
tions because it's cheap, easy-to-use, and readily available. 

You're also on track with the Vs 1 ’-thick strips. Just take a 
cue from your glue-up and relax a little. Don't sweat some 
springback in your Morris chair arms, which will be firmly 
screwed in place. When you can't count on fasteners to pull 
the part to the correct curve, create your bent laminations 
first. Then, springback or no, build the rest of the project 
around the resulting curve. 



After gluing up any curved parts in a project, mark and cut adjacent 
parts to match. 


continued on page 74 



Plane up to 11°// wide by 9” tall 

Four-side planing and moulding 
of material measuring as large 
as 10 U*k4*' 

7 ? Q00 RPM spindle speed 

Each spindle is powered by its 
own motor 

11-52 FPM variable feed speed 

See-through top guard for view¬ 
ing cutterheads in action 

Compact machine dimensions: 
54 ”x42 1 //x47 1 / 2 w 


Good, 
Low Price! 

Call today! 


Picture an M-412 
iff Your Shop. 
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Forrest Blades 


For building cabinets and fine 
furniture, nothing beats Forrest 
saw blades. 

Craftsmen appreciate the way our 
blades deliver smooth, quiet cuts 
without splintering, scratching, or 
tearouts. They know our unique 
grade C-4 micrograin carbide, 
proprietary manufacturing process, 
and hand straightening produce 
exceptional results. In fact, indepen¬ 
dent tests rate us #1 for rip cuts 
and crosscuts, 

“From the first cut on, / realized that 
this blade was a bargain at any price! 
Nothing aise I have cuts comparably. " 
Calvin Brodie, Spanaway, WA 

Forrest Quality Shows 

Woodworker II— Best rated, all¬ 
purpose blade for rips and crosscuts. 

Chop Master- Perfect for tight 
perfectly cut miter joints without 
splinters. 



Order from any Forrest dealer or | 
retailer, online, or by calling directly. | 
Our blades are manufactured in the 5 
U.S A and backed by our 30-day, 
money-back guarantee. 



The Choice of Serious 
Woodworkers Smm 194$ 


www, ForrestB I ades, corn 

1 -800-733-7111 

(In NJ, call 973-473-5236) 



Woodworker II 

Fine Woodworking 



Chop Master 

Wood shop News 



Dado King 

Wood Magazine 



iijue 


woodmagaxlne.com 
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Ask WOOD 



Functional Hardware 


Drawer 

Slides 


Knobs & Pulls 


Hinges 


Abrasives & Adhesives 


Sheet 

Stock 


Wood 

Glue 


Clomps 


'is & Blades 


Also see: 

- locks ■ lighting - Bar Rail 
* Fasteners * Kitchen organizers 
Shelf brackets and much more.. 


equest a FREE catalog - Promotion #850 


We have the hardware 
and supplies you need! 


woodworkershardware.com 
or 1-800-383-0130 



Posts :ind Table Legs 


Wood Products, hie: 



















Solid wood: What's in a name? 

* I've heard several manufacturers tout their 
products as solid wood, but they sometimes use 
plywood panels for the case back. Can solid wood 
furniture contain plywood? 

- -Lynne /, Archibald, DeKalb , Hi 

A # Since the Federal Trade Commission stopped regulat- 
• ing furniture labeling in 2000, Lynne, terms found 
on those labels (such as "ail wood/' "wood products," and 
"engineered wood") make it difficult for consumers to know 
exactly what they're buying. 

Jaciyn Hirschhaut, spokeswoman for the American Home 
Furnishings Alliance helped us sort it out. She tells us that 
the term "solid wood" only applies to furniture or cabinets 
constructed of solid wood. Add a veneered surface or 
engineered woods, such as plywood or MDF, and the 
designation changes to "solid wood with veneers" or "all 
wood" construction. 

Despite the negative connotation it has picked up from 
mass-produced knockdown furniture, plywood shouldn't be 
a dirty word in the furniture business or in your own 
projects. It is strong, stable and offers consistent color. Used 
properly, it can make an heirloom piece last even longer. 


Exceptional Customer Service! 
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Choked up over 
smoke smell 

Q *We bought a hardwood bed 
•from the classifieds, but 
didn't realize that it had been in a 
smoker's house. When it arrived 
home, the cigarette smell filled the 
room. How do we get rid of 
the stink? 

—Ryan johnsoa , Ankeny Iowa 

• Ryan, we posed your question 
• to Scott Cierzan, president of 
First Cali Construction of Ankeny, 
Iowa, specialists in fire and smoke 
damage repair. "For hard surfaces," 
he says, '"you'd be surprised what a 
thorough surface cleaning will do." 
Scott's advice: Completely wipe down 
the surface with water and a gentle 
soap, such as Murphy's Oil Soap. 
Then dry thoroughly with doth or 
paper towels. 

if the smell persists after the 
surface cleaning, it means the smoke 
molecules have sunk into the pores 
of the wood. Oxidizing those 
molecules reduces them to odorless 
compounds. Scott's company uses an 
ozone generator, but for a home 
remedy, some quality time In the 
garage with a fan will suffice. 

As a last resort, if a trace of smell 
remains, you can try sealing it into 
the furniture by adding a couple 
coats of dear finish. This traps the 
smell where the molecules will break 
down and dissipate undetected. ♦ 
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4-WAY MONEY MAKER 

MOLDS PLANES SANDS SAWS 



moidjngj 


■ S/ispe 3 sWes per pass! 
1-500+ ftfoW/ng fattens? 


Own a 4-in-1 
MOLDING FACTORY! 


RISK FREE 30-Day Trial' 

jfdietfBote 


MAKE 


Quick-C hange Mommg Head 


Now, turn a $5,00 rough board into $75,00' 

worth of high-do liar molding in minutes, Make over 
500 patterns, plus curved molding, tongue & groove, 
picture frame stock, custom designs. QUICKLY CONVERTS 
from Molder/Planer to Drum Sander or Multi-Blade 
Ripsaw. Made in U.S.A, 5-Year Warranty 
12", 18 n or 25" models available. 

NEW! SHAPE 3 
SIDES IN i PASS! 

Turns your Woodmaster 
into a POWERFUL 3-SIDE 
MOLDERthat efficiently 
& AFFORDABLY cots 
T&G flooring, 
paneling, & more! 




FREE DVD & BUSINESS STARTER KIT! 


1 



l 

Commercial-Duty Planer 



■: rower Feed Drum Sander 

m m. i i. 


Jmff now for 

FREE DVD! 


Call TOLL FREE 1-800-821-6651 


Woodmaster Tools, Inc. Dept. P344, 


1431 N. Topping Ave., Kansas City, MO 64120 WWW.WOOdl1iastertOOls.COm 


Families Have Saved Up To 50% On Heating Costs 

And never have Jo buy fuel — oil, gas, kerosene, wood — ever again! 



Your Benefits with Hydro-Sll: 

■ Slash boa I in g tost wil h H yd ro-Sil 

• Furnace free - duel free 

• Lifeiime warranty. No servke contracts 

• Safe, complete peace of mind 

• Cleon, no fumes, environmentally safe 

• U.L Listed 

• P reasse m bled — r e ady la use 

u Porlohle (110V) or parmanant (220V} 

• Whole house healing or single room 



Hydro-5il is a high performance individual room 
heating system that can save you hundreds of dollars 
in home heating costs by replacing old and inefficient 
heating. It can replace or supplement your electric heat, 
gas or oil furnace and woodstoves. 

Hydro-5 il represents economy in heating: inside the 
heater is a sealed copper chamber filled with a harmless 
silicone fluid designed for heat retention qualities. The 
fluid is quickly heated by a varying amount of micro¬ 
managed proportional power. This exclusive technology 
greatly increases energy savings. 

Check ■ MasterCard ■ Visa ■ Discover 

1-800-627-9276 

www.hydrosil.com 

Hydro-Sil, P.0. Box 662, Fort Mill, SC 29715 


220 VOLT 
PERMANENT 

Approx. Area 
lo Pea! 

SSK 

Dk&urit 

Price 

Oty. 

S' 2000 w 

250-300 sf 

$25 

$319 


6' 1500 w 

180-250 sf 

$25 

$289 


SM250W 

130-180 sf 

$25 

S259 


4' 1000 w 

100-130 st 

SIS 

$239 


3' 750 w 

75-100 sf 

$18 

$189 


2 1 500 w 

50-75 sf 

$18 

$169 


Thermostats 

- Cal! for options & exact heater needed. 

119 VOLT PORTABLES 
(Thermostat included.) 

S&H 

Discount 

Pria 


5' Hydro-Max 750-1500 w 

$25 

$23 


3' 750 w - Silicone 

$18 

$179 


Heavy-Duly 240v 

$25 

$329 


Total Amount 


Name_ 

Address. 

GEly_ 

Zip__ 


St. 


Phone 


MasterCard. Visa or Discover Account information: 

Acct #_ 

Expiration: Date_ 






































About our product tests 


Shop-Proven Products 

- 1 ---— We test hundreds of tools and accessories, but only those that earn at least three 

Jh ese wood WO rki n g wares passed our shop trials stars for performance make the final cm and appear in this section. Prices are current 

at the time of article production and do not include shipping, where applicable. 

New Unisaw makes the cut in our shop 



I t's not often an industry icon gets a 
complete makeover, but that's what 
Delta did w r ith its new version of the 
Unisaw cabinet-style tablesaw. The 
result: a greatly improved machine* 
With changes both cosmetic and 
functional, Delta is banking that 
woodworkers—professional and 
hobbyist—will pay a premium for a saw 
assembled in Jackson, Tenn„ of primar¬ 
ily U.S.-made components. 

This Unisaw has a massive one-piece 
cast-iron trunnion that virtually 
eliminates alignment woes and vibra¬ 
tion by ridding the saw of some of the 
moving parts of the old assembly On 
the front of the saw you'll find both the 
blade-height and bevel-angle hand¬ 
wheels, a large, easy-to-read bevel gauge 
with half-degree markings, and 
bevel-stop adjustments. 

The Unisaw's quick-release blade 
guard system, which includes a three- 
position riving knife, anti-kickback 
pawls, and two-piece guard, is the best 
I've tested. Why? Because Delta engi¬ 
neers put the release lever outside the 
cabinet under the fence rail, as shown 
below, so you can remove or adjust the 
riving knife without removing the 
throat plate and without tools. 

They also made changing blades 
easier, thanks to a 5 ,r -wide throat 
opening (my knuckles thank you, Delta 
engineers), easy-to-reach arbor lock, 
large angled wrench, and one-piece 
arbor nut and washer I installed a vV 1 
dado stack on the arbor and still got the 
nut tightened fully. Delta also includes 
a nut without the washer, which I used 
for dado setups up to i M wide* 

And i have to give Delta credit for its 
factory-supplied, 50-tooth, 10" combi¬ 



nation blade, shown below * It cuts well 
in all materials without burning or 
lear-out, although it ever so slightly 
scores edge- and end-gram* 

More findings from our testing of a 
3-hp model: 

■ Rip fence. Delta now ships a 
Bicsemeyer T-square rip fence with each 
Unisaw, and it features an improved 
handle and lock. Dialing in the right 
combination of firm lock and easy 
sideways travel while still keeping if 
square to the blade proved fussy during 
setup, but once there it's like a rock, 

■ Miter gauge. The included miter 
gauge is a step up from what comes 
with most tablesaws these days, 
featuring an IS 1 // bar with T-siot 



washer, a soft-grip handle, and nine 
adjustable angle detents* But the 
pointer sits too far back from the scale 
to rely on it for dead-on precision with 
non-detent angles. 

■ Dust control. Although the new 

! m a chine ha s d u st- collect ion i m p rove- 
inents, it's not perfect. It requires at 
least a U/ 2 -hp unit to maintain airflow 
necessary to evacuate dust* The saw has 
a 5 M dust port, and comes with a 4" 
reducer. As you might expect, it cleared 
dust better using the 5 lf hose. 

■ Zero-clearance help. This is 
minor, but I appreciate that the blade 
drops fully below the bottom of the 
throat plate, so I didn't have to make 
any relief cuts prior to cutting the kerf 
in a shop-made zero-clearance insert. 

I wish all tablesaws had this feature. 

—Tested by Bob Hunter, Toots and Techniques Editor, 
and the rest of the WOOD® magazine staff 

Delta llnisaw 10" tablesaw _ 

Performance ★ ★ * ★ ★ 

Price #36-L336 (3 hp, 16" rip cap.) $2,875 

#36-L352 (3 hp, 52" rip cap.) $3,000 
#36-1552 (5 hp, 52 h rip cap,) $3,200 
Delta Machinery 

800-223-7278; deltaportercable.com 
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Clean dusty air rather than breathing it 

Not having used an air-filtration system in my basement 
shop before, 1 was amazed at how much dust Powermatic's 


PM 1200 
collected on its 
outer filter after 
only 10 hours 
of normal shop 
use. That jolted 
me to be more 
conscious of 
the air I was 
breathing. 

To challenge 
the PM1200,1 



wore a respirator and blasted everything in my shop with 
jets of compressed-air, stirring up a smog-quality haze, I set 
the cleaner on its highest of three speeds (nearly 1,200 cfm) 
and left for an hour. When 1 returned the air looked crystal 
dear again, and very little dust had settled onto my tools. 
Rated to trap as much as 85 percent of 1-micron-sized dust 
particles, this air cleaner makes me confident 1 can breathe 
easier in my shop. The remote-controlled PM 1200 has a 
built-in timer that you set for up to nine hours, 

—Tested by Bob Wilson, Techniques Editor 

Air Filtration System, #PM1Z00 _ 

P erfo rma nee ★ * ★ ★ ★ 

Price $470 

PowermatEc 

800-274-6848; powermatic.com 



•www.loaosol. com 



State-of-the-Art Website, Success 
Stories, Forum, Technical Specs, Web 
Store, and FREE Downloads! 

H LOGOSOL 

Swedish wood processing products 
Solution-driven wood processing 

1-877-564-6 



Finish two sides without the wait 





Unless I'm applying a 
fast-dry finish like lacquer, 
things come to a grinding 
halt when I have to wait 
for one side of a project to 
dry before coating the 
other. For slower-drying 
finishes, such as polyure¬ 
thane, Painter's Pyramids 
allow me to apply finish 
(or paint) on the less-seen 
side first, wait a couple of 
minutes, and the*i cinrmiv 
flip it over and do 
"good" side while the first 
is still wet. These handy plastic gizmos leave only a pinhole¬ 
sized dimple that's easy to rub out. They're surprisingly 
stout for their size and don't tip over when I place 
something on them. When not being used they 
nest neatly out of the way. 

—Tesfeaf by Kevin Boyle, Senior Design Editor 


Painter's Pyramids _ 

Performance 

Price 10-pack $7 

36-pack $20 

Painter's Pyramid 

804-426-4 366; p a i nte rs pyra m i d. co m 
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WOODWOR KERS 






1 Easy & secure on fine ordering 

* Thousands of wood pictures 

* Research 800 wood species 

* Shar e your project pictures 

* Discuss wood in our forums 
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S. 2008 


" grex 

23 Ga. Headless Pinners 


"The Invisible Fastener 

(Iren 23 Gauge Headless Pinners. Up to 2" Pins into Red Oak. 

IN THE SHOr AND ON-SITE. FROM PINE WORK TO CROWN AND BASE 


Serious about 
your work ? 


Changing ideas into solutions. 

Alhambra, CA ■ 888-4GREXCQ * info@gtexu&a com 
3 Cheltenham ON ~ 90&838 438. - info^grmcanada com 

mm gmxusa com 



CHOOSE THE TOOL 

THAT WORKS FOR YOU 

AND YOU’LL SAVE TIME AND MONEY. 




Material estimator 


a®®52i 



Materials Estimating Calculator 

With the Material Estimator you can quickly and easily calculate Yards, 
Feet, Inches, Fractions and Meters and material costs and allowances to 
get exactly the materials you need Prevent estimating errors and save 
time and money. Model 4019 

Construttion Master • Pro 

Advanced FeeMnch-Fraction Construction-Math Calculator 

It features more powerful built-in solutions, in addition to those found in 
the Measure Master Pro. The perfect tool if your woodworking passion 
includes projects such as remodeling or adding a room. It even provides 
Angles for compound miters. Mode! 4065 


Home ProjettCalf 


J .j , CALCULATED 
j-» J INDUSTRIES 

FAST- ACCURATE. ftEtfAAIE. 


Do-It-Yourself Project Calculator 

Simplify your home improvement projects with this easy-to-use calculator. 
Built-in function keys let you quickly and accurately find material 
requirements for paint, concrete, tiles, wallpaper and carpet. Model 8510 

To see how these tools can help you today, go to 


www.calcu1ated.com 


WD-9D9 


For a dealer near you call 1-800-854-8075 

4840 Hytech Drive, Carson City, NV 89706 * 1-775-885-4900 Fax: 1-775-885-4949 


Sho p - Prov en Products 

Make tear-out-free cuts 
with unique blades 



’ ^»r 


Regular 
jigsaw 
blade cut 


jigsaws get little respect from 
woodworkers because bandsaws 
typically make the same cuts faster 
and cleaner. To help with the 
cleanliness issue, the teeth on 
Starrett's Dual Cut Jigsaw Blades 
point in opposing directions, so 
the top teeth cut the top surface 
on the downstroke and bottom 
teeth cut the bottom surface on 
the upstroke—eliminating tear-out 
on stock thicker than VU". I com¬ 
pared them head-to-head with the 
best jigsaw blades I could find, and 
the Starrett blades cleaned up in red 
oak, pine, Baltic birch plywood, and 
even finicky melamine-coated 
particleboard. 

Dual-Cut blades come in two- 
packs, with the standard blades 
(BU30C) designed for cutting stock 
from l A n to 1 : W thick, and the 
scrollcutting blades (BU2DCS) for 
cutting Viz 11 to W thick. They cost 
about $1 more per blade, but they're 
worth it when you must have 
flawless cuts. ♦ 

—Tested by Doug Hicks f 
o former shop teacher and 
woodworking magazine editor 

dual Cut Jigsaw Blades 

Performance ★★★★★ 

Price BU3DC ~~$6 

BU2DCS $5.50 

L5. Starrett Co. 

978-249-3551; starrett.com 
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Time travel at the speed of a 1935 Speedster? 


The 1930s brought unprecedented 
innovation in machine-age technol¬ 
ogy and materials. Industrial designers 
from the auto industry translated 
the principles of aerodynamics and 
streamlining into everyday objects 
like radios and toasters. It was also a 
decade when an unequaled variety 
of watch cases and movements came 
into being. In lieu of hands to tell 
time, one such complication, called 
a jumping mechanism, utilized 
numerals on a disc viewed through 
a window. With its striking resem¬ 
blance to the dashboard gauges and 
radio dials of the decade, the jump 
hour watch was indeed "in tune" 
with the times! 

The Stauer 1930s Dashtronic deftly 
blends the modem functionality of 
a 21-jewel automatic movement and 
3-ATM water resistance with the 



True to Machine Art esthetics, the sleek 
brushed stainless steel case is clear on the 
backallowing a peek at the inner workings * 


distinctive, retro look of a jumping 
display (not an actual jumping 
complication)* The stainless steel 
1 V 2 " case is complemented with a 
black alligator-embossed leather 
band. The band is 9 1 /2" long and 
will fit a 7-8 l /z" wrist. 

Try the Stauer 1930s Dashtronic 
Watch for 30 days and if you are not 


receiving compliments, please return 
the watch for a full refund of the 
purchase price. If you have an 
appreciation for classic design with 
precision accuracy, the 1930s 
Dashtronic Watch is built for you. 
This watch is a limited edition, so 
please act quickly* Our last two 
limited edition watches are totally 
sold out! 


Not Available in Stores 

Stauer 1930s Dashtronic Watch S99 +S&H or 
3 easy credit card payments of $33 +S&H 

Call now to take advantage of this limited offer 

1 - 800 - 859-1602 

Promotional Code DRW270-02 

Please mention this code when you call. 

t 'f 4 14101 South cross Drive 

jLAUv 1 Dept. DRW270-02 
HR3JTACR Am & Siii.NCE Burnsville, Minnesota, 55337 

www. stauer, com 
















330 Stores Nationwide 


BOSCH® 

MODEL 4405 

10" SLIDING COMPOUND MITER SAW 


HARBOR FREIGHT TOOLS 

MODEL 98199 

10" SLIDING COMPOUND MITER SAW 



BOSCH 

GREAT QUALITY 

$ 457 98 


HARBOR FREIGHT 

GREAT QUALITY 



Come See For Yourself! 










I HARBOR FREICHT TOOLS 



firing tills coupon m CO one dam siurthasedptHartwr fte-glrt Twls. Canned be I 'Wltiartjr?(ntf drtaxib! Ortoupdri. Cm CdiipCrn per purchase. One KH*on pflr CuSlfliaar.CC.u|Mn not 

wild OO pnor purchase. or purchase p3 gifi-sards, or pmrfiHse pi csdcniJed &!:r^icfi plans at'nrgOpdmn n-sbck 
mBKUafidseonly. Savings ifecowitpcrcenliipE otl Harbor freight Toole current puices including sale prices. Phis 
tawperntanfliri beilupiicaitBd?i any maimer including piicnocopiesand rompulef pnmcwE Dngmal coupan must 
beoreseMcd hi under to receive tns discount Aii Campbell Hausteiri products are escluded from this offer This. 

Utfef IS not wild on food urbewrjge rlt.-ns SOUJd PUT rU SttH® '.'alilt only in Retail Slones (hr wgn 11,'14- 03. 


ii imiii i iii nil 


77323020 


See HarborFrelghtusa.com/Wooil for additional SUPER COUPONS 


NOBODY BEATS OUR 
QUALITY, SERVICE AND PRICE! 

Woodworking Hand Toots, Clamps, machinery, 
Compound Miter Saws, Sanders, Air Filtration, 
Power Tools, and Accessories! 


Quality Tools at the LOWEST Prices 


WHY PAY MORE? 

Our team of tool professionals buy factory 
direct, saving you money at a time when you 
need it most! We have slashed our prices 
with SUPER COUPON SAVINGS! 


WHY WE HAVE 10 MILLION SATISFIED CUSTOMERS: 

4 We Buy Factory Direct and Pass the SAVINGS on to YOU! 

■; Shop & Compare Our Quality Brands Against Other National Brands 
4 7000 Tool Items In-Stock! 


NO HASSLE RETURN POLICY 
Owned & Operated 


LIFETIME WARRANTY 

ON ALL HAND TOOLS! 









If You Buy Tools Anywhere Else You're Throwing Your Money Away! 


F 

1- 

or Hart 


- 657-8001 


Vi r 1 i 


CENTRAL PNEUMATIC * 

3 GALLON 
100 PSI OILLESS 

PANCAKE AIR 
COMPRESSOR 

LOT NO. 95275 


$4999 

REG. PRICE 
$74.99 


SAVE 


930471 Si 

400/ HARBOR FREIGHT TOOLS - LIMIT 1 

fn These valuable coupons arc only good when presented at 

W f If your noarasl Harbor Frfllglil T&uEc store. Otter Ends 11/I4i'09. 
C aup ans valid in Rc la ii 5 :u e Only. Coupon nal valid en prior purchases, Cn-npon csnr.ni be (id ugh. 
Mi.il. or traialerrtd. Sins coupon cannot bn duplicated In -any manner including nTutcruplus 
and computer printouts. Original coupon mod be presents in onlar lo receive I he disco uni. 


CEtfHUU. PI1BUMOTK 


3-IN-1 FLOORING 
NAILER AMD 
STAPLER 


LOT NO. 
99640 


REG, PRICE 
5149,99 


SAVE 


HARBOR FREIGHT TOOLS - LIMIT 1 
These valuable coupons are only guuff When prC-S Ciued al 
your nearest Harhur Frelgh' TdttlSSlflfC. Oiler Ends 11/14/09- 

Coupons valid In Rete*! Store -Only. Coupon net «l Id on prior narchn ins Cooper carnal fas be «ig hi ■ 
sold. Df transferred This coupon caiinnl hr iluplicalcd in any manner including photocopies 
and computer prmriouts. Original ccupe-n null tc praserrteif In arder in receive ihe discount 

h Hi 1 * mm M ■■ ™ ^ ^ ™ ™ J 


LOT NO, 92471 


Hill 


12" COMBINATION 

SQUARE 
SET 

$099 

REG. PRICE $7.99 

SAVE 
25% 


27943076 

HARBOR FREIGHT TOOLS LIMIT 1 
Those valuable coupons are only pod when pret&nleti al 
your noarest Harbor Fraigiil tools stara Otter Ends 11/14/09. 

Cuupuns vail d In Rem I Slum Only. Co upon nui v atld an prior purchases. Coupon cannot h e uou phi. 
sain, or iTonslened, this coupon cannot be duplicated In any manner Indudihp nholoitcpiw 
and computer printouts. Original coupon must be presumed rn order ip nepplye ibe discount. 




REG, PRICE $5.99 


SAVE 


56% 


24021461 

HARBOR FREIGHT TOOLS LIMIT 1 
| These valuable cmii pars are only tjaui! when pro smiled at 
you r nearest Hurftur Fr&irjhl Tools Store. It 11 fir Ends 11/14-C9. 

■ Coupons valid in Bela ii Store Only. Coupon not valid on prior purchases. Coupon cannot be bough I. 
1 sold, or Irppslerred. Thu coupon cannot be duplicated m any manner Including photocopies 
end compute/ printouts, Original coupon must bn presented ir ordei La racaive the discount. 


12"RATCHET 

BAR CLAMP 
SPREADE 

LOT NO. 
46807 


K 


REG. PRICE $6.99 


$-|99 


SAVE 

7T% 


14120273 

HARBOR FREIGHT TOOLS LIMIT 5 

■ These valuable caapens uro only good when presented a I 
1 your neoresl Harbor Freight Tools store. Oiler Ends 11/14.119. 

■ Con sons valid In Retail Store Chly-Coupon nod valid on prior purcfipses, Coupon oanngi be IwuplU. 

■ sold, ui rrans'efiud This coupon car,rat tie dupliEptad In any manner including photocopies 
and computer prirlouls. Original ceupdn rhUil he presented lit order 10 receive the liSMunl. 


MULTIFUNCTION 
POWER TOOL 

CHICAGO 

Fpwar Tools : 


Electric 


LOT NO. 
67256 


SIMILAR TOOLS SOLD 
NATIONALLY AT $400! 




CUTTING 


SANDING 


$3499 

W REG. F 


, PRICE $59,99 


SCRAPING 


SAVE 


20426074 

HARBOR FREIGHT TOOLS LIMIT 1 
These valuable coupons are only good when presented a! 
your nearest Harbor FreigVil Tools store. Otfgr Ends 11/14fl]5. 

Daupons valid in Relall5lora-Oniy. Coupon rol valid on prior purchases. Coupon cannot cc tojclr 
sold, ui Iranstorreo. This coupon cannot be duplicated In any manner Including photocopies 
end nmpvter printouts. Original coupon nun he presented in order 10 retasve ibe ms-inuni. 


Ul'E/ 


1 DO PIECE 

LATEX GLOVES 


SIZE LOT NO. 


WY£s 


MEDIUM 

36117 

LARGE 

36116 

X-LARGE 

37049 


<x>utn 


YOUR CHOICE! 

$429 

REG. PRICE $7,99 

SAVE 
46% 


3seam1?3 

HARBOR FREIGHT TOOLS - LIMIT 1 

■ ineso vain 3 Pie 00 uperns ere only good when presented et 
1 your nearest Harbor Fnjight Toots stare. OHer Ends 11/14/69. 

■ Coupons valid in Ftelail Slcm Q.nly. Coupen net valid! dm prlhr purchases. Coupon umd be bought. 
I surd, or Iransfsrrtfl Tins cujpuM caonal be duphtaied In any manner tedtidlng uhcloccpief 

and computer prlotnuls. Original cn-upen must he presented In order to receive the -discount. 

















































































FREE Product Information from Advertisers In This Issue 






looking for FREE product information? Fit! out the coupon in this section to receive FREE product info and catalogs. 
Or, for quicker service and instant access to information, visit us online at WWW.WOOflWfll1fefS4XMltar>COIII 


Adhesives & Finishes 


TITEBOND® III ULTIMATE WOOD 
GLUE Superior bond strength, waterproof, 
longer open- assembly time. The Best 
Wood Glue Ever! Circle No- 24- 

GORILLA WOOD GLUE High strength, 
shorter damp time, and no dyes for a 
natural finish. Try it today on your next 
building project. Circle No- 50. 

UNITED GILSONITE LABORATORIES 

Finishing Touch Brochure — guide for best 
results using ZAR Wood Stain/Finishes, 

Circle No. 128. 


Bits, Blades, Cutting Tools 


FORREST MFG. CO., INC, Top quality 
blades and dados for an ultra smooth finish. 

Circle No, 206, 

FREUD SAW BLADES This 48 page 
catalog illustrates the features and benefits 
for all Freud saw blades. Circle No, 219. 

FREUD ROUTER BITS All Freud router 
bits are represented in this 84-page 
catalog, including more than 130 new bits 
and sets. Circle No, 232. 

3AWST0P SawStop table saws stop 
the blade upon contact with skin. Circle 
No. 280, 

SOMMERFELD'S TOOLS FOR WOOD 

Router Bits, Blades, Tools and Tips. FREE 
catalog & shipping! Circle No. 284. 


Books, Plans and Videos 


AMERICAN FURNITURE DESIGN CO. 

150 of America's best furniture plans, 
comprehensive instruction guide. Catalog. 

Circle No. 336. 

U-BILD WOODWORKING PLANS 

Since 1948! Hundreds of full-size plans, 
downloadable plans, low prices. Circle 
No. 435. 

General Woodworking Catalogs 

THE BEALL TOOL COMPANY Inventive 
solutions for shop problems: wood 
threading, buffing & more. Circle No. 558. 

GRIZZLY INDUSTRIAL, INC. 12,000 
woodworking and metalworking machines, 
tools and accessories — unbeatable prices! 

Circle No. 583. 


MAO SHAN MACHINERY OEM & GDM 

for all the woodworking machinery. Circle 
No. 646. 

MASTER-SAND Brush sanding systems 
for all woodworking shops. Made in USA. 

Circle No. 647. 

MCFEELY’S™ Your primary source for 
best-of-class screws, fasteners, tools, 
woodworking and DiY necessities. Circle 
No. 648. 

ROCKLER WOODWORKING & 
HARDWARE Our premium tools make 
woodworking efficient and enjoyable. FREE 
Catalog. Circle No, 661, 

WOODCRAFT SUPPLY CORP. Over 
15,000 top quality woodworking tools, 
supplies, and accessories. Circle No, 700. 

WOODWORKERS HARDWARE Over 
3,000 items stocked. Largest selection of 
cabinetmakers hardware. Lowest prices. 

Circle No. 713, 


Hand Tools, Jigs & Clamps 

AFFINITY TOOL WORKS Manufacturer 
of quality hand tools and products for 
cabinetmaking, carpentry, woodworking. 

Circle No. 734, 

KREG TOOL CO, Your one stop shop for 
everything Pocket-Screw related. Circle 
No. 802. 

LOWELL THOMAS TOOLS/ALPHA 
CLAMPS New Generation bar clamp does 
what other clamps can’t. Circle No, 806. 

MORTISE PAL Mortises made easy! 

Circle No, 824, 



Hardwood & 


M.L. CONDON COMPANY Single, 
convenient source for lumber, plywood, 
mouldings, custom mil I work, more. Circle 
No. 844. 

LOGO SOL, INC. Portable sawmills, 
precision woodworking machinery. Circle 
No. 845. 

STEVE H. WALL LUMBER CO. Quality 
hardwoods, plywood, exotic lumber Ship 
UPS/motor freight, wholesale prices. 

Circle No. 856. 

WOODWORKERS SOURCE Hardwoods 
from around the world. Circle No. 869. 


Income Opportunities & Education 


PROFURNITUREBUILDER.COM 

ProFurnitureBuilder.com from 
Meadowbrook Creations, Start your own 
made-to-order furniture business. Circle 
No. 919. 

WOODCRAFT RETAIL FRANCHISE 

Own a Woodcraft Store — franchises 
offered for stores across the country. 

Circle No, 924- 






KLOCKIT The leading supplier of clock- 
making supplies for over 35 years! Circle 
No. 973. 


Miscellaneous 


AZTEC STEEL CORP. Quality pre- 
engineered arch-style steel buildings at the 
lowest cost anywhere. Circle No- 1064, 

CENTRAL BOILER Classic Wood 
Furnaces - clean, safe, efficient heat for 
your home. Circle No. 1105. 

DAKOTA ALERT, INC. An alert sounds 
in the house when someone enters the 
drive. Circle No. 1129. 


Power Tools 


BAKER PRODUCTS Industry leader for 
portable sawmills,, resaws and woodworking 
equipment. Circle No, 1428, 

COOK’S SAW MFG., L.L.C. Portable 
sawmills, Edgers,. Sharpeners, Band 
Blades... Free catalog. Video available. 

Circle No. 1480. 

EPILOG Wood engraving and cutting 
systems - Low Price, High-Quality Laser 
Systems. Circle No. 1515, 

FREUD POWER TOOLS 16-page 
catalog illustrates dependable power 
tools with traditional Freud quality. 

Circle No. 1532. 

GRANBERG INTERNATIONAL Alaskan 
Saw Mill, chain saw accessories. Made in 
USA. Circle No. 1558. 

GREX POWER TOOLS Professional 
fastening systems and pneumatic powered 
hand tools. Circle No, 1573. 

MAXNC, INC. Manufacturers of 
American-made CNC mills, lathes and 
routers...at affordable prices! Circle 
No. 1612. 
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TOOL MART INC. Makita, DeWalt, Porter- 
Cable, Milwaukee, Bosch, Freud. Circle 
No- 1770. 

WOOD-MIZER PRODUCTS Eight 
Portable Sawmills Available starting with the 
LTIOat $3995. Circle No. 1805- 


Tablesaw 

Stimulus Plan 


WOODMASTER TOOLS Multi-duty planets 
that mold, sand & saw. Circle No. 1320. 

WOODSTOCK INTERNATIONAL, INC. 

SHOP FOX Woodworking Machines offering 
p rofess ion a I -1 e vel q ual ity. Dealer si i ppl ied. 

Circle No. 1324. 


Project Parts & Materials 

ADAMS WOOD PRODUCTS Offers a 
free catalog of their stock solid wood 
components. Circle No. 1831. 

OSBORNE WOOD PRODUCTS, INC. A 

free catalog of iabie legs, corbels, and 
Island legs. Circle No. 1849. 

OSBORNE WOOD PRODUCTS, INC. 

WOOD CORBELS offer classic corbels in a 
broad range of styles. Circle No. 1851. 

Shop Accessories 

EZEE-FEED MANUFACTURING Get up 

your tablesaw to cut large sheet goods in a 
matter of minutes. Circle No. 1952. 

LIGNOMAT USA, LTD. Affordable, 
reliable, pin and pinless moisture meters for 
wood. Free catalog. Circle No. 2013. 

ONEIDA AIR SYSTEMS, INC. Free 
informative catalog contains dust collection 
systems and complete ductwork. Circle 
No. 2039. 



Turn your tablesaw into 
the hyper-accurate 
workshop workhorse it 
should be. You'll find 
120+ pages of jig 
plans, precision¬ 
enhancing add-ons, 

1 and time- and 
\ money-saving tips. 


Cut f'r-'teci Mitnn 


$6.99 U.S. 
$8.99 Canada 


Order online at woodmagazine.com/publications 

or call toll free 888-636-4478 WD 


PENN STATE INDUSTRIES Award 
winning dust collection. Collectors. Cyclones, 
Ductwork and more. Circle No. 2045. 

PHASE - A- M AT IC, INC- Convert 1 -phase 
electric power into 3-phase; run 3-phase 
equipment anywhere. Circle No- 2052- 

RED HILL CORP. SUPERGRIT® 
ABRASIVES Industrial quality sanding 
belts, discs, roils, sheets at wholesale prices 
to small consumers. Circle No* 2065- 


Woodtuming Supplies 

BEREA HARDWOODS Quality pen kits 
and other turning kits. Circle No, 2127- 

HUT PRODUCT5 Woods, acrylics and 
supplies for pen and game call turning. 

Circle No. 2133- 

PACKARD WOODWORKS Free Catalog 
for WOODTURNERS! - Quality Lathes, 
Tools and Supplies. Circle No. 2143. 

PENN STATE INDUSTRIES Leading 
supplier of Turning Products. Pen kits, project, 
finishes and more. Circle No. 2151. 
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WOODWorkersCenter 
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Product Information 


DEPT. W0SED9 



CIRCLE THE NUMBERS BELOW CORRESPONDING TO ITEMS IN THIS ISSUE. 



24 

336 

700 

856 

1426 

1605 

2039 

4000 



50 

435 

713 

868 

T480 

1820 

2045 




128 

556 

734 

919 

1515 

1824 

2052 




206 

583 

802 

924 

1532 

1831 

2065 




219 

646 

806 

973 

1558 

1843 

2127 



1 

232 

647 

824 

1064 

1573 

1851 

2133 


1 


280 

648 

844 

1105 

1612 

1952 

2143 




284 

661 

845 

1129 

1770 

2013 

2151 




Discover how rewarding woodworking can bel Get one full year of WOOD® for Just $28*00 {7 issues). 

Simply circle No. 4000. You will he billed later. 


NAME 


TO ENSURE PROMPT HANDLING OF YOUR 


ADDRESS_ 

CITY ___ _STATE___ ZIP 

E-MAIL ADDRESS_ 

PHONE (OPTIONAL)_ 


ORDER, PLEASE: 

^ Circle Your Cltolce(s) In the box above 

• Send card to 

WOOD® Magazine, Dept. W0SE09. 

P.0. Box 5135, Buffalo, NY 14205-5135 
i Allow 4-6 weeks for delivery 

* This card expires January 14, 2010 


Log on to www.WOODWorkersCenter.com 
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Woodworker's Marketplace 





AUGf IN 
TAIWAN 


www, m oo short * com 


m09$han<§ta$15 hinct net 


Build 30+ Products Proven to Sell 
Only Basic Skills & Tools Needed 


Professionally 

Developed 

40 Page Web Site 
Catalogs 
Brochures 


0tt4ine catalog pictures hundreds of full-size 
woodworking plans at lov prices, phis more 
than 50 downloadable plans* indoor, outdoor, 
kids and holiday projects for all skid levels. 


Protected 

Territory 


0% Financing 


Sand-Eaze 

BRUSH SANDING 
IF©SI¥©yiBmU , RES$ 


Model 1 
$162.95 


f A \00 gauges 
actual level* 


Model 2 
$189.95 


STEVE WALL LUMBER CO 

Gustily Hardwoods and Woodworking machinery For The CraFismao 
and Educalional ! ns I i lotions 


OLIVER MACHINERY DEALER 


HARDWOOD PLYWOOD 


CUSTOM RAISED PANEL DOORS 


...94.00 

. I I DC ...»$ 80,00 

...Mrs......$100.00 

....«..$ 88,00 

.Soecia s s 11 too 

$ 100.00 

$ 8 e!oo 

Above prices are 20 bd. !t bundles of 
clear kHndried lumber 3 n -10" wkte '3‘-S' 
long (Ftendom widths & lengths) Sur¬ 
faced 2 sides or rough. Delivered UPS 
prepaid in Ehe Continental U S. 


THIN CRAFTWOOD 


Sand All Profiles Quickly 

Manu factured and sold by 

Master-Sand™ 

Menominee, Ml USA 
(920) 915-2079 

Order Online 

http://shop.master-sand.com 


EXOTIC LUMBER 


White Pine....4/4 F.G. Ji„ 

Yellow Pine 4/4 Clear $ 2,. 

Above prices are for t-DQ' quant!lies ol kjlndried 
rough lumber sold by (he Bd. FI. 

FOB Mayodgn, NG. 

Call lor quantity discounts. Olhar sizes and 
grades available. 


Send Si .00 For Lumber Catalog 
Pncet Subject to Chenge Without Notice 


MAO SHAN 


Great for Your Workshop 
Ideal for Your Garage 


Your Own Business 


(800) 82-U-BILD 


www.steelspan.com ext. 918 


Pro!- urnitureBuilder.com 


Saw Your Own Lumber! 

With the Original ‘Heavy Btiitf Milt 
' H)lip-3()lip Models ' 19" Metal lisintin 1 lieds 
[2 or 120 Volt Options *32'" Diameter Log Gut 
'Package Deals /Mailable 


Accurately 
reads relative 
angles 


Pat. Bend 


Magneto on 
the sides 


'j ff Cu* Wo od Fon 
j »Horne *Bnm 'Fencing 
"Stables *Deokin g 

1-800-473-4804 

www. cookssaw. com 


The Beal 

I-&O0-331-471S 

www.bealltool.eom 


STEVE H. WALL 
LUMBER CO. 

SOX 287 

MAYODAN, N.C. 27027 
336-427-0637 
1-BO0-633-4062 
FAX 336-427-7586 
Email: WQad^walllumber.corri 
Webshe: www.walMuinber.com 
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SOLID WOOD COMPONENTS 

STOCK ITEMS * NO MINIMUM 
CUSTOM COMPONENTS 
FREE COLOR CATALOG 


WE WILL MAKE PRODUCTION RUNS OF YOUR PART 

ONLINE ORDERING NOW AVAILABLE 
w ww* a dam swood products .com 



YOUR 

OWN 


■ 


CHAIR LEGS 


__ O' 

w y 


fell 5 / l 

ill 

! 


513 

LEGS 


BUN LEGS 

ft 


AOS 56 


RNIALS 



P.O. Box 728, Dept. M63 
Morristown, TN 37815-0728 
Phone 423-587-2942 
Fax 423-586-2188 
In f o@ ad a ms w ood p rod u cts, co m 



LUMBER 

& SAVE MONEY 

EIGHT Sawmill Models Available 


Wood-Mizer 

800 . 553.0182 

www.SawBoards.com 




WOOD 

CENTRAL BOttBR 

IE CLASSIC 

2300 

Outdoor Wood Furnace 

Heat your entire home 
along with water and more. 
Adapts easily to new or 
existing heating systems. 

E ^Classic 2300 bums 
50% less wood than 
conventional wood heating. 
EPA Phase 2 qualified. 


Central Boiler 

Find your nearest dealer at: 

centralboiler.com 

800-248-4681 

vSQGQ Central fig-:sr ,^5303 






Better Homes and Gardens 5 


Turn to Quality 


m 


\'i i 



MAGAZINE 





For advertising in the 
Woodworkers' Marketplace, please 
call Lisa Greenwood 
at 1-800-950-3829 or 

~ —w - - 

*.>• . . ► / 

Iisa.greenwood@meredith.com* 



www.hutprodu<ts.«om 

1 - 800 - 547-5461 
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Woodworker’s Marketplace 



Klockit Offers 
The Largest i 
Selection Of 
Clock: 

- Movements 

* Dials 

- Hands 

* Kits 

* Plans 

* Hardware 

& Much More! 


stabs of wood 


Vendor | 

Cart iff 

Kit to build includes 224" iron wheels 
that really work, axles and step-by-step 
plans. Finished project measures 
50"L x 25"W x 34" H. 576.80 plus S/H 


tilily Wfl-unti an Bit 
Elm from 2A m to M* 

1.HINIKEL Attachment 

Cf*at pnrUiDJ far Him 
tdtsi for odg tog, and 
rcdvdivg 1 os diameter* 

IiSHALlUKs Attachment 

Add to chain saw and 
its rt rfl tk I n Sum her’ 


PHASE CONVERTERS 


MISSION BED & NIGHT STAND 


4KAXNC 


The New Generation 
Of Bar Clamps: 

ALPHA CLAMP 


SrttrtxisiciEC the finest plan on the market today! Pae.es of 
directions and 36 by 43 CAD generated plan. This plan only 
requires a Limited arnouni of lumber 


Affordable Table Top CNC Routers 
Lathes and Vertical Mills 


FftEF. 

( VIA LOG 


Clamp . 

Hoist B 

Jack m 

Levets • . 

Rulers ““ 

Adjustable 
13” Throat 

Lowell Thomas Tool, Inc. % 
{406} 595-3416 

www.AlphaClamps.com 


AMERICAN FURN1TVXE DESIGN 
P.O. BOX 3011100 ESCONDIDO, CA 92B30 
BED AND NIGHT STAND PLAN S21.95 +$4.50 S&H 
760 743-6723 

www.ameri canfumii uredsgn.com 


Mint Maxpath CNC Router from $2995 


SANDPAPER 


Table Size 24" X24~.Hiatehi Router 2.25 HP Motor 
Comes complete with controller software for your 
PC, mini CAM program to make G-Code program 
from image files such as JPEG, STL or DXK Also 
includes 20 sample Vector Clip 3D art STL files 
Samples below. Machine complex shapes easily! 


HOOK & LOOP DISCS 

2” $18/100 3’ $20/100 

4W or 6” Sore HOLES $16/50 
6’ 6.6. or 16 HOLES $17/50 

9’ $1.75 ea 12’ $2.75 ea 


ABRALON S 1- Polishing Disc 

Griu iSfl TO 4 000 

ABRANET 5’ $ 6 1 ' Mesh Disc 

Grits sn m tooo 


MIRKA 

INDASA 


SHEETS srxir a.o 
SOD. SOD $16/50 
1Z0C. 150C $26/100 
1 BOA, 220A $23/100 


a MAXNC - Gilbert, AZ 
WWW.MAXNC.COM 
1-888-327-9371 

Proudly Made in the USA for over 14 Years 


ABRASIVE ROLLS 


COMPANY \ Inc. 

Calf for a FAST, FREE QUOTE 

23B Ferris Avenue, White Plains. NY 106D3 
Phone: i914) 946*4111 - Fax: (914) M63779 
www. ccmdonlumber, net 


RED HILL CORP, 

P.O. BOX 4234 
GETTYSBURG, PA 17325 

www.supergrit.com (800) 822-4003 


FREE 4SPAGE 

CATALOG 

& mcneditte closeouts 


Projects and Plans 


WWW.GBANBERG.COM 

CALL NOW FOR FREE CATALOG! $00-233-0499 


A-MATIC 


FOR QUALITY 


SUPPLIES 


Patriot Chuck 

pictured above 


WGODWOR 


VBDD-6B3-BB76 

RAC KA RDWQODWQRK5.CQM 


ASK FOR 
FREE 

CATALOG 1 


1 i H- LT^^F^aTinl 

L 

MlflvTlia 

_ 1 __l_L.j-.__l: 
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Buy 

■ Accuracy 

■ Quality 

■ Durability 

■ 2-Year Warranty 


frustrating problems 
loose Joints / 
\ de lam i nation / 
shrinking 
Nwarping/ 


Alerts you when 
someone is walking 

ffOfl 

or driving onto your property, literature 


PX&JL hl&ed Just the pattern? 

Or the complete kit? 
Build it YOUR way! 

fen-Gear-ClacksxQrn. 


l»-J t-ygursclf ptuterriH 


ear-cIocks.com 


^HKELAND 


Knifemaki* 


Hardwood Lumber & MiUwork 

Over 50 Species in stock 
Plywoods * Turning Stock - Mouldings 
Stair Parts - Architectural Millwork 


traditional &tyit biad> 


assist the woodworker 
creating ■ »al of knivci 
to be appreciated for a 
generations to como' 
Complete set include* 
11 bladas shewn,rivet* 
Dy moodwood 
and instructions 


Pull your own wood - import & Domestic 
Discounts on 100 and 300 bd ft of lumber 
Rough cut or surfaced to your specs 

Largest retail distributor in Florida 

For details and hours of operation go to 
hardwcKDdlumberandniilhvorkcoiri 


Over 300 bhi 


What if you could have the world's best woodworkers 
teaching you in your shop? \ % 

Now you can! ' 1 


Learn joinery from Marc Adams ...Tablesaw tips and tricks from Gary 
Veneering and marquetry from Paul Schurch ...Woodworking secrets fro 
Turning from Mike Mahoney Intarsia from Judy Gale Rohe 
Super-simple finishing from the Wood Whisperer... 


Magazine's Video Librar 


Dakota Alert 

PO Box 130, Elk Point, SD 57025 
605-356-2772 - www.dakotaaiert.com 


Ifv -iipking tkfltic Wo*4», H«n, PenJ, Ivarf. 
Ab-r ■*«’» ei Fmtitling l. p tse-t SthrniiiSjiv k ti 
Saak*. Uldeoi, And Marc! 

JAHTZ SUPPLY 

JIW VHM \\ VIV . n\\ J' Ilk \MIJUI 

Fuji Cotp- Catalog *s> au? 


Lignomat USA LTD 800-227-2105 

PO Box 30145, Portland, OR 97294 
www.lignomat.com 
E-mail: sales@lignomat.com 


1 -800-35 1 - 89(H) 


Paul Schurch 


Shop for dozens of downloadable videos 
from top woodworkers. 

View them any time on your computer, 
or take them with you on your iPod or 
other portable media player. 

woodmagazine.com/videos 

WD0909 


f^i 



Sfy 



KsJ 
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What's Ahead 

October 2009: Our special 25th anniversary issue (on sale August 25) 


- -■; 

Super-simple racking horse 

Full-size patterns and fast screw-together assembly help 
you get this pony into the homestretch quicker than you 
can say "giddy up"' 


Drop-front Desk 

Perfectly sized for a nook and a notebook computer, this desk fits any room. The door lays flat for a 
writing and work surface, and then folds up to hide what's inside. Well show you how to easily veneer 
panels using tools you already own. 


Build and install door and window trim 

Put your shop to work beautifying the rest of your home. 
Learn the secrets to making your own custom moldings; 
then discover a pro's advice for mounting them. 



Tablesaw tenoning jigs 

Faster and cleaner-cutting than a dado set, 
these accessories make tight-fitting tenons 
in a snap. Learn which ones work best 


25 top innovations of the past 25 years 

Prior to 1984, there were no benchtop planers or one- 
handed bar damps. We sa lute those and 23 more tools 
and products that have greatly Improved woodworking. 



Salvage old lumber and save 

There's cheap lumber all around—if you know where 
to look. We show you how to locate it, and methods for 
converting recycled wood into project-ready stock. 
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ULTIMATE 


Wiltrprool - Superior Strength 
Outperforms All Other Wood Clues 
Longer Open Assembly Time 


As the leader in wood glues, we want you to know the truth about 






HffgSl STSTST8 ■ 

HSiu 

SIR 

Tk7Ri lull 

UIIrU 


polyurethane glue and woodworking. A straightforward comparison 





WORKSHOP 


between Titebond III Ultimate Wood Glue and polyurethane glue 
tells the story. 

Titebond 111 is THE ultimate choice for bonding wood to wood. Period. 
For more information and a detailed comparison, please visit www.titebondxom/TBlIIvsPolynrethane 


Made in the USA 
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